
 NOTIFICATION OF ADDENDUM

ADDENDUM NO. 1

DATED 4/22/2011

Ladies/Gentlemen:

Attached please find an addendum on the above captioned project.  Included in the attachment is an 
adendum notification which details the changes and the respective proposal pages which were added and/
or changed.

Except for new bid insert pages, it is unnecessary to return any of the pages attached.

Bid insert pages must be returned with the bid proposal submitted to the Department, unless your firm is 
submitting a bid using a computer print out.  The computer print out must be changed to reflect the new bid 
item information.

Contractors and material suppliers, etc. who have previously been furnished informational proposals are 
not being furnished a copy of the addendum.  If you have a subcontractor on the above project, please 
advise them of this addendum.  Acknowledgment of this addendum is not requested if your company has 
been issued a proposal stamped “This Proposal Issued for Informational Purposes.”

You are required to acknowledge receipt of this addendum on the Addendum Acknowledgement form 
contained in your bid proposal by placing a mark in the box next to the respective addendum.

Failure to Acknowledge receipt of this addendum in your bid proposal will result in your bid not being 
read.

 04/99

Control 0473-02-033, ETC.
Project STP 2011(951)HES, ETC.
Highway SH 21
County LEE, ETC.



1-1

                                                                                      
                                                                                      
        SUBJECT:  PLANS AND PROPOSAL ADDENDUMS                                        
               PROJECT: STP 2011(951)HES       CONTROL: 0473-02-033                   
               COUNTY:  LEE                                                           
               LETTING: 05/04/2011                                                    
               REFERENCE NO: 0420                                                     

PROPOSAL ADDENDUMS
        ------------------                                                            
        _  PROPOSAL COVER                                                             
        _  BID INSERTS (SH. NO.:                                                    ) 
        X  GENERAL NOTES (SH. NO.: N                                                  
                                                                                    ) 
        _  SPEC LIST   (SH. NO.:                                                    ) 
        _  SPECIAL PROVISIONS:                                                        
           ADDED:                                                                     
                                                                                      
               DELETED:                                                               
                                                                                      
        _  SPECIAL SPECIFICATIONS:                                                    
           ADDED:                                                                     
                                                                                      
               DELETED:                                                               
                                                                                      
        X  OTHER: PLAN SHEET 2F                                                       
                                                                                      
        DESCRIPTION OF ABOVE CHANGES                                                  
        (INCLUDING PLANS SHEET CHANGES)                                               
                                                                                      
                                                                                      
                                                                                      
                                                                                      
        SPECIFICATION DATA AND SHEET 2F                                               
        -------------------------------                                               
        ADDED ARTICLE 8.3 NOTE SPECIFYING 5-DAY WORKWEEK DEFINITION FOR THIS          
        CONTRACT.                                                                     
                                                                                      



Project Number: STP 2011(951)HES, etc. Sheet:  
 
County: Lee, etc. Control: 0473-02-033, etc.  
 
Highway: SH 21 
 
GENERAL NOTES:   
 

Basis of Estimate 
Item Description Rate ** Basis Quantity 
161 Compost Topsoil 

CSJ: 0473-02-033 
CSJ: 0473-01-020 
CSJ: 0472-01-038 

 
1 CY/7 SY 
1 CY/7 SY 
1 CY/7 SY 

      
    35,301 SY 
    58,189 SY 
    11,086 SY 

164 Seed for Erosion Cont 
CSJ: 0473-02-033 
CSJ: 0473-01-020 
CSJ: 0472-01-038 

 
4840 SY/AC 
4840 SY/AC 
4840 SY/AC 

     
35,301 SY 
58,189 SY 
11,086 SY 

168 Vegetative Watering 
(Item 164)(Perm) 
CSJ: 0473-02-033 
CSJ: 0473-01-020 
CSJ: 0472-01-038 

 
 

15 GAL/SY 
15 GAL/SY 
15 GAL/SY 

 
  

35,301 SY 
58,189 SY 
11,086 SY 

 
 

 530 MG 
 873 MG 
 166 MG 

204 Sprinkling 
(Dust)  
(Item 112) 
(Item 247) 

 
30 GAL/CY 
30 GAL/CY 
30 GAL/CY 

 
 

 
 

210 Roll (Flat Wheel) 
(Item 247) 

 
1 HR/200 TON 

  

210 Roll (Tamping) 
(Item 112) 

 
1 HR/200 CY1  

  

210 Roll (Heavy Tamp) 
(Item 112) 

 
1 HR/200 CY1  

  

210 Roll (Lt Pneu Tire) 
(Item 112) 
(Item 247) 

 
1 HR/500 CY 

1 HR/200 TON 

  

247 FL BS (CMP IN PLC) 
(TY D GR 5) 
CSJ: 0473-02-033 
CSJ: 0473-01-020 
CSJ: 0472-01-038  

 
 

27 CF/CY 
27 CF/CY 
27 CF/CY 

 
 

111,240 CF 
192,996 CF 
 34,938 CF 

 
 

4,120 CY 
7,148 CY 
1,294 CY 

275 Cement 
CSJ: 0473-02-033 
CSJ: 0473-01-020 
CSJ: 0472-01-038 

 
25 LB/SY 
25 LB/SY 
25 LB/SY 

 
26,479 SY 
41,400 SY 
  8,316 SY 

 
331 TON 
518 TON 
104 TON 

310 Prime Coat (AE-P) 
CSJ: 0473-02-033 
CSJ: 0473-01-020 
CSJ: 0472-01-038 

 
0.20 GAL/SY 
0.20 GAL/SY 
0.20 GAL/SY 

  
 22,960 SY 
 34,580 SY 
   7,210 SY 

  
 4,592 GAL 
 6,916 GAL 
 1,442 GAL 
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Project Number: STP 2011(951)HES, etc. Sheet:  
 
County: Lee, etc. Control: 0473-02-033, etc.  
 
Highway: SH 21 
 
GENERAL NOTES:   
 

Item Description Rate ** Basis Quantity 
316 Surface Treatments 

One Course Surface Treatment  
CSJ: 0473-02-033 
      Asph (Tier I) 
      Aggr (Tier I) 
CSJ: 0473-01-020 
      Asph (Tier I) 
      Aggr (Tier I) 
CSJ: 0472-01-038 
      Asph (Tier I) 
      Aggr (Tier I) 

 
 
 

0.40 GAL/SY 
1 CY/115 SY 

 
0.40 GAL/SY 
1 CY/115 SY 

 
0.40 GAL/SY 
1 CY/115 SY 

 
 
 

 66,833 SY 
 66,833 SY 

 
  108,465 SY 
  108,465 SY  

 
34,940 SY 
 34,940 SY 

 
 

   
   26,733 GAL 
        581 CY 
 
   43,386 GAL 
        943 CY 
 
   13,976 GAL 
        304 CY 

340 Dense-Graded Hot-Mix Asphalt (METH) 
TY C PG 64-22 (3 in) 
CSJ: 0473-02-033 
CSJ: 0473-01-020 
CSJ: 0472-01-038 
 

 
 

118 LB/SY/IN 
118 LB/SY/IN 
118 LB/SY/IN 

 
 

 36,226 SY 
 57,870 SY 
  13,277 SY 

 
 

    6,412 TON 
  10,243 TON 

2,350 TON 

340 Dense-Graded Hot-Mix Asphalt (METH) 
TY D PG 64-22 (Level-up)(Varies) 
CSJ: 0473-02-033 
CSJ: 0473-01-020 
CSJ: 0472-01-038 
 

 
 

118 LB/SY/IN 
118 LB/SY/IN 
118 LB/SY/IN 

 
 
 

 
 

       800 TON 
1,200 TON 
  500 TON 

341 Dense-Graded Hot-Mix Asphalt (QCQA) 
TY C PG 70-22 (2 in) 
CSJ: 0473-01-020 

 
 

118 LB/SY/IN 

 
 

14,195 SY 

   
 
    1,675 TON 

  ** For Informational Purposes Only 
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Project Number: STP 2011(951)HES, etc. Sheet:  
 
County: Lee, etc. Control: 0473-02-033, etc.  
 
Highway: SH 21 
 
GENERAL NOTES:   
 
 
GENERAL NOTES:  
  
Accrue contract time charges through the Contractor’s completion of the final punchlist. 
 
Equip all construction equipment in roadway work with a permanently mounted 360° revolving 
or strobe warning light with amber lens.  Light will have a minimum lens height and diameter of 
5 in. and mounting height of not less than 6 ft. above the roadway surface and be visible from all 
sides.  Attach at each side of the rear end of the construction equipment an approved orange 
warning flag mounted not less than 6 ft. above the roadway surface.  
 
Overhead and underground utilities may exist in the vicinity of the project.  The exact location of 
underground utilities is not known.   
 
If working near power lines, comply with the appropriate sections of Local Legal Requirements, 
Texas State Law, and Federal Regulations relating to the type of work involved.   
 
Protect all areas of the right of way which are not included in the actual limits of the proposed 
construction areas from destruction.  Exercise care to prevent damage to trees, vegetation, and 
other natural surroundings.  Areas not to be disturbed will be as directed.  Restore any area 
disturbed as a result of the Contractor’s operations to a condition as good as, or better than before 
the beginning of work.   
 
Damage to existing pipes and SET’s due to Contractor operations shall be repaired at 
Contractor’s expense.  
 
All locations used for storing construction equipment, materials, and stockpiles of any type 
within the right of way will be as directed.  Use of right of way for these purposes will be 
restricted to those locations where driver sight distance to businesses and side street intersections 
is not obstructed and at other locations where an unsightly appearance will not exist. 
 
When directed, designate an official backer/spotter or "dump-man" who shall wear specially 
marked clothing and a specially marked hard hat which specifically identifies them as the 
backer/spotter and identifies that they are the person who is directing the backing operations.  
They shall be identified to all project personnel, Contractor and TxDOT, when dumping the 
various project materials, throughout the course of the project. 
 
Storm Water Pollution Prevention Plan (SW3P)  
 
Maintain erosion control features according to the TxDOT SW3P sheet. 
 
 

General Notes Sheet C 



Project Number: STP 2011(951)HES, etc. Sheet:  
 
County: Lee, etc. Control: 0473-02-033, etc.  
 
Highway: SH 21 
 
GENERAL NOTES:   
 
 
In the event that significant contamination is encountered based on odors, visual evidence, or 
vapor monitoring, immediately contact the Engineer in accordance with Item 4.3 of the General 
Provisions of the STANDARD SPECIFICATIONS FOR CONSTRUCTION AND 
MAINTENANCE OF HIGHWAYS, STREETS, AND BRIDGES.  The Engineer may suspend 
work wholly or in part to determine the coordination/management for the testing, removal and 
disposal of hazardous materials that might be necessary according to all applicable rules, laws 
and regulations. 
 
Maintain vehicles at designated maintenance sites, unless otherwise approved. 
 
ITEM 4.6 – SCOPE OF WORK 
Final clean up will include the removal of excess material considered detrimental to vegetation 
growth along the front slope of the ditch. Materials such as surface aggregates and other 
materials, as specified by the Engineer, will be removed at the Contractor’s expense. 
 
ITEM 6 - CONTROL OF MATERIALS 
Article 6.5 
Give a minimum of 24 hours notice for materials, which require inspection at the plant. 
 
ITEM 7 – LEGAL RELATIONS AND RESPONSIBILITIES 
 
Article 7.19 
 
TxDOT has assumed a U.S. Army Corps of Engineers (USACE) nationwide permit #3(a) for this 
project. The requirement of NWP #3(a) will be adhered to and all disturbed areas will be restored 
to their original contours after construction is complete. The areas affected by temporary fills 
would be revegetated, as appropriate. 
 
Maintain positive drainage for permanent, as well as, temporary drainage for the duration of the 
project.  This work is the sole responsibility of the Contractor. Be responsible for any items 
associated with the temporary/interim drainage and all related maintenance.  No direct payment 
will be made for this work.  The Engineer will have the final authority in determining the 
adequacy of any temporary/permanent drainage features installed. 
 
Migratory Birds 
 
The Contractor’s attention is directed to the fact that there is the possibility that migratory birds 
may be nesting within the project limits.  Migratory bird nesting activity can be concentrated on 
roadway structures such as bridges and culverts.  Remove all old migratory bird nests from any 
structures between September 1 and January 31, and while the nests are not occupied or being 
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Project Number: STP 2011(951)HES, etc. Sheet:  
 
County: Lee, etc. Control: 0473-02-033, etc.  
 
Highway: SH 21 
 
GENERAL NOTES:   
 
used by migratory birds.  In addition, be prepared to prevent migratory birds from re-nesting 
between February 1 and August 31. 
 
All methods used for the removal of old bird nests and the prevention of re-nesting must be 
approved by the Engineer, well in advance of the planned use. 
 
In the event that any active nest of a migratory bird species is encountered on-site during project 
construction, all construction activity within 150 feet of the nest will cease immediately.  Contact 
the Engineer to determine how to proceed. 
 
ITEM 100 & 132 - PREP ROW & EMBANKMENT 
 
Do not burn brush, unless otherwise approved. 
 
Use hand methods or other means to remove objectionable material and obstructions, if doing 
work by mechanical methods is impractical.  Consider subsidiary to the pertinent Items. 
 
ITEM 112,132 & 160  – SUBGRADE WIDENING, EMBANKMENT & TOPSOIL 
 
Track ALL embankment/topsoiled slopes left idle for more than 14 days, within or at the end of 
the 14-day idle period, to prevent erosion.  Tracking consists of operating a tracked vehicle or 
equipment up and down the slope, leaving track marks perpendicular to the direction of the 
slope. Retrack slopes after rain event, as directed. Consider the tracking of slopes to prevent 
erosion as subsidiary to the pertinent items. 
 
ITEM 132 & 400 - EMBANKMENT & EXCAVATION AND BACKFILL FOR STRUCTURES 
 
All compaction equipment will be approved prior to all backfilling and embankment operations.  
Detachable sheepsfoot-type wheels mounted on backhoes, trackhoes and other similar equipment 
will not be allowed for compaction operations, including pipe installation. 
 
ITEM 150  – BLADING  
 
Utilize blade to redirect ditches, as directed, at cross drainage extensions and side road pipe 
locations where new pipes or new Safety End Treatments, (S.E.T.’s), are placed. 
 
ITEM 161 – COMPOST 
 
Furnish compost meeting the requirement of DMS 6360, “Compost.”  Use sources pre-qualified 
by the Department to supply compost.  The use of compost from non-qualified sources must be 
approved before use. 
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Project Number: STP 2011(951)HES, etc. Sheet:  
 
County: Lee, etc. Control: 0473-02-033, etc.  
 
Highway: SH 21 
 
GENERAL NOTES:   
 
Place topsoil/compost in accordance with the SW3P, in phases as partial completion of the 
roadway is obtained. 
 
 
ITEM 164 – SEEDING FOR EROSION CONTROL 
 
Obtain vegetation establishment of all seeded areas, including adequate coverage, prior to “Final 
Acceptance.”  If all other work is complete, time charges may be suspended, until adequate 
coverage is established. 
 
Do not use ryegrass for temporary cover. 
 
Reseed all areas with “little or no” grass growth after 1 month from last seeding date, as directed. 
Consider subsidiary to the various items. 
 
ITEM 166 – FERTILIZER 
 
Sample the topsoil, as directed, to determine the actual fertilizer analysis and application rate and 
apply according to recommendations. Consider this work subsidiary to pertinent Items. 
 
ITEM 168 – VEGETATIVE WATERING 
 
Water all areas of project to be seeded. 
 
Maintain the seedbed in a condition favorable for the growth of grass.  Watering can be 
postponed immediately after a rainfall on the site of ½ in. or greater, but will be resumed before 
the soil dries out.  Continue watering until final acceptance. 
 
Vegetative watering rates and quantities are based on ¼ inch of watering per week over a 3-
month watering cycle.  The actual rates used and paid for will be as directed and will be based on 
prevailing weather conditions to maintain the seedbed. 
 
Obtain water at a source that is metered or furnish the manufacturer’s specifications showing the 
tank capacity for each truck used.  Notify the Engineer, each day that watering takes place, 
before watering, so that meter readings or truck counts can be verified. 
 
ITEM 247 - FLEXIBLE BASE 
 
Use Flexible Base (Type “D” Grade 5) with a minimum PI of zero (0). 
 
The following table will govern the acceptance of compaction on base courses, when compacted 
in multiple courses.  Compaction requirements are in percent of maximum dry density as 
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Project Number: STP 2011(951)HES, etc. Sheet:  
 
County: Lee, etc. Control: 0473-02-033, etc.  
 
Highway: SH 21 
 
GENERAL NOTES:   
 
determined by (Tex-113-E).  When compacting in a single course, compact to at least 100% of 
maximum dry density as determined by Tex-113-E. 
 
 
 

All Roadways  
Item 

 
Material Lift Min Density 

1 98% 247 FL BS (CMP IN PLC) 
2 (final lift) 100% 

 
Correct subgrade (e.g. unstable areas, soft spots, etc.) prior to the dumping of Flex Base.  
Consider subsidiary to the pertinent Items. 
 
Complete all subgrade, ditches, slopes, and place all drainage structures to conform to required 
lines, grades, and cross-sections, as shown and directed, prior to the placement of Flex Base. 
 
Use Flex Base (TON) (TY D GR 4) for transition from roadway widening to existing driveways, 
minor streets, driveway pipe removal/installation and other locations as directed. 
 
ITEM 275 - CEMENT TREATMENT (ROAD-MIXED) 
 
Minimize dust and scattering by wind.  Do not apply cement when wind conditions, in the 
opinion of the Engineer, resulting in the blowing of cement to become dangerous to traffic or 
objectionable to adjacent property owners. 
 
Cure cement treatment with AE-P at a rate of 0.15 gal/sy. Consider subsidiary.   
 
ITEM 302 – AGGREGATES FOR SURFACE TREATMENTS 
 
Previously tested aggregates delivered to the project, which are found to contain excessive 
quantities of dust (more than 0.5 percent passing the no. 40 sieve) during pre-coating, stockpiling 
or hauling operations, will be rejected, unless otherwise directed.  Use test method Tex-200-F, 
Part II, for testing. 
 
Article 302.2. Materials, Section A. Aggregate. Table 3 Los Angeles abrasion, % max, is 
revised with the following requirement: 

Table 3
Aggregate Quality Requirements

Property Test Method Requirement Requirement
Los Angeles abrasion, %, max Tex-410-A 30 All aggregates 
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Project Number: STP 2011(951)HES, etc. Sheet:  
 
County: Lee, etc. Control: 0473-02-033, etc.  
 
Highway: SH 21 
 
GENERAL NOTES:   
 
ITEM 310 – PRIME COAT 
 
Apply blotter material to all driveways and intersections. Consider subsidiary.  
  
Any oil or asphaltic material being paid for on the project shall use tank strap method as shown 
in TxDOT Seal Coat and Surface Treatment Manual 2004-1. 
ITEM 316 – SURFACE TREATMENTS 
 
Do not apply asphalt within 1½ hours of sunset, or later, unless otherwise directed. 
 
No asphalt applied when overnight temperatures are expected to fall below 65 degrees 
Fahrenheit for AC-20-5TR/AC-20XP. 
 
Ensure the accuracy of the Distance Measuring Instrument (DMI) with the Engineer, prior to 
marking the Asphalt and Rock Land shots. 
 
Surface all transitions, tapers, climbing lanes and intersections to the limits as directed.   
 
Keep all traffic, including construction traffic, off freshly placed surface treatment, as directed. 
Any oil or asphaltic material being paid for on the project shall use tank strap method as shown 
in TXDOT Seal Coat and Surface Treatment Manual 2004-1. 
 
Be diligent about sweeping excess aggregate from seal coat projects one to two weeks after 
completing the work, and performing additional sweeping of shoulders if necessary to remove 
loose aggregate or debris after the job is completed. 
 
Use ionically compatible asphalt to precoat aggregate, which is compatible with the asphalt 
specified for each specific Surface Treatment. 
 
Any oil or asphaltic material being paid for on the project shall use tank strap method as shown 
in TxDOT Seal Coat and Surface Treatment Manual 2004-1. 
 
ITEM 340 & 341 (HMACP Testing) 
 
The Contractor must sample asphalt binder, in accordance to the applicable item.  Label the 
sample can with the corresponding CSJ, lot, and sublot numbers. 

Samples must be stored in a common area where they are readily available to the TxDOT 
representative at the plant.  The Contractor will be responsible for supplying storage for all 
samples.  Retain all asphalt samples until directed otherwise.  
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Project Number: STP 2011(951)HES, etc. Sheet:  
 
County: Lee, etc. Control: 0473-02-033, etc.  
 
Highway: SH 21 
 
GENERAL NOTES:   
 
When directed, the Contractor is responsible for disposal of all asphalt binder samples, in 
accordance to Local, State, and Federal regulations. 
 
[Hot Mix Asphaltic Conc (HMAC) Core Holes] 
Refill and compact all HMAC core holes to the same elevation as the adjacent roadway.  Use 
Instant Roadway Repair® manufactured by International Roadway Research, 14702 Marine 
Road, Humble, TX 77396, phone # 1-800-837-4806, or equivalent, as directed.  Consider this 
work subsidiary to the pertinent Items.   
ITEM 340 & 341 - DENSE-GRADED HOT-MIX ASPHALT (Method) & (QC/QA) 
 
Transition from the new ACP to the existing surface tie-in by utilizing a required milled 
transition to a vertical butt joint.  Make the transition a minimum of 75 feet H: 1 inch V slope 
ratio of newly placed ACP.  Make the temporary joint, at the tie-in, a minimum of a “3-paper-
taper” longitudinally and covering the entire width.  Sawcut existing pavement as directed.  Prior 
to milling, core the existing pavement to determine its thickness.  Do not proceed with milling 
until directed.  Consider this work subsidiary to the pertinent Items. 
 
Use aggregate meeting a Surface Aggregate Classification (SAC) requirement of “B” for surface 
course mixtures.  
 
Target laboratory molded density is 96.5% for all mixtures without RAP and when using a Texas 
Gyratory Compactor (TGC) for designing the mixture.  
 
When using RAP in a mixture, the target laboratory molded density is 96.5% for PG 64-22 
mixtures and 97% for mixtures using PG 70-22 or higher for TGC mixture designs.  
 
When using Superpave Gyratory Compactor (SGC) to design mixtures, submit the SGC mix 
design to the Engineer for approval.  
 

All mixtures must meet the Hamburg requirement as stated in the table below. 
 

Hamburg Wheel Test 
Requirements 1High-

Temperature 
Binder Grade

Test 
Method Minimum # of Passes @ 0.5" 

Rut Depth, Tested @122°F
PG 64 or lower Tex-242-F 7,000 

PG 70 Tex-242-F 15,000 
PG 76 or higher Tex-242-F 20,000 

 
1. The Engineer may accept Hamburg Wheel test results for production  

and placement if no more than 1of the 5 most recent tests is below  
the specified number of passes and the failing test is no more than  
2,000 passes below the specified number of passes. 
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Project Number: STP 2011(951)HES, etc. Sheet:  
 
County: Lee, etc. Control: 0473-02-033, etc.  
 
Highway: SH 21 
 
GENERAL NOTES:   
 
 
When using RAP, include the management methods of RAP processing, stockpiling, and testing 
in the QCP submitted for the project.  Deleterious materials in RAP stockpiles should not exceed 
1.5%, as determined by Tex-217-F, Part I.  

Complete all roadways before final surface course placement, unless directed otherwise. 

Ensure placement sequence to avoid excess distance of longitudinal joint lapback not to exceed 
one day’s production rates.   

Use a device to create a maximum 3H: 1V notched wedge joint on all hot mix joints of 2 in. or 
greater.  Consider subsidiary to the pertinent Items. 
 
Submit any proposed adjustments or changes to a job mix formula to the Engineer before 
production of the new job mix formula. 

Tack every intermediate layer, unless otherwise directed. Do not dilute tack coat. Apply it 
through a distributor spray bar in accordance with Article 316.3(A) Distributor. 

When surface irregularities, as defined in Article 341.4.I.3.c(5), “Irregularities”, are detected or 
measured, the Contractor must take immediate corrective action defined as the removal and 
replacement of a full lane width of the defective area using a paver to place new mix, unless 
otherwise directed. If there are multiple defective areas within a sublot, making up to 30% of the 
sublot by area, the Engineer will require the entire sublot be removed, unless directed otherwise. 
 
Provide a minimum transition for all side roads of at least 12 feet and driveways of at least six 
(6) feet, unless otherwise shown on the plans or otherwise approved/directed. 

ITEM 351 – FLEXIBLE  PAVEMENT STRUCTURE REPAIR 

Remove 10” of existing material, replace with 10” of Item 340 ACP TY-B (PG 64-22) at 
locations as directed. 

Placement by motor grader is allowed on first course only. 

Retain ownership of excavated materials.   
 
ITEM 354 - PLANING AND TEXTURING PAVEMENT 

Core existing pavement prior to milling to ensure pavement depth. Consider subsidiary. 
 
Remove the loose material from the roadway before opening to traffic. 

Taper transverse faces at ends of passes as directed. 
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Project Number: STP 2011(951)HES, etc. Sheet:  
 
County: Lee, etc. Control: 0473-02-033, etc.  
 
Highway: SH 21 
 
GENERAL NOTES:   
 
Retain ownership of planed materials.   
 
Make Transverse Tapers on each end of each pass using a minimum slope rate of  
75 feet H to 1 inch V. 
 
ITEM 421 - HYDRAULIC CEMENT CONCRETE 
 
Minimum air-entrainment requirements are waived for all classes of concrete, except for Class S, 
DC, or CO concrete.  For all classes of concrete, except for Class S, P, DC or CO concrete or 
non-structural concrete, as defined in Table 5, the entrained air content must not exceed 8% air. 
Curing facility and Cylinder Breaker will not be required. 
 
ITEM 432 - RIPRAP 
 
Additional riprap may be required, as determined by the Engineer, near the end of project 
completion, due to unanticipated erosion locations.  Any additional, approved riprap will be paid 
under this item. 
 
ITEM 467 - SAFETY END TREATMENT 
 
Cut pipe ends, in the field, to match roadway side slopes, or as directed.  Apply asphalt base 
aluminum paint to the cut ends. 
 
All Type II SET’s shall have mitered pipe ends and cast-in-place riprap aprons. 

ITEM 502 - BARRICADES, SIGNS, AND TRAFFIC HANDLING 
 
No closures will be allowed on the weekends, which include the following holidays:  January 1, 
the last Monday in May, July 4, the first Monday in September, the fourth Thursday in 
November, December 25, Easter weekend, and the working day prior to or immediately after any 
of the aforementioned holidays.  Unless otherwise approved, no closures will be allowed on the 
weekends of special events that could be impacted by the construction.  Ensure all equipment, 
vehicles, workers, etc., associated with these closures are off the roadways and all lanes re-
opened, at least, by noon of the Friday before these holidays and special events.  
Do not set up any Lane Closure / TCP when the pavement is wet prior to the “setup,” unless 
otherwise directed.  Revise Traffic Control, when inclement weather is imminent, as directed. 
 
Use advance warning flashing arrow panels for the closing of traffic lanes.  Furnish one stand-by 
unit, in good working condition at the jobsite, ready for immediate use. 
 
Maintain access to all streets and driveways at all times, unless otherwise approved.  Consider 
subsidiary to the pertinent Items. 
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Project Number: STP 2011(951)HES, etc. Sheet:  
 
County: Lee, etc. Control: 0473-02-033, etc.  
 
Highway: SH 21 
 
GENERAL NOTES:   
 
 
Furnish advisory speed signs in enough numbers as directed. 
 
Maintain enough workers to revise traffic control as directed. 
 
Incorporate and maintain a 3H: 1V safety wedge into the proposed construction for any roadway 
edge of 2 in. or greater adjacent to a roadway under traffic. 
 
Provide, within the limits of the project, standard barricades, warning signs, delineators, lights, 
28- in. cones, and flaggers in enough numbers and combinations as directed. 
 
ITEM 504 - FIELD OFFICE AND LABORATORY 
 
Asphaltic Material Testing Facility 
Furnish a Type D structure for the asphalt-mix control laboratory for the Engineer’s exclusive 
use.  Ensure the floor has enough strength to support the testing equipment and has an 
impervious covering. 
 
Ensure the Type D structure has adequate air conditioning and is furnished with a minimum of 
one desk, three chairs, one file cabinet, a telephone, and one built-in equipment storage cabinet 
for the storage of nuclear equipment.  Make the cabinet a minimum of 3-feet wide by 2-feet deep 
by 3-feet high and make provisions for locking securely.  Provide the structure with a 240-volt 
electrical service entrance.  Provide a minimum of four 120-volt circuits with 20-amp breakers 
and at most two grounded convenience outlets per circuit and provisions for a minimum of two 
220-volt ovens with vents to the outside.  Provide a minimum of two convenience outlets per 
wall and a utility sink with an adequate clean potable water supply for testing.  Space heaters for 
heating the structure are unacceptable.  Provide support blocks and tie down portable structures 
for stability. 
 
Provide an ignition oven for the use of Department to determine asphalt content in accordance to 
Tex-236-F.  Provide other laboratory equipment as directed. 
 
Provide to the Department and their representative a computer meeting the minimum 
specification requirements in DMS 10101 “Computer Equipment.”  Provide a color printer no 
older than 2 years old.  The operation system must be Microsoft XP-SP2, unless directed 
otherwise.  Provide DSL or better internet service.  Computer must have at least two front USB 
ports.  Consider subsidiary to pertinent Items. 
 
Provide a permanent, fully equipped, indoor restroom, with toilet and running water as a part of 
the Type D structure, unless approved otherwise.  Provide a monthly drinking water cooler with 
hot & cold taps and a monthly drinking water service, unless approved otherwise.  Consider 
subsidiary to the pertinent Items. 
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GENERAL NOTES:   
 
 
Equivalent structures may be substituted for those specified under this Item, as agreed.  The 
agreement must be in writing. 
 
Maintain and repair any structure or equipment contained herein.  Consider subsidiary to the 
pertinent Items. 
 
ITEM 506 - TEMPORARY EROSION, SEDIMENTATION, AND ENVIRONMENTAL 
CONTROLS 
 
Install silt fence as shown on the plans or as directed by the Engineer. 
 
Obtain the Engineer’s approval for proposed methods used for erosion control before starting 
each phase of construction. 
 
ITEM 540 - METAL BEAM GUARD FENCE 
 
Adjust the limits of the Metal Beam Guard Fence (MBGF) to meet field conditions as directed 
before erection.   
 
Before beginning the installation of the proposed MBGF, stake the locations for approval. 
 
Install all permanent MBGF and delineators, when the roadway is constructed in one-half 
widths, on that section, before opening the road to traffic. 
 
Furnish new, round, domed and unpainted timber posts.  Furnish steel posts at locations where 
the minimum embedment shown on the plans for wooden posts cannot be achieved.  Field verify 
the steel post lengths before fabrication.  Consider the steel posts subsidiary to pertinent Items. 
 
ITEM 662, 666, & 672 
 
Notify the Engineer at least 24 hours in advance of removing existing striping and placing 
pavement markings & markers. 
 
ITEM 662 - WORK ZONE PAVEMENT MARKINGS 
 
If Temporary Flexible Reflective Tabs are allowed replace any missing tabs daily.  If tabs are 
used, replace tabs at the Contractor’s expense. 
 
Remove work zone pavement markings within 48 hours after permanent striping has been 
completed. 
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GENERAL NOTES:   
 
ITEM 666 - REFLECTORIZED PAVEMENT MARKINGS 
 
Furnish double drop of TY II & TY III glass beads for all TY I markings. 
 
Reference existing channel islands, gores, and lane striping before commencing work.  Provide 
referencing that will include a sketch of the layout to the Engineer.   
 
Obtain approval for placement of guidemarks from the Engineer before installing any permanent 
pavement markings.  Consider subsidiary to the pertinent Items. 
 
 
 
 
ITEM 672 - RAISED PAVEMENT MARKERS 
 
Place the bituminous adhesive at a temperature range of 380°F to 390°F.  Place the pavement 
marker on the bituminous adhesive approximately 20 seconds after the adhesive is placed on the 
pavement.  Ensure the pavement marker rests solely on the adhesive and not the pavement 
surface.  Ensure that a minimum of ⅛ in. layer of bituminous adhesive remains between the 
pavement marker and the pavement surface. 
 
ITEM 677 - ELIMINATING EXISTING PAVEMENT MARKINGS AND MARKERS 
 
Remove and dispose of, off the right of way, any existing raised pavement markings before 
beginning surfacing operations.  Remove the existing traffic buttons and pavement markers, 
daily, as work progresses and as directed.  Consider subsidiary to the pertinent Items. 
 
**** 
ITEM 8 – PROSECUTION AND PROGRESS 
Article 8.3. 
Working days will be computed and charged in accordance with Article 8.3.A.1. Five-Day 
Workweek. 
**** 
 
 
 
 
 
 
 
****REVISED 4/20/2011 
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