
 NOTIFICATION OF ADDENDUM

ADDENDUM NO. 1

DATED 10/27/2016

Ladies/Gentlemen:

Attached please find an addendum on the above captioned project.  Included in the attachment is an 
adendum notification which details the changes and the respective proposal pages which were added and/
or changed.

Except for new bid insert pages, it is unnecessary to return any of the pages attached.

Bid insert pages must be returned with the bid proposal submitted to the Department, unless your firm is 
submitting a bid using a computer print out.  The computer print out must be changed to reflect the new bid 
item information.

Contractors and material suppliers, etc. who have previously been furnished informational proposals are 
not being furnished a copy of the addendum.  If you have a subcontractor on the above project, please 
advise them of this addendum.  Acknowledgment of this addendum is not requested if your company has 
been issued a proposal stamped “This Proposal Issued for Informational Purposes.”

You are required to acknowledge receipt of this addendum on the Addendum Acknowledgement form 
contained in your bid proposal by placing a mark in the box next to the respective addendum.

Failure to Acknowledge receipt of this addendum in your bid proposal will result in your bid not being 
read.
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Control 0015-10-060, ETC.
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          SUBJECT:  PLANS AND PROPOSAL ADDENDUMS                                        
                 PROJECT: NH 2017(275)           CONTROL: 0015-10-060                   
                 COUNTY:  TRAVIS                                                        
                 LETTING: 11/03/2016                                                    
                 REFERENCE NO: 1024                                                     

PROPOSAL ADDENDUMS
          ------------------                                                            
          _  PROPOSAL COVER                                                             
          X  BID INSERTS (SH. NO.: 1-7                                                ) 
          X  GENERAL NOTES (SH. NO.: F                                                  
                                                                                      ) 
          X  SPEC LIST   (SH. NO.: 2-2                                                ) 
          X  SPECIAL PROVISIONS:                                                        
             ADDED: 6029--002                                                           
                                                                                        
                 DELETED:                                                               
                                                                                        
          _  SPECIAL SPECIFICATIONS:                                                    
             ADDED:                                                                     
                                                                                        
                 DELETED:                                                               
                                                                                        
          X  OTHER: SHEETS 2,5,6,7B,11,15,15A                                           
                                                                                        
          DESCRIPTION OF ABOVE CHANGES                                                  
          (INCLUDING PLANS SHEET CHANGES)                                               
                                                                                        
                                                                                        
                                                                                        
                                                                                        
          ESTIMATE                                                                      
          BID SHEET 1-7: REPLACED ITEM 347-6002 WITH ITEM 347-6006.                     
                                                                                        
          GENERAL NOTES                                                                 
          SHEET F: DELETED FIRST SENTENCE AFTER ITEM 347.                               
                   REVISED NOTE FOR ITEM 351.                                           
                                                                                        
          SPEC LIST                                                                     
          SHEET 2-2: ADDED SPECIAL PROVISION (6029--002).                               
                                                                                        
          PLAN SHEETS                                                                   
          SHEET 2: REVISED SHEET "7" TO SHEETS "7,7A-D."                                
                   REVISED SHEET "15" TO SHEETS "15-15A."                               
          SHEETS 5&6: REVISED "HOT APPLIED TRACKLESS TACK...SAC A" TO "EMULSIFIED       
                   TRACKLESS TACK...SAC B."                                             
          SHEET 7B: REVISED AS DESCRIBED ABOVE IN GENERAL NOTES.                        
          SHEET 11: MOVED ITEM 300*** TO FIRST COLUMN AND REPLACED ITEM 347-6002 TO     
                    ITEM 347-6006.                                                      
          SHEET 15&15A: REVISIONS IN E&Q DUE TO REVISIONS IN BID INSERTS & SPEC LIST    
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PROPOSAL SHEET

Proposal Sheet
PROJECT NH 2017(275) TxDOT
COUNTY  TRAVIS FORM 234-B I-61-5M

ALT

ITEM-CODE

UNIT BID PRICE ONLY.
WRITTEN IN WORDS UNIT

APPROX
QUANTITIES

DEPT
USE

ONLY
ITEM

NO
DESC
CODE

S.P.
NO.

347 6003 TOM (ASPHALT) PG 70-22
DOLLARS

and CENTS

TON 1,540.000 1

347 6006 TOM - C (AGGREGATE) SAC - B
DOLLARS

and CENTS

TON 19,900.000 2

351 6004 FLEXIBLE PAVEMENT STRUCTURE 
REPAIR(8")

DOLLARS
and CENTS

SY 38,981.000 3

354 6001 PLAN & TEXT ASPH CONC PAV(0" TO 1")
DOLLARS

and CENTS

SY 389,808.000 4

438 6001 CLEANING AND SEALING EXISTING JOINTS
DOLLARS

and CENTS

LF 344.000 5

442 6007 STR STEEL (MISC NON - BRIDGE)
DOLLARS

and CENTS

LB 170.000 6

454 6008 HEADER TYPE EXPANSION JOINT
DOLLARS

and CENTS

CF 19.000 7

454 6009 JOINT SEALANT
DOLLARS

and CENTS

LF 272.000 8

500 6001 MOBILIZATION
DOLLARS

and CENTS

LS 1.000 9

502 6001 BARRICADES, SIGNS AND TRAFFIC HAN-
DLING

DOLLARS
and CENTS

MO 5.000 10

506 6038 003 TEMP SEDMT CONT FENCE (INSTALL)
DOLLARS

and CENTS

LF 200.000 11



2-7

506 6039 003 TEMP SEDMT CONT FENCE (REMOVE)
DOLLARS

and CENTS

LF 200.000 12

618 6023 CONDT (PVC) (SCH 40) (2")
DOLLARS

and CENTS

LF 26.000 13

624 6007 GROUND BOX TY C (162911)
DOLLARS

and CENTS

EA 4.000 14

658 6006 INSTL DEL ASSM (D-SW)SZ 1(FLX)SRF(BR)
DOLLARS

and CENTS

EA 40.000 15

658 6060 REMOVE DELIN & OBJECT MARKER ASSMS
DOLLARS

and CENTS

EA 40.000 16

662 6109 WK ZN PAV MRK SHT TERM (TAB)TY W
DOLLARS

and CENTS

EA 17,874.000 17

662 6111 WK ZN PAV MRK SHT TERM (TAB)TY Y-2
DOLLARS

and CENTS

EA 9,808.000 18

666 6030 REFL PAV MRK TY I (W)8"(DOT)(100MIL)
DOLLARS

and CENTS

LF 1,020.000 19

666 6036 REFL PAV MRK TY I (W)8"(SLD)(100MIL)
DOLLARS

and CENTS

LF 30,782.000 20

666 6042 REFL PAV MRK TY I (W)12"(SLD)(100MIL)
DOLLARS

and CENTS

LF 7,047.000 21

666 6048 REFL PAV MRK TY I (W)24"(SLD)(100MIL)
DOLLARS

and CENTS

LF 1,773.000 22

666 6054 REFL PAV MRK TY I (W)(ARROW)(100MIL)
DOLLARS

and CENTS

EA 115.000 23
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COUNTY  TRAVIS FORM 234-B I-61-5M

ALT

ITEM-CODE

UNIT BID PRICE ONLY.
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DEPT
USE

ONLY
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666 6057 REFL PAV MRK TY I(W)(DBL 
ARROW)(100MIL)

DOLLARS
and CENTS

EA 41.000 24

666 6063 REFL PAV MRK TY I(W)(UTURN 
ARW)(100MIL)

DOLLARS
and CENTS

EA 15.000 25

666 6078 REFL PAV MRK TY I (W)(WORD)(100MIL)
DOLLARS

and CENTS

EA 118.000 26

666 6102 REF PAV MRK TY I(W)36"(YLD TRI)(100MIL)
DOLLARS

and CENTS

EA 100.000 27

666 6105 REFL PAV MRK TY I (W)(BIKE ARW)(100MIL)
DOLLARS

and CENTS

EA 7.000 28

666 6111 REFL PAV MRK TY I(W)(BIKE 
SYML)(100MIL)

DOLLARS
and CENTS

EA 7.000 29

666 6141 REFL PAV MRK TY I (Y)12"(SLD)(100MIL)
DOLLARS

and CENTS

LF 4,207.000 30

666 6176 REFL PAV MRK TY II (W) 8" (DOT)
DOLLARS

and CENTS

LF 1,020.000 31

666 6178 REFL PAV MRK TY II (W) 8" (SLD)
DOLLARS

and CENTS

LF 30,782.000 32

666 6180 REFL PAV MRK TY II (W) 12" (SLD)
DOLLARS

and CENTS

LF 7,047.000 33

666 6182 REFL PAV MRK TY II (W) 24" (SLD)
DOLLARS

and CENTS

LF 1,773.000 34
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666 6184 REFL PAV MRK TY II (W) (ARROW)
DOLLARS

and CENTS

EA 115.000 35

666 6185 REFL PAV MRK TY II (W) (DBL ARROW)
DOLLARS

and CENTS

EA 41.000 36

666 6187 REFL PAV MRK TY II (W) (UTURN ARROW)
DOLLARS

and CENTS

EA 15.000 37

666 6192 REFL PAV MRK TY II (W) (WORD)
DOLLARS

and CENTS

EA 118.000 38

666 6199 REFL PAV MRK TY II (W) 36" (YLD TRI)
DOLLARS

and CENTS

EA 100.000 39

666 6200 REFL PAV MRK TY II (W) (BIKE ARROW)
DOLLARS

and CENTS

EA 7.000 40

666 6202 REFL PAV MRK TY II (W) (BIKE SYMBOL)
DOLLARS

and CENTS

EA 7.000 41

666 6212 REFL PAV MRK TY II (Y) 12" (SLD)
DOLLARS

and CENTS

LF 4,207.000 42

666 6300 RE PM W/RET REQ TY I (W)4"(BRK)(100MIL)
DOLLARS

and CENTS

LF 23,056.000 43

666 6303 RE PM W/RET REQ TY I (W)4"(SLD)(100MIL)
DOLLARS

and CENTS

LF 70,416.000 44

666 6315 RE PM W/RET REQ TY I (Y)4"(SLD)(100MIL)
DOLLARS

and CENTS

LF 78,222.000 45

666 6322 RE PM W/RET REQ TY II (W) 4" (BRK)
DOLLARS

and CENTS

LF 23,056.000 46
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666 6323 RE PM W/RET REQ TY II (W) 4" (SLD)
DOLLARS

and CENTS

LF 70,416.000 47

666 6327 RE PM W/RET REQ TY II (Y) 4" (SLD)
DOLLARS

and CENTS

LF 78,222.000 48

668 6001 PREFAB PAV MRK TY B (W)(4")(BRK)
DOLLARS

and CENTS

LF 412.000 49

668 6002 PREFAB PAV MRK TY B (W)(4")(SLD)
DOLLARS

and CENTS

LF 1,569.000 50

668 6014 PREFAB PAV MRK TY B (W)(8")(SLD)
DOLLARS

and CENTS

LF 1,024.000 51

668 6016 PREFAB PAV MRK TY B (W)(12")(SLD)
DOLLARS

and CENTS

LF 83.000 52

668 6019 PREFAB PAV MRK TY B (W)(ARROW)
DOLLARS

and CENTS

EA 22.000 53

668 6027 PREFAB PAV MRK TY B (W)(WORD)
DOLLARS

and CENTS

EA 22.000 54

668 6043 PREFAB PAV MRK TY B (Y)(4")(SLD)
DOLLARS

and CENTS

LF 1,729.000 55

672 6007 REFL PAV MRKR TY I-C
DOLLARS

and CENTS

EA 282.000 56

672 6008 REFL PAV MRKR TY I-R
DOLLARS

and CENTS

EA 280.000 57

672 6009 REFL PAV MRKR TY II-A-A
DOLLARS

and CENTS

EA 605.000 58
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672 6010 REFL PAV MRKR TY II-C-R
DOLLARS

and CENTS

EA 2,688.000 59

677 6001 ELIM EXT PAV MRK & MRKS (4")
DOLLARS

and CENTS

LF 2,970.000 60

677 6003 ELIM EXT PAV MRK & MRKS (8")
DOLLARS

and CENTS

LF 1,252.000 61

677 6005 ELIM EXT PAV MRK & MRKS (12")
DOLLARS

and CENTS

LF 25.000 62

677 6008 ELIM EXT PAV MRK & MRKS (ARROW)
DOLLARS

and CENTS

EA 22.000 63

677 6012 ELIM EXT PAV MRK & MRKS (WORD)
DOLLARS

and CENTS

EA 22.000 64

678 6001 PAV SURF PREP FOR MRK (4")
DOLLARS

and CENTS

LF 2,970.000 65

678 6004 PAV SURF PREP FOR MRK (8")
DOLLARS

and CENTS

LF 1,252.000 66

678 6006 PAV SURF PREP FOR MRK (12")
DOLLARS

and CENTS

LF 25.000 67

678 6009 PAV SURF PREP FOR MRK (ARROW)
DOLLARS

and CENTS

EA 22.000 68

678 6016 PAV SURF PREP FOR MRK (WORD)
DOLLARS

and CENTS

EA 22.000 69

688 6010 VEH LP DETECT (CTMS)
DOLLARS

and CENTS

EA 26.000 70
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6001 6002 PORTABLE CHANGEABLE MESSAGE SIGN
DOLLARS

and CENTS

EA 4.000 71

6029 6001 002 RADAR VEHICLE SENSING DEVICE
DOLLARS

and CENTS

EA 18.000 72
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Project Number:  Sheet:   

County:  Travis Control:  0015-10-060, Etc.  

Highway:  IH 35  
 

 General Notes Sheet A 

GENERAL NOTES:   Version September 6, 2016 

 
Basis of Estimate 

Item Description **Rate 

300 ***Emulsified Trackless Tack 0.06 GAL/SY 

347 

 
Thin Surface Mixtures (TOM) 

Asphalt 

Aggregate 

 

7.9 LB/SY/IN 

102.1 LB/SY/IN 

** For Informational Purposes Only 

*** For Contractor’s information only. Subsidiary to pertinent bid items. 

 

 

The following standard detail sheet or sheets have been modified: 

 

Modified Standards 

 

Loop Detector Installation Details LD (1)-03 (MOD) 

 

GENERAL 

 

Perform work during good weather.  If work is damaged by a weather event, the Contractor is 

responsible for all costs associated with replacing damaged work. 

References to manufacturer’s trade name or catalog numbers are for the purpose of identification 

only.  Similar materials from other manufacturers are permitted if they are of equal quality, 

comply with the specifications for this project, and are approved. 

 

If work is performed at Contractor’s option, when inclement weather is impending, and the work 

is damaged by subsequent precipitation, the Contractor is responsible for all costs associated 

with replacing the work, if required. 

 

The roadbed will be free of organic material prior to placing any section of the pavement 

structure. 

 

Equip all construction equipment used in roadway work with highly visible omnidirectional 

flashing warning lights. 

 

Intelligent Transportation Systems (ITS) Infrastructure may exist within the limits of this project 

and that the system must remain operational throughout construction.  The exact location of ITS 

Infrastructure is not known.  Contact the TxDOT Area Engineer's or Inspection Team's Office 

for the location(s) at least 48 hours before commencing any work that might affect present ITS 

Infrastructure  Use caution if working in these areas to avoid damaging or interfering with 

existing facilities.  Repair any damage to this system within 8 hours of occurrence at no cost to 

the Department.  In the event of system damage, notify TxDOT/CTECC at (512) 974-0883 

within one hour of occurrence.  Failure of the Contractor to repair damage to any infrastructure 

that conveys any corridor information to TxDOT/CTECC will result in the Contractor being 

billed for the full cost of emergency repairs. 



Project Number:  Sheet:   

County:  Travis Control:  0015-10-060, Etc.  

Highway:  IH 35  
 

 General Notes Sheet B 

 

Provide a smooth, clean sawcut along the existing asphalt pavement structure, as directed.  

Consider subsidiary to the pertinent Items. 

 

Construct all manholes/valves to final pavement elevations prior to the placement of final 

surface.  If the manholes/valves are going to be exposed to traffic, place temporary asphalt 

around the manhole/valve to provide a 50:1 taper.  The asphalt taper is subsidiary to the ACP 

work. 

 

Supply litter barrels in enough numbers at locations as directed to control litter within the 

project.  Consider subsidiary to pertinent Items. 

 

Use a self-contained vacuum broom to sweep the roadway and keep it free of sediment as 

directed.  The contractor will be responsible for any sweeping above and beyond the normal 

maintenance required to keep fugitive sediment off the roadway as directed by the Engineer. 

 

Protect all areas of the right of way, which are not included in the actual limits of the proposed 

construction areas, from disturbance.  Restore any area disturbed because of the Contractor’s 

operations to a condition as good as, or better than, before the beginning of work at no cost to the 

state. 

 

Damage to existing pipes and SET’s due to Contractor operations will be repaired at Contractor’s 

expense.  

 

All locations used for storing construction equipment, materials, and stockpiles of any type, 

within the right of way, will be as directed.  Use of right of way for these purposes will be 

restricted to those locations where driver sight distance to businesses and side street intersections 

is not obstructed and at other locations where an unsightly appearance will not exist.  The 

Contractor will not have exclusive use of right of way but will cooperate in the use of the right of 

way with the city/county and various public utility companies as required. 

 

Coordinate and obtain approval for all bridgework over existing roadways. 

 

During evacuation periods for Hurricane events the Contractor will cooperate with Department 

for the restricting of Lane Closures and arranging for Traffic Control to facilitate Coastal 

Evacuation Efforts.   

 

A separate subcontractor shall be employed to install the Radar Vehicle Sensing Devices in this 

contract. 

 

ITEM 6 - CONTROL OF MATERIALS 
Give a minimum of 1 business day notice for materials, which require inspection at the Plant. 
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County:  Travis Control:  0015-10-060, Etc.  

Highway:  IH 35  
 

 General Notes Sheet C 

ITEM 7 – LEGAL RELATIONS AND RESPONSIBILITIES 
Refer to the Environmental Permits, Issues and Commitments (EPIC) plan sheets for additional 

requirements and permits. 

  

When any abandoned well is encountered, cease construction operations in this area and notify 

the Engineer who will coordinate the proper plugging procedures. A water well driller licensed 

in the State of Texas must be used to plug a well. 
 
Erosion control and stabilization measures must be initiated immediately in portions of the site 

where construction activities have temporarily ceased and will not resume for a period exceeding 

14 calendar days.  Track all exposed soil, stockpiles, and slopes.  Tracking consists of operating a 

tracked vehicle or equipment up and down the slope, leaving track marks perpendicular to the 

direction of the slope.  Re-track slopes and stockpiles after each rain event or every 14 days, 

whichever occurs first.  This work is subsidiary.    

 

Perform maintenance of vehicles or equipment at designated maintenance sites.  Keep a spill kit 

on-site during fueling and maintenance. This work is subsidiary. 

 

Maintain positive drainage for permanent and temporary work for the duration of the project.  Be 

responsible for any items associated with the temporary or interim drainage and all related 

maintenance.  This work is subsidiary.   

 

Suspend all activities near any significant recharge features, such as sinkholes, caves, or any 

other subterranean openings that are discovered during construction or core sampling.  Do not 

proceed until the designated Geologist or TCEQ representative is present to evaluate and 

approve remedial action. 

 

Locate aboveground storage tanks kept on-site for construction purposes in a contained area as to 

not allow any exposure to soils.  The containment will be sized to capture 150% of the total 

capacity of the storage tanks. 

 

Work over or near Bodies of Water (Lakes, Rivers, Ponds, Creeks, etc.). 

Keep on site a universal spill kit adequate for the body of water and the work being performed.  

No debris is allowed to fall into a body of water. Debris that falls into the water must be removed 

at the end of each work day.  Debris that falls into the floodway must be removed at the end of 

each work week or prior to a rain event. This work is subsidiary.  

 

Law Enforcement Personnel. 

Submit charge summary and invoices using the Department forms.    

 

Patrol vehicles must be clearly marked to correspond with the officer’s agency and equipped 

with appropriate lights to identify them as law enforcement.  For patrol vehicles not owned by a 

law enforcement agency, markings will be retroreflective and legible from 100 ft. from both 

sides and the rear of the vehicle.  Lights will be high intensity and visible from all angles.  
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County:  Travis Control:  0015-10-060, Etc.  

Highway:  IH 35  
 

 General Notes Sheet D 

No payment will be made for law enforcement personnel needed for moving equipment or 

payment for drive time to/from the event site. 

 

If the Contractor has a field office, provide an office location for a supervisory officer when 

event requires a supervising officer.  This work is subsidiary.  

 

A maximum combined rate of $70 per hour for the law enforcement personnel and the patrol 

vehicle will be allowed.  Any scheduling fee is subsidiary per Standard Specification 502.4.2.  

 

Cancel law enforcement personnel when the event is canceled.  Cancellation, minimums or 

“show up” fees will not be paid when cancellation is made 12 hours prior to beginning of the 

event. Failure to cancel within 12 hours will not be cause for payment for cancellation, 

minimums, or "show up" time.  Payment of actual “show up” time to the event site due to 

cancellation will be on a case by case basis at a maximum of 2 hours per officer.   

 

Alterations to the cancellation and maximum rate must be approved by the Engineer or pre-

determined by official policy of the officers governing authority.  

 

ITEM 8 – PROSECUTION AND PROGRESS 
Electronic versions of schedules will be saved in Primavera P6 format.   

 

Working days will be charged in accordance with 8.3.1.4, “Standard Workweek.” 

 

A CPM schedule in Primavera format and a PSSR is required.  Use software fully compatible 

with Primavera P6.   

 

The monthly estimate will be deducted a lane closure assessment fee according to the following 

schedule for each lane closed or obstructed that extends beyond the allowable hours.  

00-15 minutes $1,500.  
16-30 minutes $2,500. 
31-45 minutes $4,000. 
46-60 minutes $7,000. 
Each additional 15 minute interval after the initial 60 minute period $15,000. 
The fee is cumulative.  For example, one lane of traffic closed for 45 minutes will incur an 
assessment fee of 1 lane closed x ($1,500+$2,500+$4,000) = $8,000. 
 

ITEM 300 – ASPHALTS, OILS, AND EMULSIONS 

Asphalt season is May 1 thru September 15. Emulsified Asphalt season is April 1 thru October 

15.  

 

Apply tack coat at 0.06 GAL/SY (residual).  Apply non-tracking tack coat using manufacturer 

recommend rates.  In addition to tack allowed per the specification, an approved list of tack coats 

is maintained by the District Lab.  

 

If an under seal is not provided, furnish a tack coat.  
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 General Notes Sheet E 

ITEM 340 THRU 348 - HOT-MIX ASPHALT PAVEMENT 

The Contractor must sample asphalt binder, in accordance to the applicable item.  Label the 

sample can with the corresponding CSJ, lot, and sublot numbers.  Samples must be stored in a 

common area where they are readily available to the TxDOT representative at the plant.  The 

Contractor will be responsible for supplying storage for all samples.  Retain all asphalt samples 

until hot mix production is complete or directed otherwise.  Contractor is responsible for disposal 

of all asphalt binder samples, in accordance to Local, State, and Federal regulations. 

 

Core holes may be filled with an Asphaltic patching material meeting the requirements of DMS-

9203 or with SCM meeting requirements of DMS-9202.   

 

Mill a transverse butt joint to transition from the new ACP to the existing surface.  Make the 

transition a minimum of 50’ H: 1” V.  Saw cut the existing pavement at the transverse butt joint.  

Use a device to create a maximum 3H: 1V notched wedge joint on all longitudinal joints of 2” or 

greater.  This work is subsidiary. 

 

Prior to milling, core the existing pavement to verify thickness.  This work is subsidiary. 

 

Ensure placement sequence to avoid excess distance of longitudinal joint lap back not to exceed 

one day’s production rates.   

 

Submit any proposed adjustments or changes to a JMF before production of the new JMF. 

 

Tack every layer. Do not dilute tack coat.  Apply it evenly through a distributor spray bar.  

 

Provide a minimum transition of 10’ for intersections, 10’ for commercial driveways, and 6’ for 

residential driveways unless otherwise shown on the plans. 

 

Irregularities will require the replacement of a full lane width using an asphalt paver.  Replace 

the entire sublot if the irregularities are greater than 40% of the sublot area. 

 

Lime or an approved anti-stripping agent must be used when crushed gravel is utilized to meet a 

SAC “A” requirement. 

 

When using RAP or RAS, include the management methods of processing, stockpiling, and 

testing the material in the QCP submitted for the project.  If RAP and RAS are used in the same 

mix, the QCP must document that both of these materials have dedicated feeder bins for each 

recycled material.  Blending of RAP and RAS in one feeder bin or in a stockpile is not permitted.  

 

Asphalt content and binder properties of RAP and RAS stockpiles must be documented when 

recycled asphalt content greater than 20% is utilized.  

 

No RAS is allowed in surface courses. 
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 General Notes Sheet F 

Department approved warm-mix additives is required for all surface mix application when RAP 

is used. Dosage rates will be approved during JMF approval.  

 

The Hamburg Wheel Test will have a minimum rut depth of 3mm.  

 

ITEMS 347 - THIN OVERLAY MIXTURES (TOM) 

Furnish non-tracking tack coat or tack applied using a Spray Paver. 

 

When using a Thermal Imaging System follow the Weather Condition requirements for When 

Not Using a Thermal Imaging System. 

 

Produce mixture with a Department approved WMA additive or process to facilitate compaction 

when the haul distance is greater than 40 miles or when the air temperature is 70°F and falling. 

WMA processes such as water or foaming processes are not allowed under these circumstances.  

Water flow rate will exceed 120 seconds when tested using Tex-246-F.  Perform water flow rate 

testing once per lot. 

 

ITEM 351 – FLEXIBLE PAVEMENT STRUCTURE REPAIR 

For repairs 2.5 in. or greater, use HMA Type B PG 64-22.  

 

ITEM 354 - PLANING AND TEXTURING PAVEMENT  

Contractor retains ownership of materials.   

 

Taper permanent traverse faces 50 ft. per 1 in.  Taper permanent longitudinal faces 6 ft. per 1 

in.  Taper temporary traverse faces 25 ft. per 1 in.  HMA may be used as temporary 

tapers.  Provide minimum 1 in. butt joints at bridge ends and paving ends.  This work is 

subsidiary. 

 

Remove the loose material before opening to traffic. 

 

ITEM 441 - STEEL STRUCTURES 
Conduct a pre-placement meeting for the erection of structural members. Submit erection 

drawings for rolled-beam units. 

 

ITEM 454 - BRIDGE EXPANSION JOINTS 
Apply protection System II in accordance with Item 446 to armor joint. 

 

For Header-Type Expansion Joints, go to the following TxDOT website for approved systems: 

http://ftp.dot.state.tx.us/pub/txdot-info/library/pubs/bus/bridge/approved_header.pdf 

  

http://ftp.dot.state.tx.us/pub/txdot-info/library/pubs/bus/bridge/approved_header.pdf
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ITEM 502 - BARRICADES, SIGNS, AND TRAFFIC HANDLING 
Table 1  

Roadway Limits       Allowable Closure Time 

IH 35  All (1 lane closed)     9 P to 5 A 

 

Daytime or Friday night lane closures will not be allowed for any project.  One lane in each 

direction will remain open at all times. No closures will be allowed on the weekends, working 

day prior, and working day after the National Holidays defined in the Standard Specifications 

and Easter weekend.  No closures will be allowed on Friday and the weekends for projects 

within 20 miles of Formula 1 at COTA, ACL Fest, SXSW, ROT Rally, UT home football games, 

or other special events that could be impacted by the construction.  All lanes will be open by 

noon of the day before these special events. The previous closure restrictions and Table 1 may be 

amended by the Engineer or if amended elsewhere in the plans.    

 

Cover, relocate or remove existing signs that conflict with traffic control.  Install all permanent 

signs, delineation, and object markers required for the operation of the roadway before opening 

to traffic.  Use of temporary mounts is allowed or may be required until the permanent mounts 

are installed or not impacted by construction. Maintain the temporary mounts. This work is 

subsidiary. 

 

Shadow Vehicle with TMA is required as shown in the TCP sheets and for setup/removal of 

traffic control devices. 

 

Submit an emailed request for a lane closure (LCN) to the TxDOT representative.  The email 

will be submitted in the format provided.  Receive concurrence prior to implementation.  Submit 

a cancellation of lane closures a minimum of 18 hours prior to implementation.  Blanket requests 

for extended periods are not allowed. Max duration of a request is 2 weeks prior to requiring 

resubmittal.  Provide 2 hour notice prior to implementation and immediately upon removal of the 

closure. 

 

Submit the request 96 hours prior to implementation.   

 

Cancellations of accepted closures (not applicable to full closures or detours) due to weather will 

not require resubmission in accordance with the above restrictions if the work is completed 

during the next allowable closure time.    

 

Closures that conflict with adjacent contractor will be prioritized according to critical path work 

per latest schedule.  Conflicting critical path or non-critical work will be approved for first LCN 

submitted.  Denial of a closure due to prioritization or other reasons will not be reason for time 

suspension, delay, overhead, etc.  

 

Meet with the Engineer prior to lane closures to ensure that sufficient equipment, materials, 

devices, and workers will be used.  Take immediate action to modify traffic control, if at any 

time backup (queuing) becomes greater than 20 minutes.  Have a contingency plan of how 

modification will occur.  Consider inclement weather prior to implementing the lane closures.  

Do not set up traffic control when the pavement is wet. 
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Place a 28-inch, reflectorized cone meeting requirements of BC (10)-14 on top of foundations 

that have protruding studs.  This work is subsidiary.  

 

Incorporate and maintain a 3H: 1V safety wedge into the proposed construction for any roadway 

edge of 2 inches or greater adjacent to a roadway under traffic. 

 

For Frontage Roads use night-work and same-night remove-and-replace operations. 

 

ITEM 506 - TEMPORARY EROSION, SEDIMENTATION, AND ENVIRONMENTAL 

CONTROLS 
Consider the SW3P for this project to consist of the following items, as directed: 

  Temporary Sediment Control Fence.  

 

Place as needed and as directed.  

 

ITEM 618 - CONDUIT 
Fit PVC and HDPE conduit terminations with bell ends.  

 

The locations of conduit and ground boxes are diagrammatic, shift as directed to accommodate 

field conditions. 

 

Install conduit in an area not exceeding 2 feet in any direction from a straight line.   

 

Install conduit at a minimum depth of 2 ft. below finished grade.  Installation of the conduit by 

jacking or boring method will be at a depth of at least 1 ft. below the bottom of the base material 

of the roadway.   

 

Install a high tension, non-metallic pull rope in all conduit runs.  The pull ropes are for future 

use.  Cap all empty conduit using standard weather tight conduit caps as directed.  This work is 

subsidiary. 

 

Use a coring device when drilling holes through concrete structures.  

 

Structurally mounted junction boxes will be as shown on the plans.  When used for traffic signal 

installations, these boxes will be 12" x 12" x 8", and will be approved by the Engineer.  This 

work is subsidiary. 

 

Use conduit hangers for 3 in. and larger conduit when hanging conduit from structures. 

 

When using existing conduit, ensure that all conduits have bushings and cleaned of dirt, mud, 

grease, and other debris.  Re-strap existing or relocated conduit per the specification.  This work 

is subsidiary.  Replacement of existing conduit that is unusable will be paid using the existing 

bid items.   
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ITEM 662 - WORK ZONE PAVEMENT MARKINGS 

Notify the Engineer at least 24 hours in advance of work for this item. 

 

Maintain removable and short term markings daily.  Remove within 48 hours after permanent 

striping has been completed. 

 

Item 668 is not allowed for use as Item 662.  

 

ITEM 666 - RETROREFLECTORIZED PAVEMENT MARKINGS 

Notify the Engineer at least 24 hr. before beginning work.  

 

When the raised portion of a profile marking is placed as a separate operation from the pavement 

marking, the raised portion must be placed first then covered with TY I.  

 

Place longitudinal markings nightly for IH 35.  Use of temporary flexible reflective roadway 

marker tabs on IH 35 is subsidiary and at the Contractor’s option.  Contractor must replace 

missing or damaged tabs nightly.  If using tabs, place longitudinal markings weekly by 5 AM 

Friday for all prior work.  Failure to maintain temporary markings or place longitudinal markings 

by deadline will require nightly placement of pavement markings.    

 

Place longitudinal markings a minimum of once a week for all prior work for roadways listed in 

Table 1 of Item 502.  Place longitudinal markings within 10 calendar days of placing surface for 

roadways with ADT greater than 5000.  Except for IH 35, deadline may be extended to deadline 

per Item 662 if surface operations will complete within 7 calendar days.  

 

Placement of markings using mobile operations will be limited to non-peak hours.  Peak hours 

within Austin city limits are Monday thru Friday 6 AM to 10 AM and 2 PM to 7 PM.  Peak 

hours outside Austin city limits are Monday thru Friday 6:30 AM to 9:30 AM and 3:00 PM to 

6:30 PM.  Peak hours for IH 35 are daily 5 AM to 9 PM. 

 

TY II markings must cure 48 hr. prior to placing TY I markings.   

 

Reference all existing stripes before commencing work.  Obtain approval for placement of guide 

marks before installing permanent pavement markings.  This work is subsidiary.  

 

ITEM 677 - ELIMINATING EXISTING PAVEMENT MARKINGS AND MARKERS 
Remove and dispose of off the right of way any existing raised pavement markers and pavement 

markings before beginning operations.  This work is subsidiary.  

 

Black paint/thermo will not be allowed.  
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ITEM 688 - PEDESTRIAN DETECTORS AND VEHICLE LOOP DETECTORS 
Test all loops in accordance with the FHWA loop detector handbook.  

 

Install vehicle loops prior to placement of roadway surface.  

 

For work within the city limits of Austin, notify COA (512) 974-4099 and TxDOT 21 days prior 

to loop installation.  Install quadrapole layout for presence detectors within city limits of Austin.   

 

For replacement of existing loops, replacement of damaged or missing conduit from the vehicle 

loop detector to the ground box will be measured and paid by overrun of loop detector bid item.  

Removal of damaged ground boxes at end of lead in cable is subsidiary to the new ground box.  

 

Test period for the pedestrian detectors shall be in accordance with item 680.3.1.8. 

 

Pedestrian push buttons will be mounted at 42 in. above the walking surface and have permanent 

type signs within the detector unit (9 in. x 12 in. sign and push button station on signal poles and 

5 in. x 7 in. sign and push button station on pedestrian poles), which explains their purpose and 

indicates which crosswalk signal is actuated. 

 

Provide speech walk message as shown in the plans or per Engineer. 

 

ITEM 6001 – PORTABLE CHANGEABLE MESSAGE SIGN 

Provide 4 PCMS.  Provide a replacement within 12 hours.  PCMS will be available for traffic 

control, event notices, roadway conditions, service announcements, etc.    

 

Place appropriate number of PCMS at time of LCN request.  Place the PCMS at the expected end 

of queue caused by the closure.  Obtain approval for the message.  When the closure is active, 

revise the message to reflect the actual condition during the closure, such as “RIGHT LN 

CLOSED XXX FT”. 
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                                                    CONTROL :  0015-10-060, ETC         
                                                    PROJECT :  NH 2017(275)             
                                                    HIGHWAY :  IH 35                    
                                                    COUNTY  :  TRAVIS                   
                                                                                        
                                                                                        
                                                                                        
                                                                                        
                                  TEXAS DEPARTMENT OF TRANSPORTATION                    
                                                                                        

GOVERNING SPECIFICATIONS AND SPECIAL PROVISIONS
                                                                                        
                                                                                        
                 ALL SPECIFICATIONS AND SPECIAL PROVISIONS APPLICABLE TO THIS PROJECT   
                 ARE IDENTIFIED AS FOLLOWS:                                             
                                                                                        
                 STANDARD SPECIFICATIONS:  ADOPTED BY THE TEXAS DEPARTMENT OF           
                 ------------------------  TRANSPORTATION  NOVEMBER 1, 2014.            
                                           STANDARD SPECIFICATIONS ARE INCORPORATED     
                                           INTO THE CONTRACT BY REFERENCE.              
                                                                                        
                 ITEMS  1 TO 9 INCL., GENERAL REQUIREMENTS AND COVENANTS                
                 ITEM 347  THIN OVERLAY MIXTURES (TOM) (300)(301)(320)(520)(585)        
                 ITEM 351  FLEXIBLE PAVEMENT STRUCTURE REPAIR (132)(204)(247)(260)      
                           (263)(275)(276)(292)(310)(316)(330)(334)(340)                
                 ITEM 354  PLANING AND TEXTURING PAVEMENT                               
                 ITEM 438  CLEANING AND SEALING JOINTS                                  
                 ITEM 442  METAL FOR STRUCTURES (441)(445)(446)(447)(448)               
                 ITEM 454  BRIDGE EXPANSION JOINTS (429)(442)(785)                      
                 ITEM 500  MOBILIZATION                                                 
                 ITEM 502  BARRICADES, SIGNS, AND TRAFFIC HANDLING                      
                 ITEM 506  TEMPORARY EROSION, SEDIMENTATION, AND ENVIRONMENTAL          
                           CONTROLS (161)(432)(556)                                     
                 ITEM 618  CONDUIT (400)(476)                                           
                 ITEM 624  GROUND BOXES (420)(421)(432)(440)(618)(620)                  
                 ITEM 658  DELINEATOR AND OBJECT MARKER ASSEMBLIES (445)                
                 ITEM 662  WORK ZONE PAVEMENT MARKINGS (666)(668)(672)(677)             
                 ITEM 666  RETROREFLECTORIZED PAVEMENT MARKINGS (316)(502)(662)(677)    
                           (678)                                                        
                 ITEM 668  PREFABRICATED PAVEMENT MARKINGS (678)                        
                 ITEM 672  RAISED PAVEMENT MARKERS (677)(678)                           
                 ITEM 677  ELIMINATING EXISTING PAVEMENT MARKINGS AND MARKERS (300)     
                           (302)(316)                                                   
                 ITEM 678  PAVEMENT SURFACE PREPARATION FOR MARKINGS (677)              
                 ITEM 688  PEDESTRIAN DETECTORS AND VEHICLE LOOP DETECTORS (618)        
                           (624)(682)(684)                                              
                                                                                        
                                                                                        
                 SPECIAL PROVISIONS:  SPECIAL PROVISIONS WILL GOVERN AND TAKE           
                 ------------------   PRECEDENCE OVER THE SPECIFICATIONS ENUMERATED     
                                      HEREON WHEREVER IN CONFLICT THEREWITH.            
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                 REQUIRED CONTRACT PROVISIONS, FEDERAL-AID CONSTRUCTION CONTRACTS       
                                    (FORM FHWA 1273, MAY, 2012)                         
                 WAGE RATES                                                             
                 SPECIAL PROVISION "SCHEDULE OF LIQUIDATED DAMAGES" (000---001)         
                 SPECIAL PROVISION "NONDISCRIMINATION" (000---002)                      
                 SPECIAL PROVISION "CERTIFICATION OF NONDISCRIMINATION IN EMPLOYMENT"   
                                    (000---003)                                         
                 SPECIAL PROVISION "NOTICE OF REQUIREMENT FOR AFFIRMATIVE ACTION TO     
                                    ENSURE EQUAL EMPLOYMENT OPPORTUNITY" (000---004)    
                 SPECIAL PROVISION "STANDARD FEDERAL EQUAL EMPLOYMENT OPPORTUNITY       
                                    CONSTRUCTION CONTRACT SPECIFICATIONS" (000---005)   
                 SPECIAL PROVISION "ON-THE-JOB TRAINING PROGRAM" (000---006)            
                 SPECIAL PROVISION "DISADVANTAGED BUSINESS ENTERPRISE IN FEDERAL AID    
                                      CONTRACTS" (000---007)                            
                 SPECIAL PROVISION "IMPORTANT NOTICE TO CONTRACTORS" (000---010)        
                 SPECIAL PROVISION "CARGO PREFERENCE ACT REQUIREMENTS IN FEDERAL AID    
                                    CONTRACTS" (000---241)                              
                 SPECIAL PROVISION "CERTIFICATE OF INTERESTED PARTIES (FORM 1295)"      
                                    (000---249)                                         
                 SPECIAL PROVISION  TO ITEM     2  (002---004)                          
                 SPECIAL PROVISION  TO ITEM     6  (006---001)                          
                 SPECIAL PROVISIONS TO ITEM     7  (007---001)(007---003)(007---004)    
                 SPECIAL PROVISIONS TO ITEM     8  (008---002)(008---017)               
                 SPECIAL PROVISIONS TO ITEM   300  (300---006)(300---009)               
                 SPECIAL PROVISION  TO ITEM   421  (421---002)                          
                 SPECIAL PROVISION  TO ITEM   506  (506---003)                          
                 SPECIAL PROVISION  TO SPECIAL SPECIFICATION ITEM  6029  (6029--002)    
                                                                                        
                                                                                        
                 SPECIAL SPECIFICATIONS:                                                
                 ----------------------                                                 
                                                                                        
                 ITEM 6001 PORTABLE CHANGEABLE MESSAGE SIGN                             
                 ITEM 6029 RADAR VEHICLE SENSING DEVICE (RVSD)                          
                                                                                        
                                                                                        
                 GENERAL:  THE ABOVE-LISTED SPECIFICATION ITEMS ARE THOSE UNDER WHICH   
                 -------   PAYMENT IS TO BE MADE.  THESE, TOGETHER WITH SUCH OTHER      
                           PERTINENT ITEMS, IF ANY, AS MAY BE REFERRED TO IN THE ABOVE- 
                           LISTED SPECIFICATION ITEMS, AND INCLUDING THE SPECIAL        
                           PROVISIONS LISTED ABOVE, CONSTITUTE THE COMPLETE SPECIFI-    
                           CATIONS FOR THIS PROJECT.                                    
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Special Provision to Item 6029 

Radar Vehicle Sensing Device (RVSD) 

 

Item 6029, “Radar Vehicle Sensing Device (RVSD),” of the Standard Specifications, is amended with respect to the clauses cited 
below.No other clauses or requirements of this Item are waived or changed. 

Article 6029.2., “Materials.”  The first paragraph is voided and replaced by the following:   

Ensure the RVSD will automatically configure the maximum number of lanes shown on the plans by determining lane 
boundaries, concrete or metal barriers and detection thresholds.  Ensure sensor will automatically configure the number of lanes 
in the presence of barriers, medians and work zones.  Ensure sensor will automatically calibrate vehicle speed, detection levels, 
sensitivity, and vehicle direction.  Ensure the RVSD detects vehicle volume, speed, occupancy, and direction in all weather 
conditions without performance degradation.  Ensure the RVSD is remote accessible; provides multiple connectivity options for 
integration into the existing system, and supports the communications protocols identified in Section 2.4., “Communication.” 

Section 6029.2.1., “Sensor Performance.” The first, seventh and eighth paragraphs are voided and replaced by the following 
three paragraphs respectively: 

Sensor Performance. Ensure the RVSD provides accurate, real-time volume, average speed, occupancy, and vehicle direction 
data. Ensure the RVSD provides user configurable settings for a collection interval from 20 sec. to 15 min. and polling intervals 
from 20 sec. to 1 hr. Ensure the detections are correctly categorized into a minimum of 8 user definable length-based 
classifications. Ensure vehicle detections occur at a range of 9 ft. to 250 ft. simultaneously from the RVSD. Ensure the RVSD 
unit or accompanying field equipment provides a minimum of 3 hr. of local storage for detection interval settings of 20 sec. to 15 
min. in local storage to reduce data loss during communications outages. Ensure the RVSD transfers locally stored data to the 
Traffic Management Center’s Transportation Sensor System (TSS) when communication is restored. 

Ensure per vehicle speed data is accurate within 5 mph for 90% of measurements. Provide true speed detection via dual radar 
speed trap without the requirement to enter average vehicle lengths for the speed calculation. 

Ensure the RVSD automatically configures vehicle direction and that vehicle direction is accurately determined for 90% of wrong-
way vehicles. This data shall be available simultaneously and in addition to other data as called for in this specification. 

Section 6029.2.4., “Communication.” The third paragraph is voided and replaced by the following: 

Interval Data Packets.  The RVSD must produce interval data packets containing, as a minimum:  

 one or more detection zones, 

 collection interval durations, 

 sensor ID, 

 32-bit time stamps indicating end of collection interval, 

 total volume by detection zone, 

 average speed in each detection zone during the collection interval. Speed value units must be selectable as either miles per 

hour or kilometers per hour, 

 occupancy in each detection zone during the collection interval, reported in 0.1% increments, 

 a minimum of 8 vehicle classifications reported as number of vehicles of each classification identified in each detection zone 

during the collection interval, 

 volume in up to 15 user-defined speed bins, 

 volume for both directions of traffic, 
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 average headway in seconds, 

 average gap in seconds, 

 85th percentile speed in either miles per hour or kilometers per hour, and 

 vehicle count for correct and wrong-way vehicles in separate correct and wrong-way bins. 

Event Data Packets. The RVSD must produce event (per vehicle) data packets containing, as a minimum:  

 sensor ID, 

 lane assignment, 

 per vehicle speed value in either miles per hour or kilometers per hour. Wrong-way vehicles will show a negative speedvalue, 

 vehicle length, 

 classification using up to 8 user defined classes, 

 32-bit time stamps indicating end of collection interval, and 

 range. 

Section 6029.2.15., “Mechanical Requirements.”  The third paragraph is voided and replaced by the following:   

Do not use silicone gels or any other material for enclosure sealing that will deteriorate under prolonged exposure to ultraviolet 
rays. 

Ensure the overall dimensions of the box, including fittings, do not exceed 14 in. x 11 in. x 4 in.  Ensure the overall weight of the 
box, including fittings, does not exceed 5 lb. 

Section 6029.3.6., “Testing.”  The fourth paragraph is voided and replaced by the following:   

Verify speed accuracy with laser speed gun provided by the Department, radar gun provided by the Contractor, or by video 
speed trap using the frame rate as a time reference.  Vehicle speeds should be collected and compared to the per vehicle speed 
measurement generated by the RVSD.  When compared to the speeds collected via laser, the sensor speed data must meet 
performance requirements as stated in Section 2.1., “Sensor Performance.” 

Verify direction accuracy by ensuring that all lanes are configured with the correct directionality. Following this configuration, 
reverse the direction on one lane and verify that the number of vehicles detected in that lane are correctly placed in the wrong-
way detection bin. When compared to the manual counts for this lane, the wrong-way sensor counts must meet the performance 
requirements as stated in Section 2.1., “Sensor Performance”. 
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