New pavement surface should extend to this point.

New pavement surface should extend to this point.

Taper lengths have been rounded off.

Minimum Suggested Maximum
L = WS

TCP (2-7a)

TCP (2-7b) - 12

TRAFFIC CONTROL PLAN

DIVERSIONS AND NARROW BRIDGES

DURATION

SHORT

STATIONARY

LONG TERM

STATIONARY

TYPICAL USAGE

MINIMUM MEASUREMENTS

TAPER LENGTHS

OFFSET

SUGGESTED

OFFSET

LONG

DISTANCE

SUGGESTED LONGITUDINAL BUFFER DISTANCE

FOR CONSTRUCTION OR MAINTENANCE CONTRACT WORK, SPECIFIC PROJECT REQUIREMENTS FOR SHADOW VEHICLES CAN BE FOUND IN THE PROJECT SPECIFICATIONS. SHADOW VEHICLE TYPES AND LIMITS HAVE BEEN DETERMINED BASED ON PROJECT DISTANCE. FOR CONSTRUCTION OR MAINTENANCE CONTRACT WORK, SPECIFIC PROJECT REQUIREMENTS FOR SHADOW VEHICLES CAN BE FOUND IN THE PROJECT SPECIFICATIONS. SHADOW VEHICLE TYPES AND LIMITS HAVE BEEN DETERMINED BASED ON PROJECT DISTANCE.