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Standard
Division

Operations
Traffic

85

Face of sign

    Sign Support

S S 

SW

S S S S

SW

C Truss

SL SL

Light fixtures

Walkway
Face of sign

Edge of sign

E.S.

SL

C

S S S i S i

SW SW

Vary as necessary to

iS 

Min
Max

4
 
�

"

Slotted channel

SL Edge of signE.S.

PART PLAN

channels

.
5
4
d

C Truss

S S i

SW

S i S i S 

SW

CS S S 

SW

S S 

SW

S S

Sign Supports

R

1

.
4
6
d

E.S. SL SL E.S.

Walkway

E.S. SL SL SL E.S.
R

CS 

S 4 x 7.7 Intermediate

SW (10’-0" Max)

U
s
u
a
l

M
a
x

fixtures

Light

Slotted channel

E.S.

Sign,Walkway and Light

Supports(S 4 x 7.7)

C i

C C Ci i i i i

SL

SW (10’-0" Max)

C C

S 4 x 7.7 Intermediate

i i i i i C

supports(S 4 x 7.7)

fixtures

Light 

Min

mounting

Light 

C Light fixtures
2

Light fixturesC2

2 2

3’-6" Max

5’-0"5’-0"5’-0"5’-0"

(Showing Truss, Signs, Walkways and Lights)

(5’-0" Usual~may vary)

S =6" Min and .25 S  Max

6"

2’-6"

1
’
-
0
"

1
’
-
6
"

6
’
-
0
"
 

N
o
r

m
a
l

7
’
-
0
"
 

M
a
x

(5’-0" Usual~may vary)

6" 1
’
-
5
"

1
’
-
5
"

Channels

Light Mounting 

Exit Number

Panel

6
"

2 See SL(MV) for light fixture spacing.

Sign walkway and light 

clear Truss Diagonals

and Gusset Plates

6 �"

4 �"

3"

4 �"

SECTION R-R

.
4
6
 
d

.
5
4
 
d

d

support brackets as shown hereon, or may be supported

+ -
-+

w
a
l
k

w
a
y

E
d
g
e
 
o
f
 

channel

Slotted 

6’-0" Normal 

7’-0" max

used spacing of supports shall not exceed S . 

3 �"

1’-0"

1’-4 �"

2’-0"+ 9"

1’-0" Usual(1’-6" Max)

4
"

Note: Exit Number Panel may be supported by sign

as shown on sheet SMD(2-4). Regardless of method

6"

+
-

Sign support

C Truss

i

S 4 x 7.7

 "A"

Detail

in group.

tallest sign

Bottom of 

4"

1
’
-
5
"

1
7
’
-
6
"
 

M
i
n

o
f
 
r
o
a
d

w
a
y
.
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g
h
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t
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d
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2
1
’
-
0
"
 

imately 0.46 of the depth of the deepest sign below the   of 

should be so positioned that the bottom edges are approx-

i

C

C i

PART ELEVATION

i

3’-6"

Max

1 Where signs of different depths are used, the bottom edge of

deepest sign.

Max
2’-6"

S = 6" min, .25 S  max.

between adjacent sign panels.

2" Minimum clearance 

See sheet SL(MV) for Lighting Details & Spa.S.L. & E.S.

See sheet SWW(1) for Walkway Details.

See sheet SMD(2-4) for Extruded Aluminum Sign Details & Max. Spa. for S .i

all signs may be placed in line. Where this is done, all signs

the truss. When signs are spaced thus, S  is determined by the
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                      SIGNS,WALKWAYS & LIGHTS

            FOR            

swl-14.DGN

     

5
"

bar(at joint only)

Approx 90°bend3"

SECTION A-A

1"

G

crimp offset is equal to

the chord L thickness

TOP CHORD

1
"

crimp offset is equal to

BOTTOM CHORD

SUPPORT TO TRUSS

CONNECTION

CONNECTED TO

LIGHTING FIXTURE

TYPICAL SLOTTED

CHANNEL

S
p
r
i
n
g

Bottom of fixture

neoprene pad

bolt and flat washer

Slotted channel shall be

approved equal.

2" x 2" x �" Thick

Clamping nut with �"Dia

the chord L thickness "Unistrut P2000" or

"Globe G-5814" or

�"Dia U-bolt

1 �" x �" x 5" Splice

1
 
�

"

1
 
�

"

1 �"

C to C

holes at 2’-0"

�" Dia drain

ST 2 x 3.85, Ga.= 1 �"

4"

1 �" 2 �" x �" x 4" Crimped plate,

minus �"

S
 
4
 
x
 
7
.
7
 

G
a
.

=
 
1
 
�

"

4
"1
 
�

"

2 �" x �" x 4" Crimped plate,

minus �"

�

S4 x 7.7

1 �" C to C

2, �" Dia bolts, 

GENERAL NOTES:

     Bolts shall have hexagon heads and nuts and

  and Traffic Signals and Interim revisions thereto.

  for Structural Supports for Hignway Signs, Luminaires 

  conform with ASTM A307.

  Item 445, "Galvanizing".

     All parts shall be galvanized after fabrication per

  details, dimensions, and weld procedures shown herein.

  shall conform to Item 654, "Sign Walkways" and with

     Design conforms to 1994 AASHTO Standard Specifications

     Materials, fabrication, construction and erection

  noted otherwise.

  Structural steel shall conform with ASTM A36 unless

�

1 �" C to C

2, �" Dia bolts, 

�
"

12
�

�

�

�

12

12

12

�

Typ

DETAIL"A"

permissible

Grind under stiffener

S 4 x 7.7

S 4 x 7.7

1 �" x �" x 5"

�" Dia O.H.(Vent)

Stiff. (N.S. & F.S.)

�" �"

Slotted channel,continous

or jointed as required

T
h
r
e
a
d

1
 
�

"

�"Dia holes in

channel for u-bolt
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