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ATTENTION:  TP&D, DESIGN, CONSTRUCTION, MAINTENANCE AND 

TRAFFIC OPERATIONS ENGINEERS 

 

SPECIAL PROVISION AND/OR SPECIFICATION CHANGE MEMORANDUM 08-19 

MEMO
Date: March 5, 2019

To: District Engineers 
  

From: Jere A. Williams, P.E. 

 Director, Materials and Tests Division  

 

Subject: Statewide Special Provision 350-001 (14), “Microsurfacing” 

 

The above-referenced special provision has been approved for statewide use and is required for all projects 

using microsurfacing beginning with the June 2019 Letting. However, use of this special provision prior to 

the June 2019 letting is at the district’s option. 

This special provision revises standard Item 350, “Microsurfacing” as follows: 

 Addition of requiring a self-propelled microsurfacing mixing machine with an electronic monitoring 

system;  

 Addition of requiring at least one employee certified under the AASHTO Microsurfacing Certification 

Program on the project; 

 Addition of performing the mixture design using an AASHTO-accredited laboratory; 

 Addition of requiring the approval of a new mixture design if there are any changes in aggregate 

source, emulsion source, or mineral filler; 

 Addition of making necessary adjustments for aggregate moisture, ambient temperature, and 

humidity to ensure the mixture has sufficient working life for proper placement; 

 Addition of Tables 5A and 5B to include the gradation operational tolerances in a table format; 

 Addition of requiring the placement of a test strip to be constructed prior to beginning production 

that requires the Engineer to approve or reject the test strip within 2 hr. of placement; 

 Addition of quality control language requiring reporting to the Engineer the percent asphalt of the 

mixture and the yield of the aggregate from the equipment computer display at least 3 times daily; 

 Addition of quality control language that includes providing the Engineer with a report and log sheet 

containing quantities of material used;  

 Addition of quality language to test the aggregate for moisture content each day before placement or 

when aggregate moisture changes due to rainfall events or new material delivery or as directed and 

entering the moisture content in the electronic monitoring system. 

Please disseminate this information to your Transportation Planning & Development, Design, Construction, 

Laboratory, Maintenance, and Traffic Operations Engineers. 
 

CC: TxDOT Specification Committee 

 Federal Highway Administration 

 The Associated General Contractors of Texas 
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