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ATTENTION: TP&D, DESIGN, CONSTRUCTION, MAINTENANCE AND
TRAFFIC OPERATIONS ENGINEERS

SPECIAL PROVISION AND/OR SPECIFICATION CHANGE

MEMORANDUM 17-26
MEMO

Date: June 12, 2026

To: District Engineers
From: Ryan C. Barborak, P.E. R(CB

Director, Materials and Tests Division

Subject: Statewide Special Provision SP 666-002 (24), “"Retroreflectorized
Pavement Markings”, Tex-855-B, "Operation and Data Collection

of Data Logging Systems for Pavement Markings”

The above-referenced Special Provision and Test Procedure have been
approved for statewide use and are required for all projects using
Retroreflectorized Pavement Markings beginning with the September 2026

letting.

Special Provision SP 666-002 (24), “"Retroreflectorized Pavement

Markings,” (Spec Committee No. 0666-202510-6), provides updates

to:e Article 666.3, "Equipment,” by defining Data Logging Systems as a
requirement for monitoring the application of Type II and Type III
pavement markings, and Section 666.3.2., "Material Placement
Requirements,” by requiring a ribbon-gun applicator for Type I

pavement markings.
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e Section 666.4.4.1, “Type I Markings,” by removing the language
pertinent to spray applications.

o Section 666.4.4.1.1, "Non-Profile Pavement Markings,” by
increasing minimum thickness requirements for seal coat and all
other Type 1 markings.

o Section 666.4.4.1.3, “"Type I All-Weather Pavement Markings,”
by increasing minimum thickness requirements for seal coat and
all other Type 1 markings.

e Section 666.4.4.2, “Type II Markings,” by adding mil thicknesses in
addition to gallon per miles for clarity.
e Article 666.6, “"Payment,” by defining penalty criteria and the threshold

they apply to or requiring a retrace.

This new Special Provision will replace the current statewide Special
Provision, SP 666-001.

Tex-855-B, "Operation and Data Collection of Data Logging Systems
for Pavement Markings,” (Spec Committee No. Tex-855-B-20264-3),
this new test method covers the procedures to operate, verify, and report data from
a computerized Data Logging System (DLS) used during the application of
longitudinal Type II and Type III pavement markings. This procedure applies to the

measurement and monitoring of application rates, thicknesses, and environmental
conditions during striping process.

Please disseminate this information to your Transportation Planning &
Development, Design, Construction, Laboratory, Maintenance, and Traffic

Operations Engineers.
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CC:

e TxDOT Specification Committee
e Federal Highway Administration

e The Associated General Contractors of Texas
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