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A - STEP 1

B - STEP 2

C - STEP 3

PRUNING CUTS - LIMBS 2" IN DIAMETER AND GREATER

REMOVE LIMB 4-6" BEYOND THE FIRST CUT

8-12" ABOVE MAIN STEM OR TRUNK

CUT 1/3 WAY THROUGH BOTTOM OF LIMB
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THE BRANCH COLLAR OF THE REMOVED LIMB.

REMOVE STUB WITH A SMOOTH CUT JUST BEYOND 

35' MAX., OR TO ROW LINE, CLIFF, STEEP HILL, OR NON MOW AREA.

TREE PRUNING 

BRANCH COLLAR
BRANCH COLLAR

REQUIRED

PERMISSION

LANDOWNER

LANE

TRAVEL

EDGE OF

WAY LINE

RIGHT OF

FENCE POST

HEIGHT

CLEARANCE

HEIGHT

CLEARANCE

SURFACE

PAVEMENT

TREE LIMB MAIN BRANCH

5'

MAY REMAIN.

CLIFF OR STEEP HILL

THE RIGHT OF WAY LINE,

VEGETATION WITHIN 5' OF

CLEARANCE

MIN. HORIZONTAL 

MAY REMAIN.  (TYPICAL)

WITHIN 5' OF THE TRUNK

THE CLEARANCE HEIGHT BUT

OTHER VEGETATION BELOW

MAJOR TREE LIMBS AND

SUBSIDIARY TO ITEM 100 - PREPARING RIGHT OF WAY.

NOT BE PAID FOR DIRECTLY, BUT WILL BE

THIS WORK AND ALL ASSOCIATED MATERIALS WILL
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TREE PRUNING AND REMOVAL

BRANCH OR LIMB BEING REMOVED.

PARENT BRANCH OR TRUNK, PERPENDICULAR TO THE 

THE FINAL CUT APPROXIMATELY 1/2" FROM THE 

GENERALLY VISIBLE, BUT IF IT IS NOT, MAKE 

PRUNING CUTS.  THE BRANCH COLLAR IS 

OR CUT THROUGH THE BRANCH COLLAR WHEN MAKING 

DO NOT LEAVE A STUB BEYOND THE BRANCH COLLAR 

TRUNK.

AREA TO BE CLEARED, REMOVE THE BRANCH AT THE 

IF THE ENTIRE BRANCH IS ENCROACHING INTO THE 

CUT LIMBS AT A MAJOR FORK IN THE BRANCH OR, 

MAINTAIN THE HEALTH OF THE TREE.  

MAKE PROPER PRUNING CUTS NECESSARY TO 

POSSIBLE, OBTAIN LANDOWNER PERMISSION AND 

PERFORM TREE PRUNING WITHIN ROW LIMITS.  IF 

PRIVATE PROPERTY AT CONTRACTOR EXPENSE.

REPAIR DAMAGE TO A PRIVATE FENCE OR OTHER 

WORK.

FLAILING EQUIPMENT IS NOT ALLOWED FOR THIS 

20 MINUTES OF CREATING THE WOUND.

WITH A COMMERCIAL TREE WOUND DRESSING WITHIN 

TREAT ALL WOUNDS AND CUTS ON ALL OAK SPECIES 

OTHER APPROVED MATERIAL AS A DISINFECTANT.

70% METHYL ALCOHOL, CHLORINE SOLUTION, OR 

BEFORE MOVING FROM ONE TREE TO ANOTHER.  USE 

WHEN PRUNING OAK TREES, DISINFECT TOOLS 

BEFORE BEGINNING PRUNING OPERATIONS.

WAY, VERIFY THE MEANING OF THE MARKINGS 

IF ANY TREES IN THE ROW ARE MARKED IN ANY 

PRUNING.

DEFINE AREAS TO RESTRICT OR INCREASE TREE 

ON FIELD CONDITIONS.  THE ENGINEER MAY 

CLIFFS, STEEP HILLS AND NON-MOW AREAS BASED 

WHICHEVER IS LESS.  THE ENGINEER WILL DEFINE 

CLIFF, STEEP HILL, OR NON-MOW AREA, 

EDGE OF THE TRAVEL LANE, OR TO ROW LINE, 

PLANS, LIMIT WIDTH OF WORK TO 35' FROM THE 

CHANNEL OR UNLESS OTHERWISE SHOWN ON THE 

WITH THE EXCEPTION OF WORK WITHIN OR ALONG A 

VEHICLES.

RAISING TO ALLOW CLEARANCE FOR MAINTENANCE 

THE OBJECTIVE OF TREE PRUNING IS FOR CROWN 

TREE PRUNING:

ROW.   CUT STUMPS FLUSH WITH THE GROUND.

REMOVE ALL DEAD WOODY VEGETATION WITHIN THE 

TREE REMOVAL:
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