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STUDY BACKGROUND AND OBJECTIVES 
This technical memorandum provides a summary of an external travel study performed for the El 
Paso Metropolitan Planning Organization (EPMPO) using origin-destination (O-D) data acquired 
by the Texas Department of Transportation (TxDOT). The primary outcome of the study 
includes external-to-external (E-E), external-to-internal (E-I), and internal-to-external (I-E) travel 
data for passenger vehicles and trucks. TxDOT purchased Location Based Service (LBS) and 
Global Positioning System (GPS)-based O-D data for the study to provide estimates of external 
travel needed as input for the EPMPO travel demand model. Both the GPS data, acquired from 
INRIX, and the LBS data, acquired from AirSage, were for the fall of 2017. The GPS data 
predominantly reflects commercial vehicle travel, while the LBS data predominantly reflects 
non-commercial travel. The 2017 time frame for passive data acquisition directly aligns with the 
TxDOT 2017 saturation counts for the El Paso district.  
The use of passive data for external studies has become state-of-the-practice in recent years and 
provides significant benefits over prior methods such as roadside interviews and license plate 
matching techniques that have safety and privacy concerns. The results of this study benefit 
many uses of the travel model such as evaluation of freeway improvements, new location 
corridors and tolling studies, as well as air quality/conformity assessments. The study’s primary 
objective was the development of traffic matrices of external O-D interactions for the regional 
travel demand model. Since the use of passive technology to study travel is still evolving, the 
study also included a comparison of GPS and LBS data results. Researchers used data 
management techniques, algorithms, and analytical computations to address the technical and 
data processing challenges inherent in using large amounts of passive data. 
Table 11 provides the expanded external trips for the EPMPO area. They represent summary 
results of the study and are explained with supporting information in later sections of this report.  
EPMPO Study Area 
The EPMPO study area includes El Paso county in Texas, and small portions of Dona Ana and 
Otero counties in New Mexico. Core elements of the study area and design include Traffic 
Analysis Zones (TAZs) and ‘external’ stations where major roadways and thoroughfares cross 
the study area boundary. Figure 1 shows the study area, the study area boundary, the external 
stations, and the TAZs. 
Identifying External Trips with GPS and LBS Data 
Identifying the external station (or roadway) used by trips that cross the study area boundary is 
an essential part of an external travel study. For GPS data, the external station is determined 
using a process known as map matching, where a trip’s GPS points are electronically associated 
with the roadway network. This process reveals the route used between the trip’s origin and 
destination that provides for identifying the external station. 
LBS data is polygon-based rather than point-based (as with GPS data), which means that the 
analysis assigns trip O-D pairs to TAZs and the route used between the trip’s origin and 
destination often must be estimated. Typical analysis methods for LBS O-D data assign the route 
or roadway by “association” and assume that trips occurring within a geographic travel shed 
drawn around a road to be on the road. This process works relatively well for isolated roadways 
but is challenging in developed and/or urban areas where other parallel or nearby roadways exist. 
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Where this occurs, roadways close to each other would in fact serve distinct O-Ds that are 
prohibitive to distinguish empirically. To distinguish the distinct O-Ds served by all the region’s 
external roadways, the study area for LBS data, as shown in Figure 1, illustrates a few of the 
external “halo” TAZ around the periphery of the study area in counties bordering the area. The 
development of halo TAZ involved a careful review of regional populations, roadway locations, 
and travel patterns. The halo TAZ provide a basis for a select link analysis (see the Map 
Matching section for details) that routes observed O-D flows through the appropriate external 
roadway. 
Halo TAZ serve several additional purposes. First, they distinguish between resident and 
non-resident travel, with non-residents being those that live in the halo TAZ. Second, they 
capture device signals before they enter and after they exit the study area. Third, depending on 
forecasting needs, modelers can forecast each external zone independently, which allows for 
modeling different assumptions of growth in external traffic. 
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Figure 1. EPMPO External Survey Geography and Zone Structure. 
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DATA COLLECTION 
LBS and GPS data vendors maintain large archives of data over many years and have extraction 
tools that efficiently pull data from their archives based on a range of dates and geographies 
provided for each study. The traffic counts are data collected in the “field” that require direct 
interaction with the roadway under study but provide relatively accurate ground truth data to 
baseline and expand the LBS and GPS data. 
Traffic Counts 
As with previous data collection methodologies, LBS and GPS data sources represent a sample 
of traveler information for a study area and therefore these data must be expanded to provide an 
estimate for the entire study area. The most common method to expand the data is the use of 
expansion factors derived from traffic counts. For external surveys, this equates to traffic counts 
at all external stations for a study area. To provide modelers the data needed to prepare a model 
for a particular study area, the survey results need to be disaggregated by 
non-commercial/passenger and commercial/truck vehicle types. To meet this need, the traffic 
data required for developing the expansion factors must be classification counts. 
The passive O-D data purchased for the EPMPO area are from 2017. This is the year TxDOT 
performed saturation counts in the El Paso District. Additionally, TxDOT conducts annual 
counts on on-system roads throughout the state every year. The combination of saturation and 
annual counts in the EPMPO area is useful for model calibration due to the abundance of counts 
for links within the model network. However, both saturation and annual counts are volume 
counts and do not provide the classification data needed for external station data expansion. 
The study team extracted 2017 saturation and/or 2017 annual count data from the STARS II 
database for each external location. They also queried the STARS II database to identify 
permanent count locations that aligned or were near external locations and had classification 
count data. The counts used for the border crossing and bridges was acquired from the Bureau of 
Transportation Statistics. 
LBS Data 
TxDOT coordinated with the Texas A&M Transportation Institute (TTI) to purchase one month 
of LBS data from AirSage for the month of October 2017. Analysis of the data show that there 
are an estimated 4,789,884 (expanded) average weekday trips in the EPMPO study area, 
including 4,464,677 internal trips and 325,207 external trips. TxDOT purchased the data for 
average weekday trips, since weekday travel is the primary time period modeled for the EPMPO 
area. Additional options that were purchased include trips for three additional time periods, three 
trip purpose options, and trip classification based on whether the trip was made by a resident of 
the study area or a or visitor (non-resident) from outside the study area. The time periods 
included AM peak (6 a.m.-9 a.m.), Mid-Day (9 a.m.-4 p.m.), the PM peak (4 p.m.-7 p.m.), and a 
full 24-hour day. 
A notable drawback of LBS data is the lack of clear data on commercial vehicle travel. 
Presumably, commercial vehicle travel is present in the data. However, since LBS data primarily 
tracks cell phone application usage ultimately tied back to a subscriber’s home, it is not possible 
to determine whether a subscriber left home and started driving a truck when they got to work. 
Additionally, for LBS studies, regional trips made by non-residents and transients (i.e., briefly 
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observed devices) are detected. For these trips, it is difficult to determine the residence, or 
primary activity place of the device, which precludes methods to determine if that place is 
associated with commercial vehicle activity. These trips are often external; however, their mode 
is unknown. For example, in the Tyler study TTI observed a significant number of interstate I-E 
and E-I trips stopped at a large gas station/truck stop. This study did not focus on making similar 
observations as in Tyler, but researchers would expect similar findings in the EPMPO study area. 
This indicates that trucks are present, but again the quantity of trucks cannot be determined via 
the data. 
The E-E, I-E, and E-I trip type designations use the trip’s direction of travel relative to the study 
area and whether its origin or destination is inside or outside of the internal model region. 
Accordingly, a trip with an external zone origin and an internal zone destination is an E-I trip and 
vice versa for an I-E trip. E-E trips are those with both ends of the trip being external (i.e., 
located outside of the study area). It is important to note that for a trip to be E-E it must pass 
through the modeling region. Table 1 shows the percentage breakdown of each of these types of 
trips for an average weekday. Based on the LBS data, approximately 1.27 percent of all external 
traffic entering and exiting the EPMPO area are E-E trips. 

Table 1. Breakdown of Trip Types Based on LBS Data 
 E-I I-E E-E I-I All Types 

Total Trips 161,012 160,327 3,868 4,464,677 4,789,884 

Percent Total Trips 3.36% 3.35% 0.08% 93.21% 100.00% 

Percent Total External 
Trips 49.46% 49.27% 1.27% NA 100.00% 

 

GPS Data 
TxDOT and TTI acquired three months of pre-processed GPS trip data from INRIX for the 
EPMPO study area. This data is from INRIX’s Insights™ Trips product and includes individual 
trip records with waypoints. The trip records contain time-stamped trip start and trip end 
locations. Waypoint data is included for each trip record and provides points between the trip 
ends to identify the trip’s route. INRIX provided a combined dataset of GPS data sources from 
non-commercial passenger cars/vehicles, commercial/freight vehicles (including trucks), and 
mobile applications. 
The collection period for GPS data extended from September 2017 (9/03/2017) to December 
2017 (12/03/2017). As with the LBS data, the dates of data purchase correspond to TxDOT’s 
traffic saturation counts for the region. The initial GPS dataset included 2,713,424 trip records. 
The study team processed each trip to determine if the trip was a weekday trip, whether or not it 
entered the study area, and if it entered the study area by way of a roadway with an external 
station. This process revealed that 605,406 trips from the dataset did not meet these criteria being 
mostly weekend trips, making the final sample for analysis 2,108,018 trips. This final sample 
will be used for the next several percentages found in the next few paragraphs. Each record 
contained a unique device identification (ID) and the trip ID with time-stamped trip end 
locations.  
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There are several ways to consider the sample size of GPS data relative to daily traffic. One way 
is to consider it as the average sample per day, or the total sample divided by the number of days 
in the collection period. Another way to calculate the sample size is to calculate it as a pooled 
sample, which is the total of all trips for observation days. This analysis reports sample size as 
the average sample per day. Including I-I trips, passenger cars (Cars/Light Trucks) accounted for 
26 percent of the average sample per day, while trucks (Medium/Heavy Trucks) accounted for 
74 percent of the average sample per day. For the sample of external traffic that passed one or 
more external stations, cars accounted for 5.7 percent while trucks accounted for 94.3 percent. 
The sources of GPS data included in this sample are passenger vehicles, field service/local 
delivery fleets, and for hire/private trucking fleets. Within the sample, the distribution of these 
sources is 25.4 percent passenger vehicles, 44.4 percent field service/local delivery fleets, and 
30.3 percent for hire/private trucking fleets. 
Unlike LBS data, the GPS data require significant post-processing by the data user. This 
processing requires large computing resources and data management to extract and impute 
additional details of the data. These details include TAZ attribution, map matching to roadways, 
and study area determinations of trip ends for E-E, E-I, and I-E attribution. Additional metrics 
that need to be calculated are speed and time between GPS waypoints. Despite the additional 
labor and computations involved in the analysis of GPS data, they offer a rich source of routing 
data and flexibility as compared to LBS data. Table 2 through Table 4 provide unweighted 
distributions of total, passenger vehicles and truck trips. 
 

Table 2. Breakdown of Trip Types for GPS Weekday Total Sample. 
 E-I I-E E-E I-I All Types 

Total Trips* 151,236 145,312 38,905 1,772,565 2,097,929 

Percent Total Trips 7.2% 6.9% 1.8% 84.1% 100.0% 
Percent Total External 

Trips 45.1% 43.3% 11.6% NA 100.0% 

*Unweighted results. 
 

Table 3. Breakdown of Trip Types for GPS Weekday Total Sample Cars/Light Trucks. 
 E-I I-E E-E I-I All Types 

Total Trips* 6,116 6,141 686 514,658 527,601 

Percent Total Trips 1.2% 1.2% 0.1% 97.5% 100.0% 
Percent Total External 

Trips 47.3% 47.4% 5.3% NA 100.0% 

*Unweighted results.  
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Table 4. Breakdown of Trips for GPS Weekday Total Sample Medium and Heavy Trucks. 
 E-I I-E E-E I-I All Types 

Total Trips* 145,120 139,171 38,219 1,247,818 1,570,328 

Percent Total Trips 9.2% 8.9% 2.4% 79.5% 100.0% 
Percent Total External 

Trips 45.0% 43.2% 11.9% NA 100.0% 

*Unweighted results. 

MAP MATCHING 
Map matching is the process of matching coordinate data to a digital roadway network. Most 
mobile device users see this process when using routing directions on mapping apps. It is most 
commonly associated with GPS data, but in this study, it also includes the process of matching 
LBS data to a roadway network. As with GPS data, there is no intrinsic association of the data to 
a given roadway. 
LBS Data 
The map matching process for LBS data uses the Texas Statewide Analysis Model (SAM) 
network. Use of this network allows for trip assignment outside of the study area in the external 
halo TAZ to the internal network based on the shortest path. The shortest path is typically a 
measure of distance or time between O-D pairs and the route to take that minimizes one or the 
other. The analysis for this study uses the shortest time path, which is calculated using the speed 
limits of the network.  
TransCAD is software used in the development of travel demand models. One of its core abilities 
is to assign an O-D matrix of traffic to a network. Built into TransCAD is an analytical 
component, termed select link, to obtain the O-Ds of traffic that crosses a particular link during 
assignment. Accordingly, the analysis methodology uses a select link analysis of roadway 
segments located at each of the 17 external stations. The select link analysis process assigned 
E-E and I-E/E-I trips to the roadway network, while tracking the O-D of the trips that passed 
through each external link (see external stations in Figure 1). 
Figure 21 shows that the E-E traffic appears logically assigned to the interstates and major 
roadways that bisect the study area. Within Figure 2 the study team observed a lack of E-E trips 
coming from the border crossings. The limited observations of these trips in LBS data may be 
due to many factors including border wait times, border crossing stops, and other factors. Figure 
3 alternatively shows that I-E/E-I traffic also appears logically assigned to the major roadway 
network since more of the internal network is used to distribute the internal trips. Overall, the 
percentage breakdown of LBS-derived external traffic per station is logical and consistent. 
 

 
1 In Figure 2 and Figure 3 the abbreviation BC stands for Border Crossing. 
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  Figure 2. LBS External Trip (E-E) Assignment Flow Bands.  

BC = Border Crossing 
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Figure 3. LBS External-Local (I-E/E-I) Assignment Flow Bands. 

BC = Border Crossing 



 

Page 10 2017 El Paso MPO External Study 

GPS Data 
Assigning GPS data to distinct road sections and determining ingress and egress external stations 
has significantly more challenges than those present with LBS data. The positional accuracy of 
GPS data is very good along with the time scale of the data (i.e., waypoints at 1-minute intervals 
or less). On the other hand, these data are large and difficult to work with using traditional GIS 
applications and methods. Data management strategies are key to working with large amounts of 
GPS data. These strategies include data chunking, efficient sorting of data in memory or on disk, 
and establishing efficient indexing routines. Figure 4 demonstrates a typical map matching 
problem using GPS data with waypoints superimposed on a highway system. 
 

 
Figure 4. Matching GPS Data to Road Segments. 

 

As illustrated, depending on the network and the precision of the coordinates, each GPS point 
matches to several different roadway sections. One way of solving this problem is to do a 
K-Nearest Neighbor (KNN) search for each point. KNN is an algorithm that attempts to locate a 
limited or unlimited set of results that are closest in space to a given point or object. However, 
this too has its drawbacks, as the return of the search can quickly become very large. To limit 
this problem, the algorithm imposes a limit of the three nearest roadway segments within a 
100-meter radius. 
The results of the KNN search determines the external roadway used when each trip crossed the 
study area boundary. Figure 5 illustrates an example of this process. The flag “in study area” 
(insa) designates whether the point was in or out of the study area, and the flag “gaptest” 
indicates the first point that was not in the study area.  In this illustration, each flagged waypoint 
cross-references to a table of external stations based on the highway names from the KNN search 
and highway names in the external look-up table. The algorithm selects the highway name that 
matches the KNN search and is closest to the point. 

Frontage 

Mainlane 

Local 

\ Trip Waypoint 
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Figure 5. External Station Matching Example. 

 
The results of the external station matching algorithm indicate the following: 

• Most matches are associated with the first KNN result.  
• With no initial match, the algorithm searches the subsequent KNN results. 
• When this process fails to find a match, the search broadens to include the immediate 

additional 10 points (+/-5 waypoint sequence) for each flagged waypoint and the results 
of the KNN for these points. 

However, in some cases not all trips pass through one of the external stations in the study area, as 
illustrated in Figure 6. The reason for this is that travel demand model development does not 
account for all points of ingress/egress and focuses on major roads and local roads to major 
attractors. Although these roads are often the most logical routes, drivers often take “shortcuts.” 
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Figure 6. Unmatched External Trips. 

DATA EXPANSION 
Data expansion is the process of growing sample data to match a known population. Part of data 
expansion is calculating different weights representing each category of the population relative to 
the sample, and vice-versa. This process controls for biases in the sample data that may be 
over-represented. For external analysis, the basis for expansion is traffic counts, which represent 
the known population. There are many techniques for weighting data. This study uses a process 
known as Iterative Proportional Fitting (IPF). IPF is a procedure to fix values in a matrix to a 
known total. The process is iterative because it estimates initial weights. From the initial 
estimate, the resultant error is calculated, and the process then recalculates the weight using the 
error until it minimizes a specified minimum error. The IPF procedure seeks to minimize the 
weighted mean absolute percentage error (MAPE). This objective best controls for errors in 
higher volume roadways rather than large errors in smaller volume roadways. 
LBS Data 

LBS data from AirSage represents expanded results. AirSage expands LBS data by aggregating 
households identified in the data to census tracts. The ratio of household identified in the LBS 
data to the total households in the census tract is the penetration rate of the LBS data. AirSage 
applies this ratio to each trip made by each household. AirSage provides only expanded results, 
which the study team post-processed as part of the external analysis. Figure 7 shows the 
locations that produce and attract the highest number of I-E/E-I trips per square mile within the 
EPMPO area. 
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Figure 7. LBS External-Local Trips per Square Mile by Zone. 
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Table 5 provides sample size distributions for each of the external roadways for LBS and GPS 
data, sorted by roadway total volume. In reviewing Table 5, it is important to keep in mind that 
LBS data represents an expanded sample, which is subject to error. Ultimately, what the LBS 
data provides is an approximate distribution of trips that would utilize the roadways. In later 
analysis, this distribution and overages are corrected for by fitting the data to the traffic counts. 
Presuming that LBS data is mostly passenger vehicles, it is approximately 205 percent of traffic 
counts. Alternatively, presuming that LBS data is representative of trucks and passenger 
vehicles, it is approximately 184 percent of traffic counts. AirSage and TTI researchers believe 
that LBS data has a significant passenger vehicle bias and the proportion of passenger to 
commercial vehicles in the data is unknown. 
The sample size overages contained in the LBS data reflect that the LBS data is device trips and 
not vehicular trips. In light of this, the study team computes correction factors that negatively 
expanded the LBS results relative to traffic counts of cars. These LBS correction factors apply 
only to the external trips in the data. 
In Table 5, the average GPS data is based on the total workdays during the study dates, which is 
65 of the total 90 days within the study period from September 3 to December 3, 2017. 

 

Table 5. Passive Data Sample Size Distributions. 
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IH 10 N 38,383 6,509 44,892 101,982 15,496 399,236 266% 227% 0.6% 94% 
IH 10 S 21,276 2,465 24,126 28,735 5,192 27,256 135% 119% 0.4% 17% 
Ysleta-Zaragoza BC 21,450 731 22,180 0 14,084 7,120 0% 0% 1.0% 15% 
Paso Del Notre  21,450 731 22,180 75,378 1,044 608 351% 340% 0.1% 1% 
Brdg of the Americas 14,656 5,728 20,384 26,048 13,084 578,968 178% 128% 1.4% 156% 
Brdg of the Americas 17,044 0 17,044 58,749 1,132 1,052 345% 345% 0.1% 0% 
US 54 6,921 0 6,921 14,523 5,924 688 210% 210% 1.3% 0% 
Stanton Street/Good 
Neighbor Brdg  3,545 483 4,028 10,177 4,016 49,980 287% 253% 1.7% 159% 

NM SH 478 3,368 318 3,686 4,700 548 7,104 140% 128% 0.3% 34% 
US 62 3,485 164 3,649 943 7,744 137,340 27% 26% 3.4% 1288% 
NM SH 28 2,560 488 3,048 5,750 628 25,920 225% 189% 0.4% 82% 
Santa Teresa BC  2,829 149 2,978 1,318 552 3,848 47% 44% 0.3% 40% 
NM SH 213 1,375 69 1,444 0 172 4,440 0% 0% 0.2% 99% 
Tornillo-Guadalupe BC 917 0 917 133 12 140 15% 15% 0.0% 0% 
NM SH 9 560 99 659 200 40 1,456 36% 30% 0.1% 23% 
TX SH 20 578 23 601 425 216 2,872 74% 71% 0.6% 192% 
Aviation Rd 68 8 75 13 48 1,628 19% 17% 1.1% 313% 
Total 160,465 17,965 178,812 329,074 69,932 1,249,656 205% 184% 0.7% 107% 

*The percentage of GPS trips being greater than 100 percent is likely a result of potential inaccuracies in the traffic 
count. 
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GPS Data 
Table 5 shows that commercial vehicles dominate GPS data. This makes it ideal for developing 
external truck O-D matrices. Overall, the average sample for trucks was 108 percent, which 
generally increase as the roadway volume increases. This matches expectations as commercial 
vehicles comprise a greater portion of freeway traffic than non-freeway traffic. The results from 
cars was not as promising, with a very low average sample size of 1 percent. As with trucks, the 
average sample size for cars increases with volume. 
Expansion of GPS results uses the total of all weekday trips observed in the data. This total 
compensates for empty cells within a trip O-D matrix. This phenomenon occurs due to the lack 
of observations of trips between an O-D pair on any given day. Using the total trips, rather than a 
daily average, allows for capturing trips within these empty cells over time, rather than using a 
snapshot. As with LBS data, the expansion process uses IPF to calculate correction factors. The 
procedure expands trucks negatively and cars positively. 
O-D External Trip Matrices 
The travel demand model directly applies the final O-D trip matrices. These matrices are 
calculated by developing a ratio of the sample trips to the expanded trips for each external 
roadway. This ratio is then applied to all O-D pairs associated with that external roadway. For 
trucks, the O-D matrix only uses the GPS truck results. For passenger vehicles, the resulting trip 
table is an average of the LBS data. However, the study team’s goal is to refine this process 
using revealed biases and other results. 
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RESULTS 
Tables 6 and 8 show the expanded results for both LBS and GPS data. Alternatively, Tables 7 
and 9 show the expanded results for both the LBS and GPS data only for the trips traveling 
through the border crossings. In Table 7, the lack of E-E and Unexpanded E-E are due to the way 
the data was provided and processed. Overall, the expansion process minimally altered the 
distribution of external trips to correct for the differences in the sample and the traffic counts. 
 
Table 6. LBS Area-Wide Weekday Expanded Trips. 
 E-I I-E E-E Total Unexpanded 

E-E 

Total Trips 67,360 67,360 1,458 136,178 3,868 

Percent Total Trips* 49.5% 49.5% 1.1% 100.1% 1.2% 

*May not sum to 100 percent due to rounding. 
 

Table 7. Mexico LBS Area-Wide Weekday Expanded Trips. 
 E-I I-E E-E Total Unexpanded 

E-E 

Total Trips 35,487 35,487 0 70,974 0 

Percent Total Trips 50% 50% 0% 100% 0% 

 

Table 8. GPS Area-Wide Weekday Expanded Trips. 
 E-I I-E E-E Total* Unexpanded 

E-E 

GPS Car Trips 74,261 74,261 5,968 154,490 2,700 

GPS Truck 7,510 7,510 1,473 16,493 141,576 

Total Trips 81,771 81,771 7,441 170,983 144,276 

Percent Car Trips* 48.1% 48.1% 3.9% 100.1% 4.0% 

Percent Truck Trips* 45.5% 45.5% 8.9% 99.9% 12.8% 

Percent Total Trips 47.8% 47.8% 4.4% 100.0% 12.3% 

*May not sum to 100 percent due to rounding. 
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Table 9. Mexico GPS Weekday Expanded Trips. 
 E-I I-E E-E Total* Unexpanded 

E-E 

GPS Car Trips 44,833 44,833 1,377 91,043 342 

GPS Truck 2,103 2,103 19 4,225 314 

Total Trips 46,936 46,936 1,396 95,268 656 

Percent Car Trips* 49.2% 49.2% 1.5% 99.9% 1.2% 

Percent Truck Trips* 49.8% 49.8% 0.5% 100.1% 0.7% 

Percent Total Trips* 49.3% 49.3% 1.5% 100.1% 0.9% 

*May not sum to 100 percent due to rounding. 
 
Table 10 shows a summary comparison of the total and percentage of E-E trips between the GPS 
and LBS data. The percentage of E-E trips reflects the percent of trips in relation to E-I/I-E trips 
for the entire study area. The percent of car E-E trips for the study area is 3.86 percent for GPS 
and 1.07 percent from LBS data. One potential reason for this difference may be the sparse 
sample provided by the GPS data. 
 
Table 10. Comparison of E-E Trips and Total External Traffic Percentages between GPS 
and LBS Data. 

Vehicle Category 
GPS-Expanded LBS Expanded 

E-E Trips % E-E E-E Trips % E-E 

Car 5,968 3.86% 1,458 1.07% 

Truck 1,473 8.93% NA NA 
Total 7,441 4.35% 1,458 1.07% 

 
Expanded External Trips and Recommended Estimations 
Table 11 provides expanded, aggregate external estimations as a percent of total trips by station. 
The recommended estimations are those of the greatest confidence. The external estimations for 
cars are derived from the LBS results and where the LBS results were inconclusive, the GPS 
results were used. The external estimations for trucks use the GPS data, as this data is 
predominantly truck data. 
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Table 11. EPMPO Expanded External Trips. 
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IH 10 N 38,383 6,509 44,892 96.2% 3.8% 90.3% 9.7% 78.1% 21.9% 
IH 10 S 14,656 5,728 20,384 91.1% 8.9% 73.4% 26.6% 76.3% 23.7% 
NM SH 478 3,485 164 3,649 100.0% 0.0% 77.3% 22.7% 79.5% 20.5% 
US 62 2,560 488 3,048 99.1% 0.9% 82.7% 17.3% 91.8% 8.2% 
NM SH 28 2,829 149 2,978 100.0% 0.0% 98.4% 1.6% 86.8% 13.2% 
NM SH 213 1,375 69 1,444 91.6% 8.4% 91.6% 8.4% 88.6% 11.4% 
NM SH 9 560 99 659 76.4% 23.6% 100.0% 0.0% 87.8% 12.2% 
TX SH 20 578 23 601 100.0% 0.0% 79.6% 20.4% 90.9% 9.1% 
Aviation Rd 68 8 75 100.0% 0.0% 100.0% 0.0% 60.0% 40.0% 
US 54 3,545 483 4,028 99.9% 0.1% 98.9% 1.1% 99.2% 0.8% 
Non-Border 

Crossing 
Total 

68,039 13,720 81,758 97.8% 2.2% 92.8% 7.2% 88.1% 11.9% 

Border Crossings 
Ysleta-
Zaragoza BC 21,276 2,465 24,126 100.0% 0.0% 95.5% 4.5% 99.4% 0.7% 

Paso Del 
Notre  17,044 0 17,044 100.0% 0.0% 99.3% 0.7% 0.0% 0.0% 

Brdg of the 
Americas 21,450 731 22,180 100.0% 0.0% 94.8% 5.2% 98.9% 1.1% 

Brdg of the 
Americas 21,450 731 22,180 98.5% 1.5% 98.5% 1.5% 98.4% 1.6% 

Stanton 
Street/Good 
Neighbor 
Brdg  

6,921 0 6,921 100.0% 0.0% 98.6% 1.5% 0.0% 0.0% 

Santa Teresa 
BC 3,368 318 3,686 100.0% 0.0% 95.7% 4.3% 99.4% 0.6% 

Tornillo-
Guadalupe 
BC 

917 0 917 100.0% 0.0% 100.0% 0.0% 0.0% 0.0% 

Border 
Crossing 

Total 
92,426 4,245 97,054 100.0% 0.0% 98.5% 1.5% 99.6% 0.5% 

Total 160,465 17,965 178,812 98.9% 1.1% 96.1% 3.9% 91.1% 8.9% 

*Unique trips are differentiated from total counts (e.g., the total count of cars is not the sum of the count of cars) 
because each E-E trip crosses two external count stations and is thus double counted. Accordingly, to derive the 
total unique vehicle count, the E-E trips at each station are divided by a factor of two. 
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