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GENERAL NOTES

SUCKER REMOVAL DETAILPROPER TREE PRUNING

TREE PRUNING LIMITS

NON-OAK SPECIES 

TREE PRUNING LIMITS

OAK SPECIES 

FOR LIMBS 2" IN DIA. AND GREATER
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DETAIL

PRUNING

PREP R.O.W.

PAYMENT FOR THIS WORK IS SUBSIDIARY TO PREP R.O.W.

TRAVEL LANE

EDGE OF
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STEM

APPROX.1/2 IN FROM THE MAIN 

THE REMOVED LIMB PROTRUDES 

CUT SO THAT BRANCH COLLAR OF 

REMOVE STUB WITH A SMOOTH 

STEP 3:

BEYOND THE FIRST CUT

REMOVE LIMB 4-6 IN 

STEP 2:

MAIN STEM OR TRUNK

LIMB 8-12 IN ABOVE 

THROUGH BOTTOM OF 

CUT 1/3 WAY 

STEP 1: BRANCH COLLAR

OF ANY TYPE

COLLAR DURING PRUNING 

DO NOT DAMAGE BRANCH 

MAIN BRANCH.

HEIGHT OF THE LOWEST 

REMOVE ALL SUCKERS TO 

BENEATH MAIN BRANCHES.

BRANCHES THAT OCCUR 

SUCKERS ARE SMALL 
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1.

OR INSPECTOR FOR APPROVAL PRIOR TO PROCEEDING.

IF MORE THAN 25% OF THE TREE CANOPY WILL BE REMOVED CONTACT THE TXDOT ABORIST 

INSPECTOR MAY CONDUCT UNANNOUNCED INSPECTIONS TO ENSURE COMPLIANCE.

COMMERCIAL PRUNING PAINT TO SEAL THE SURFACE FROM CONTAMINATION. THE TXDOT 

BY TRIMMING, CONSTRUCTION OR ACCIDENT, SHALL BE TREATED IMMEDIATELY WITH 

PREFERRED METHOD OF APPLICATION FOR SEALING CUTS. ANY WOUNDS, WHETHER MADE 

TO SEAL THE EXPOSED SURFACE FROM CONTAMINATION. USE OF AEROSOL CAN IS THE 

ALL PRUNING CUTS MUST BE TREATED IMMEDIATELY WITH COMMERCIAL PRUNING PAINT 

31ST AND PROHIBITED BETWEEN FEBRUARY 1ST AND JUNE 30TH

THAN PROTECTING PUBLIC SAFETY IS ONLY PERMITTED BETWEEN JULY 1ST AND JANUARY 

THE TRIMMING OR CUTTING OF RED OAK AND LIVE OAK SPECIES FOR PURPOSES OTHER 

BIRDS IS ALLOWED.

NO TRIMMING OF THE VEGETATION THAT CONTAINS AN ACTIVE NEST FOR MIGRATORY 

TREE TRIMMING OUTSIDE THE NESTING SEASON DATES LISTED IN THE GENERAL NOTES.

MIGRATORY BIRDS AND BATS MAY BE NESTING WITHIN THE PROJECT LIMITS.  PERFORM 

ADDITIONAL NOTES THAT PERTAIN TO TREE PRUNING.

REVIEW EPIC SHEETS FOR AREAS TO BE AVOIDED DUE TO ENVIRONMENTAL REASONS OR 

THE ENGINEER MAY DEFINE AREAS TO RESTRICT TREE PRUNING.  

PERFORM TREE PRUNING PER DETAIL FOR ENTIRE R.O.W. AREA WITHIN PROJECT LIMITS. 

THE R.O.W..

PERFORM TREE PRUNING ONLY WITHIN THE R.O.W..  NO CUTS SHALL BE MADE OUTSIDE 

REPAIR DAMAGE TO PRIVATE FENCES AND/OR PRIVATE PROPERTY. 

FLAILING EQUIPMENT IS NOT ALLOWED ON OAK TREES.

USE WORK METHODS IN ACCORDANCE WITH ANSI A300 STANDARDS AND ITEM 752.

SHALL BE REMOVED PRIOR TO COMPLETION OF THE PROJECT. 

R.O.W..  TREES, SHRUBS, OR MULTI-TRUNKED TREES THAT DIE DURING CONSTRUCTION 

REMOVE ALL DEAD TREES, DEAD BRUSH, AND DEAD MULTI-TRUNKED TREES WITHIN THE 
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