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1. Introduction

Climate change is a current topic in public conversations. Climate change relates to transportation in two ways:
first, transportation-related greenhouse gases (GHG) emissions may contribute to climate change, and second,
the changing climate has the potential to affect the transportation system (White House 2021b). As a result,
members of the public are frequently interested in understanding how the Texas Department of Transportation
(TxDOT) is responding to the changing climate and how activities may contribute to climate change. TxDOT has
prepared this report to assess project-level GHG emissions and climate change impacts for a proposed |-35
Capital Express-Central Project in the Austin District.

On January 27, 2021, the President signed Executive Order 14008 Tackling the Climate Crisis at Home and
Abroad to establish a government-wide approach to the climate crisis by reducing greenhouse gas emissions
and a policy to increase climate resilience (White House 2021). In January 2021, Executive Order 13990
Protecting Public Health and the Environment and Restoring Science to Tackle Climate Change (White House
2021a), directed White House Council on Environmental Quality (CEQ) to update its 2016 guidance and
rescind its draft 2019 guidance. CEQ’s updated guidance is pending.

This report includes: 1) an overview of GHGs and climate change, 2) a project-level GHG analysis, 3) a
proposed project-level assessment of climate change, 4) resiliency risk assessment, 5) incomplete or
unavailable information for specific climate change impacts, and 6) results and conclusions. A summary of key
project-level or TxDOT program-level strategies for addressing the impacts of a changing climate is also
disclosed. TxDOT'’s goal is to provide information regarding climate change and GHG emissions to the public
and to provide information for consideration during the environmental analysis of the proposed project.

1.1. Project Description

The TxDOT Austin District is proposing improvements to Interstate 35 (I-35) from US Highway 290 East (US
290E) to State Highway 71 (SH 71)/Ben White Boulevard (CSJ: 0015-13-388), a distance of approximately 8
miles (Figure 1-1). The proposed improvements include the removal of the existing 1-35 decks from Airport
Boulevard to MLK Jr. Boulevard, lowering the roadway, and adding two high-occupancy vehicle (HOV) managed
lanes in each direction. The project will also reconstruct east-west cross street bridges, add shared-use paths
(SUP), bus rapid transit (BRT), and make additional safety and mobility improvements within the project limits.
See the Draft Environmental Impact Statement — Chapter 2 for a complete description of the proposed project
alternatives.

1.2. Principal Modeling Tools and Data Sources Used in the Analysis

Various climate, meteorological, and hydrological modeling tools and data sources were used in this project-
level analysis of GHG emissions and climate change. Table 1-1 provides a summary. Additional details on the
use of these tools and data sources are described in the relevant sections of this report.




Figure 1-1: Project General Location Map
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Table 1-1: Summary of Modeling Tools and Data Sources

Existing
Precipitation
and
Temperature
Data

Temperature
Projections
and
Temperature
Extremes

Precipitation
Projections
and
Precipitation
UCINES

Wildfire

Drought and
Number of
Dry Days

Project
Construction
and Operation
Information

Used for identifying trends for historical
precipitation and minimum and maximum
temperatures in Travis County.

Used for analyzing predicted changes in
temperature to assess the potential for
impacts in Travis County.

Used for analyzing predicted changes in
precipitation to assess the potential for
impacts in Travis County.

Used for analyzing the predicted changes
in areas burned to assess potential for
impacts near the I-35 project site.

Used for analyzing the predicted number
of dry days and the drought severity index
in Travis County

Used in the Federal Highway
Administration (FHWA) Infrastructure
Carbon Estimator Model (version 2.1.3).

U.S. Global Change Research Program
2014 and 2018

USGS National Climate Change Viewer
2022

U.S. Global Change Research Program
2014 and 2018

USGS National Climate Change Viewer
2022

U.S. Global Change Research Program
2014 and 2018

USGS National Climate change Viewer
2022

U.S. Department of Agriculture MC1
Dynamic Vegetation Model

U.S. Global Change Research Program
2014 and 2018

USGS National Climate Change Viewer
2022

I-35 Capital Express Central Project Team
2022

2. Overview of GHG Emissions and Climate Change

2.1. Description of GHG Emissions

GHGs include both naturally occurring and anthropogenic gases, such as carbon dioxide (CO2), methane (CHa),
nitrous oxide (N20), hydro-chlorofluorocarbons, perfluorocarbons, and sulfur hexafluoride (SFs). The
accumulation of GHGs in the atmosphere influences the long-term range of average atmospheric temperatures
(EPA 2022¢). These gases trap the energy from the sun and help maintain the temperature of the Earth’s
surface, creating a process known as the greenhouse effect.

The effect each GHG has on global warming is a combination of the amount of their emissions and their global
warming potential (GWP). GWP is a measure of how much energy the emissions of 1 ton of a gas will absorb
over a given period of time, relative to the emissions of 1 ton of CO2. The larger the GWP, the more a given gas
warms the earth compared to CO2 over that time period. CH4 and N20 have substantially higher GWPs than
CO2. GHG emissions are typically presented in terms of metric tons of carbon dioxide equivalent (CO2E), which
are calculated as the product of the mass emitted of a given GHG and its specific GWP.




The most important GHG in human contributions is CO2. While many gases have higher GWP than the naturally
occurring GHGs, CO:z is emitted in higher quantities and accounts for 80% of all GHGs emitted by the U.S. (EPA
2021a). GHGs can be attributed to the combustion of fossil fuels, such as the burning of coal and oil to
generate electricity, power vehicles, or heat/cool buildings (IPCC 2021). CO2 concentrations in the atmosphere
have reached a high of 410 parts per million (ppm) in 2019 (IPCC 2021). Carbon dioxide cycles between the
atmosphere, oceans and land biosphere. Its removal from the atmosphere involves a range of processes with
different time scales. About 50% of a CO2 increase will be removed from the atmosphere within 30 years, and
a further 30% will be removed within a few centuries (IPCC 2018). The remaining 20% may stay in the
atmosphere for thousands of years (IPCC 2018).

Concentrations of methane (CH4), the second most prominent GHG, have also increased due to human
activities such as rice production, the degradation of waste in landfills, cattle farming, and natural gas mining.
In 2019, the atmospheric level of CH4 was more than double the preindustrial level, up to 1,866 parts per
billion (ppb) (IPCC 2021). CH4 has a relatively short atmospheric lifespan of only 12 years, but it has a higher
GWP potential than COo.

N20 concentrations in the atmosphere rarely exceeded 280 ppb over the past 800,000 years. Levels have
risen since the 1920s and reaching a new high of 332 ppb in 2019, primarily due to agricultural practices
(IPCC 2021). N20 has a 120-year atmospheric lifespan, meaning that, in addition to its relatively high GWP, its
influence is long lasting, increasing its role in global warming.

SFs concentrations in the atmosphere have reached a high of 10 parts per trillion (ppt) in 2019 (IPCC 2021).
SFs, used in the electrical industry, and refrigerants, such as hydrofluorocarbons and perfluorinated
compounds, are present in the atmosphere in relatively small concentrations but are very stable, with
atmospheric lifetimes of 3,200 years, making them potent GHGs (EPA 2021b).

GHGs differ from other regulated air pollutants in that GHG emissions in the atmosphere do not directly cause
adverse human health effects. Rather, the environmental effects of GHG emissions result from changes in
global temperatures and climate, which in turn can have indirect effects on the environment, infrastructure,
and human health. Appendices provides additional detail regarding the methodologies, data, and assumptions
used for this GHG analysis and climate change assessment.

2.2.GHG Emission Inventories

In the U.S., fossil fuel combustion for electricity, heating, and transportation is the largest source of GHG
emissions from human activities. The U.S. transportation sector is the largest source of GHG emissions (EPA
2022a). U.S. Environmental Protection Agency’s (EPA) 1990-2019 GHG inventory indicates that U.S. GHG
emissions were 6,558 million metric tons (MMT) CO2E in 2019, down 1.7% from 2018 but up 1.8% from 1990
levels. Of these, 80% were CO2, 10% were CH4, and 7% were N20; the balance consisted of fluorinated gases.
The transportation sector accounted for 27% of U.S. GHG emissions in 2020 (EPA 2022a).

Based on information released annually by the U.S. Energy Information Administration (EIA), Texas state-wide
CO2 emissions from fossil fuel consumption totaled 683.2 MMT CO2E in 2019. The industrial sector was the
top contributor to the reported statewide emissions, accounting for 34.6% of the total CO2 emissions from
fossil fuel use, followed by transportation (33.4%) and electric power generation (27.9%) (EIA 2022).

In a 2018 TxDOT study of statewide on-road GHG emissions, on-road and fuel-cycle CO2E emissions in Texas
were estimated to be 171 MMT per year in 2010. By 2040, emissions were estimated to be 168 MMT.
Emissions were predicted to peak in 2017 at 176.6 MMT and reach a low in 2032 at 161.1 MMT. The peak




emission reductions were predicted to be achieved by 2032 as later model-year vehicles increasingly enter the
Texas fleet, and older vehicles are phased out. In this situation, the improvements in vehicle technology would
reduce emissions more than future increases in vehicle miles traveled (VMT) would increase them. After
2012-2025 model-year vehicles have saturated the fleet, the CO2E emissions would rise as VMT increases.
Future changes to regulations, market penetration for new vehicles, fuel technology advances, electric
vehicles, economics, and personal decisions regarding travel options could substantially affect future CO2E
emission estimates (TxDOT 2018).

2.3. Description of Climate Change for the U.S.

According to studies completed by U.S. Global Change Research Program (USGCRP), annual average
temperatures have increased by 1.8°F across the contiguous United States since the beginning of the 20th
century [1901] (USGCRP 2018). With climate change, heatwaves across the country are predicted to become
more intense, while cold waves are predicted to become less intense. Climate change is also predicted to shift
precipitation patterns. Precipitation in the U.S. has increased since 1900 while the number of extreme
precipitation events has also increased (USGCRP 2017). USGCRP anticipates release of an updated national
climate assessment in 2023.

2.4. Description of Climate Change

Climate change can be described by any substantial change in the climate over an extended period of time
(EPA 2017). Although the Earth has gone through many natural changes in climate over time, concentrations
of GHGs have increased by about 50% since the industrial revolution in the 1700s (USGCRP 2017; IPCC
2021). Changes in atmospheric GHG concentrations are resulting in rising global temperatures and global
climate change, as indicated by observed changes in precipitation patterns, extreme weather events, drought,
fire, flooding, and sea-level rise (IPCC 2021).

Figure 2-1 provides a diagram of the climate system. GHGs were named for their ability to trap heat (energy)
like a greenhouse in the lower part of the atmosphere. Atmospheric GHGs, including water vapor, CO2, CHa,
N20, and other gases, trap some of the outgoing net radiation from the Earth causing global temperatures to
rise.

Increasing global temperatures can cause changes in precipitation patterns, sea level rise, and extreme
weather events. (USGCRP 2018). For example, increased temperatures can increase melting of glaciers and
snow in the artic causing the sea level to rise. Global sea level rises have increased by approximately 7 to 8
inches since 1900 and are predicted to increase 1 to 4 feet by the end of the century (Wuebbles et al. 2017).
Predicted impacts of increased sea level rise include coastal flooding, decreased water quality, and inundation
of deltas.

Globally, transportation contributes to 14% of the global GHG emissions (EPA 2022b). GHG emissions from
(transportation) sector primarily involve fossil fuels burned for road, rail, air, and marine transportation. Aimost
all (95%) of the world's transportation energy comes from petroleum-based fuels, largely gasoline and diesel.
(EPA 2022b).




Figure 2-1: Schematic View of the Components of the Climate System,
Their Processes and Interactions
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2.5. Description of Climate Change for Texas

The climate of Texas is generally characterized by hot summers and mild to cool winters. In reference to
climate change, temperatures in Texas have increased almost 1.5°F (0.83°C) since the beginning of the 20th
century. In 2011, Texas experienced the warmest summer on record and had the highest recorded number of
days that were greater than 100 °F (NOAA 2022a).

Increases in temperatures can cause the state of Texas to experience longer and more frequent droughts.
Higher temperatures can increase evapotranspiration rates and can result in greater water demand for the
State. Increasing water demand can add additional stress on water supply sources and may decrease water
supply reliability, particularly under drought conditions. In terms of precipitation, average changes in
precipitation across the state remain uncertain. However, increases in extreme precipitation events such as
tropical storms are likely to increase (NOAA 2022a). Between 1900 and 2020, Texas endured more than 85
tropical storms and hurricanes or about 3 storms every 4 years. Since 2000, Texas has been impacted by 19
named storms of which 8 were hurricanes (Runkle et al. 2022). Recent storms have more intensity and rainfall
but is not currently known if this is a long-term trend (EPA 2016). For example, in 2017, Hurricane Harvey
alone caused $125 billion in damages in Texas (Amadeo 2019).

Climate models are used to project how the climate will change in the future. These models produce climate
change projections that are framed as potential futures or scientifically-based scenarios that reflect specific




probabilities. The climate change projections used in this analysis were based on Representative
Concentration Pathways (RCPs). RCPs are GHG concentration trajectories used for climate modeling and
research and are based on assumptions relating to the level of GHG emissions now and into the future. The
high and low CO2E concentration RCP options were chosen for the TxDOT analysis. RCP8.5 (high emissions
estimated to be approximately 1,370 parts per million [ppm] CO2E in 2100) is a business as usual case with
little to no additional worldwide GHG control measures. RCP4.5 (low emissions estimated to be approximately
650 ppm CO2E in 2100) refers to a high level of GHG controls recommended to keep temperature rise below
2°Cin 2100.

Figure 2-2 depicts the observed and predicted changes for temperature in Texas. The observed data is from
1900 to 2020 while the predicted changes from 2006 to 2100 are based on simulations under RCP4.5 (lower
emissions) and RCP8.5 (higher emissions) scenarios. From the observed data (orange line) the temperatures
in Texas have increased approximately 1.5 °F since the beginning of the 20th century (Runkle et al. 2022).

Figure 2-2: Observed and Predicted Temperature Change
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Due to the State’s location on the Gulf of Mexico and climate of high dry summers, Texas has been considered
one of the most vulnerable states to experience the impacts of climate change on the natural and built
environments (Nielsen-Gammon, et al. 2020).




3. Project-Level GHG Analysis

3.1. GHG Emissions

Lifecycle GHG emissions associated with the proposed project construction and operation were quantified as a
proxy to evaluate the potential contributions to global GHG emissions and to assess potential impacts to the
environment. The lifecycle GHG emissions estimated for each of the proposed project alternatives include
emissions associated with materials and fuel (upstream and transportation-related emissions), construction
activities, infrastructure operations and maintenance (O&M), and vehicle travel. This section provides a
summary of the GHG emission analysis approach and the results. Details of the GHG emission estimation,
assumptions, and results are provided in Appendix A.

3.1.1.GHG Emission Calculation Methodology

GHG emissions for the proposed project alternatives were estimated using FHWA'’s Infrastructure Carbon
Estimator (ICE), version 2.1.3 (FHWA 2020). The ICE 2.1.3 was developed by FHWA to estimate the lifecycle
energy and GHG emissions from transportation infrastructure construction, maintenance, and operation. Five
categories of GHG emissions from each proposed project alternative were modeled:

e Material: Includes the upstream emissions associated with materials extraction, production, chemical
reaction, and raw material transportation.

e Transportation: Includes upstream emissions associated with the fuel used in transportation of
materials to site.

e  Construction: Includes the emissions from energy and fuel used in construction equipment.

e 0&M: Includes the emissions from routine maintenance of the infrastructure, such as vegetation
management, roadway repair and rehabilitation, and other routine maintenance.

e Usage: Includes emissions from vehicle operation on roadways, including vehicle travel delay during
construction.

GHG emissions for the proposed project alternatives (i.e., the No Build Alternative, Alternative 2, and Modified
Alternative 3) were modeled based on construction and operation, including the following infrastructure types:

e Bridges and Overpasses - new and reconstructed bridges and overpasses.
e Bus Rapid Transit

e Culverts

e Lighting

e Pathways

e Roadways

e Signage

e Vehicle Operations

ICE 2.1.3 inputs for each of the infrastructure types listed above were provided by I-35 Capital Express Central
Project Team based on anticipated project construction activities, with adjustments to the model for the




numbers and lengths of bridges and overpasses. The bridge and overpass module in ICE 2.1.3 applies to
structures shorter than 1,000 feet, because longer bridges may be characterized by different material and
energy intensities than those used to develop the prototypes in the ICE 2.1.3. Several of the
bridges/overpasses under Alternative 2 and Modified Alternative 3 would have lengths greater than 1,000
feet. To capture the additional GHG emissions associated with the longer bridges/overpasses, the number of
bridges/overpasses longer than 1,000 feet were adjusted based on the ratio of their bridge lengths to 1,000
feet. For example, a 2,000 feet long bridge was modeled as two bridges in the ICE 2.1.3. However, this
approach does not account for the differences of materials and energy intensities between the ICE 2.1.3
prototypes and the longer bridges. The adjustment can be further refined in future study when additional
bridge construction information becomes available. Construction information for each infrastructure type is
provided in Appendix A.

Various construction and vehicle operation information used in the ICE 2.1.3 for each alternative are in VMT,
as shown in Table 3-1.




Table 3-1: Project Construction and Vehicle Operation Information by Alternative

No Build Modified Alternative
Model Inputs Alternative Alternative 2 3
Bus Rapid Transit (lane miles) 0 40.3 36.7
Bicycle and Pedestrian Paths (miles) 0 17.7 19.3

Culverts (#) 0 14 14
Single-Span Bridge (#) 0 6 5
Two-Span Bridge (#) 0 13 11

Multi-Span Bridge (# over land) 0 42 61
Multi-Span Bridge (# over water) 0 1 1

Average Number of LED Lights per Roadway

Mile 0 48 48
(11500-1400 lumen 0 53 53
21000-28000 lumen 0 42 42
21000-28000 lumen w/ 8-ft arm)
Average Number of Signs per Roadway Mile
(0] 1623 1469
(Small o 59 53
Medium 0 206 186

Large)

2,011,900 2,034,600 2,035,600
2,259,500 2,288,700 2,292,300
2,507,000 2,542,700 2,551,000

NOTE: VMT in the table are for normal operations. VMT values as affected by proposed project construction are provided

in Appendix A.

The time frame for annualization of GHG emissions is 20 years to be consistent with the proposed project
operation between the 2030 opening year and 2050 design year. The modeled lifecycle GHG emissions are
presented in units of MT CO2E, which are calculated as the summed product of the mass of a given GHGs and
their GWPs. The ICE 2.1.3 uses the 100-year GWP values from the IPCC Fourth Assessment Report (IPCC
2007), specifically:

e (CO21
e CHa: 25

e N20: 298




3.1.2. Project GHG Emissions Results

The estimated total lifecycle GHG emissions and the annualized GHG emissions by emission category for each
proposed project alternative are summarized in Table 3-2. Project level emissions are measured in metric tons
(MT) CO2E verse the statewide emissions in MMT CO2E (one million times one MT). For information and
comparison purposes, the GHG emissions for vehicle operations under 2018 existing conditions were
estimated. The 2018 GHG emissions were 373,344 MT CO2E, estimated by multiplying the 2018 VMT on the
existing roadways by the 2018 vehicle emission factors from ICE 2.1.3.

Table 3-2: Total Lifecycle and Annualized GHG Emissions by Emission Category by Alternative

No Build Alternative Alternative 2 Modified Alternative 3

e Total Annualized Total Annualized Total Annualized

i MT CO2E MT CO2E/year MT CO2E MT CO2E/year MT CO2E MT CO2E/year

gory

O O

0 0 10,135 507 13,576 679

O

18,606 930 56,358 2,818 54,008 2,700
Usage (VMT) 7,374,840 368,742 7,838,340 391,917 7,851,675 392,584

7,393,446 369,672

NOTE: Annualized GHG emissions were calculated by dividing the total lifecycle GHG emissions by 20 years.

227,668 11,383 383,895 19,195

0 76,456 3,823 108,066 5,403

8,208,956 410,448 8,411,220 420,561

The VMT estimated for both build alternatives are slightly higher than that for the No Build Alternative because
the additional capacity increases the efficiency of the roadway and attracts rerouted trips from elsewhere in
the transportation network. As shown in Table 3-2, vehicle operation emissions, i.e., emissions from vehicle
travel on the roadways in the proposed project area, are the predominant source of GHG emissions estimated
for each alternative. Vehicle operation emissions accounted for over 99 percent of total GHG emissions
estimated for the No Build Alternative, 95 percent for Alternative 2, and 93 percent for Modified Alternative 3.

GHG emissions by the infrastructure type and by material types are summarized in Table 3-3 and Table 3-4,
respectively.




Table 3-3: Total Lifecycle and Annualized GHG Emissions by Infrastructure Type by Alternative

No Build Alternative Alternative 2 Modified Alternative 3

Annualized
Infrastructure Total MT Total Annualized Total Annualized
Type MT CO2E CO2E/year MT CO2E MT CO2E/year MT CO2E MT CO2E/year
Bridges/Overpas 0
ses
Bus Rapid 0 0 19,336 967 17,616 881
Transit
0 0 12,731 637 12,731 637
Lighting 0 0 11,689 584 11,689 584
18,606 930 111,448 5,572 105,173 5,259
0 0 12,628 631 11,403 570
Vehicle
. 7,374,840 368,742 7,838,340 391,917 7,851,675 392,584
Operations

NOTE: Annualized GHG emissions were calculated by dividing the total lifecycle GHG emissions by 20 years.

201,914

399,984

8,411,220




Table 3-4: Total Lifecycle and Annualized GHG Emissions by Material Type by Alternative

No Build Alternative Alternative 2 Modified Alternative 3
Material Type

Annualized Annualized Annualized
Total MT Total MT Total MT
MT CO2E CO2E/year MT CO2E CO2E/year MT CO2E CO2E/year
Aggregate 0

Bitumen (Asphalt
Binder

8,751 11,814
0 0 8,333 417 7,811 391

)
Cement 0 0 141,556 7,078 253,766 12,688

0 0 67,429 3,371 108,937 5,447

0 0 10,135 507 13,576 679

0 0 76,456 3,823 108,066 5,403

0 0 10,886 544 10,886 544

2,415 121 6,319 316 6,019 301

16,191 810 39,154 1,958 37,103 1,855
Rehabilitation

Vehicle Fuel Usage
(Operation VMT)

7,393,446 369,672 8,208,956 410,448 8,411,220 420,561

NOTE: Annualized GHG emissions were calculated by dividing the total lifecycle GHG emissions by 20 years.

7,374,840 368,742 7,838,340 391,917 7,851,675 392,584




As shown previously, emissions from vehicle travel on the roadways in the proposed project area are the
predominant source of GHG emissions estimated for each project alternative. For GHG emissions from
constructing the proposed project infrastructure elements, top are bridges/overpasses, roadways, and vehicle
operations as shown in Table 3-3. Top contributors of GHG emissions in terms of construction materials are
cement, steel, and construction fuel use (Table 3-4).

Even though both build alternatives would have higher estimated GHG emissions than the No Build Alternative,
Alternative 2 and Modified Alternative 3 have greater potential for mode shift (increase transit with BRTs and
active transportation options with SUP), while there is no expanded mode shift with the No Build. Increased
mode shift away from single occupant vehicles would reduce emissions more than the above estimates, but
mode shift cannot be accurately quantified at this time. GHG emissions for all of the alternatives in future
years would potential be lower due to future technology improvements (fleet electrification), and future vehicle
emission standards. In addition, the major changes in mode shift, such as we saw during the pandemic,
cannot at this time be accurately reflected in the future years traffic forecast, so if more individuals choose
transit or work from home options, GHG emissions will be lower in the future years.

Construction emissions were estimated based on preliminary proposed project information and broad national
assumptions provided by FHWA ICE 2.1.3. Details regarding construction materials and equipment are typically
determined post- National Environmental Policy Act (NEPA) during the design or construction stage. Therefore,

construction emissions may be slightly under or overestimated based on the information available.

Default vehicle speed information was used in the ICE 2.1.3 modeling due to the lack of project-specific speed
information. Traffic congestion results in lower average travel speed and increased idle time, which increases
vehicle fuel usage. Therefore, the emissions benefits associated with less traffic congestion and improved
travel speeds under Alternative 2 and Modified Alternative 3, as compared to the No Build Alternative, may not
be reflected in the GHG emission results.

3.1.3.Discussion

GHGs are different from other air pollutants evaluated in federal environmental reviews because their impacts
are not localized or regional. GHG impacts are cumulative, global impacts. Each proposed project or emission
source may make a relatively small contribution to global atmospheric GHG concentrations. In addition, from a
guantitative perspective, fluctuations in global climate are the cumulative result of numerous and varied
parameters. Therefore, it is not meaningful or useful to attempt to translate those relatively small GHG
emission differences into climate outcomes (for example, temperature changes, drought/flooding severity).
Currently, there is no scientific methodology for attributing specific climatological changes to emissions from a
particular transportation project.

Neither the EPA nor the FHWA has issued explicit guidance or methods to conduct project-level GHG analysis.
FHWA emphasizes concepts of resilience and sustainability in highway planning, project development, design,
0&M (FHWA 2022). The CEQ historically recommends the use of GHG emissions rates as a proxy for potential
climate change impacts because there is no scientifically supported method to quantitatively assess or assign
the nominal emissions from typical NEPA projects to any specific global climate impact (CEQ 2016 - Pages 4
and 10 discuss using GHG emissions as a proxy for climate change).

Future changes to regulations, technological advances that alter the transportation system, vehicles, and/or
fuels, combined with acts of nature (e.g., pandemics), societal changes, market forces, economics, and
personal decisions could alter where and how people live, work, or travel, which will further affect global GHG
emissions in ways that cannot be accurately accounted for at this time. Nonetheless, the GHG emission
reduction measures described in Section 3.2, represent the current best available federal, state, and practical




project-level measures that may help reduce GHG emissions on an incremental basis and could contribute to a
long-term meaningful cumulative reduction when considered across the federal-aid highway program.

3.2. Strategies for GHG Emissions

Specific project build alternatives reduction strategies would include potential mode shift to transit and active
transportation. Alternative 2 would incorporate approximately 40.25 miles of BRT and 17.69 miles of
additional paths while Modified Alternative 3 includes 36.67 miles of BRT and 19.27 miles of additional paths.
Austin Climate Equity Plan (COA 2021) calls for an equitable 50 percent mode shift from single-occupancy
vehicles and the enhanced transit, biking, and walking. Both build alternatives have the greater mode shift
potential than the No Build Alternative.

Implementation of the following federal, state, and regional GHG reduction strategies would broadly reduce
transportation-related GHG emissions:

e Technological advances, including but not limited to those required by federal engine and fuel
standards under the Clean Air Act, transportation laws, and the Energy Act.

e  “Cash for Clunker” programs, such as those available through the Texas Emission Reduction Program
implemented by the Texas Commission on Environmental Quality.

o Traffic System Management, which improves the operational characteristics of the transportation
network (e.g., traffic light timing, pre-staged wrecker service to efficiently clear accidents, and/or
traveler information systems).

e Travel demand management, such as demand reduction and systems efficiency optimization, reduce
VMT and the associated GHG emissions (e.g., telework, transit, rideshare, high occupancy vehicle
lanes, scooters, and bicycle and pedestrian facilities).

Most on-road tailpipe emission reductions to date have been achieved through federal vehicle engine and fuel
standards and the associated technological advances in vehicle engines and fuels (FHWA 2013).

GHG mitigation measures are not specifically required under NEPA. However, the build alternatives would
provide emissions benefits through BRT and SUPs, reduced traffic congestion, improved roadway operational
efficiency, and more dependable and consistent routes for transit, emergency responders, motorists, and
bicycle and pedestrian movements throughout the corridor. Vehicles in the proposed project area would be
able to travel at faster speeds and use less travel time and fuel under the build alternatives. As a result,
implementation of the proposed project has a potential to reduce transportation-related GHG emissions
especially if there is a greater mode shift to transit and active transportation.

GHG emissions would be produced at different levels throughout the construction; their frequency and
occurrence can be reduced through plans and specifications, construction equipment modernization, and
better traffic management during the construction phase. Emission control measures such as limiting vehicle
idling time and keeping construction equipment in good operational condition would have the benefit of
reducing GHG emissions. These measures are part of TxXDOT programmatic approaches to avoid and minimize
environmental impacts. In addition, innovations such as longer pavement lives especially with the use of
concrete throughout the corridor, improved traffic management plans, and changes in materials can further
reduce project-level GHG emissions by allowing longer intervals between maintenance and rehabilitation
events.




4. Project-Level Assessment of Climate Change

This section provides a project-level assessment of the potential for climate change to result in impacts on the
proposed project. The assessment evaluates available information on the historic and projected climate
variables that might affect the proposed project area of the I-35 Capital Express Central Project, Austin, and
Travis County. In the Austin area, climate predictions indicate that the region will be warmer, drier, and subject
to periodic extreme weather events (COA 2018). Table 4-1 provides an overview of the evaluated climate
variables, their historical trends, and future projections. Appendix B provides additional detail regarding the
historic and future climate variables. After the discussion of the climate variables in the proposed project area,
the predicted risks of climate change impacts are described, as are programmatic and project-level enhanced
climate resiliency strategies that help to reduce potential impacts from the predicted risks.

The USGCRP National Climate Assessment (NCA) 2014 and USGS National Climate Change Viewer (NCCV)
were used for existing and future projections. TxDOT has not yet been able to obtain localized climate data for
the NCA 2018 report. The NCA 2014 data provided here looks at the relative change in climate variables
between current measurements and projected measurements. “Historical” data come from the 1971-2000
average for each variable, and these figures are compared to the 2041-2070 projected averages according to
both the RCP4.5 and RCP8.5 scenarios. These figures are up-to-date through December 2016. NCCV predicts
to the period of 2075-2099, from a base period of 1981-2010.

For transparency, several major sources of data limitations and uncertainty exist in climate projections and
those are discussed in Section 5.




Table 4-1: Projected Climate Change Impacts

Climate Variable Existing and Projected Changes

NCA?

NCA?

Temperature
NCCV 2

NCCV 2

NCA?
NCA?

NCCV 2
Drought NCCV 2

NCCV 2
NCCV 2

NCCV 2

NCCV 2
Monthly Runoff NCCV 2

Existing

Projected

Existing

Projected

Existing

Projected

Existing

Projected

Existing

Projected

Projected

Existing

Projected

99.4°F (37.4°C) temperature from historical “7 hottest
days” per year.

The range of additional hottest days per year is from 1.5
(RCP4.5) to 19.5 (RCP8.5).

79.8°F (26.5°C) annual mean maximum temperature.

4.4°F (2.5°C) [RCP4.5] to 8.4°F (4.7°C) [RCP8.5] change
in annual mean maximum temperature.
27.6 days for the number of consecutive dry days

1.5 days predicted increase in the number of consecutive
dry days for RCP4.5 and RCP8.5.

1.6 inches (4.2 cm) existing mean soil storage

0.2 inches (0.6 cm) [RCP4.5] to 0.6 inches (1.4 cm)
[RCP8.5], predicted change in annual mean soil storage.

1.7 inches (4.2 cm) in monthly evaporative deficit.

0.37 inches (0.94 cm) [RCP4.5] to 0.84 inches (2.13 cm)
[RCP8.5] predicted increase in annual mean evaporative
deficit per month

Less than 1 day decrease or increase (ranging from 0.27to
0.48 days) in the number of wet days per year between
RCP4.5 and RCP8.5

0.34 inches (0.76¢cm) per month in mean runoff.

-0.01 inches (-0.03 cm) [RCP4.5] to -0.08 inches (0.20
cm) [RCP8.5] per month change (slightly less).

1: (USGCRP, 2014), projects climate data for the years 2041-2070. Texas county specific data was obtained from the

GIS tables from this report.

2: (USGS, 2021) NCCV - The climate projections used were 2075-2099 compared to 1981-2010. Travis County specific

data was used.

4.1. Climate change risk workshop

A climate change risk workshop was held on June 23, 2022, with participants from across environmental,
engineering and design disciplines. Following the presentation of the climate change risk concept, the
group discussed and described and how each factor may influence the major components of the I-35

Capital Express Central Project.

Following the workshop, the risk narratives were developed into a project-level climate change risk register
and assessment for the project Table 4-2. A second meeting was held across environmental, engineering
and design disciplines on July 19, 2022 before finalizing the risk register and assessment. Following Table
4-2 are the definitions for risk rankings and an explanation for each of the risk factor consequences. The
last column is the overall risk ranking.




Table 4-2: Climate Change Risk Register and Assessment by Climate Parameter

Climate
Parameters

Risk/Hazard
Description

Project
Component

Consequence/Impact

Programmatic and Enhanced Risk Controls

Life of Asset*

Likelihood

Consequence

Financial
Infrastructure

Safety and Health

Business
Interruption

Reputation

Environment

Managed Lanes . ' ' . ' N
1 and Mainlanes A drier climate can cause drier soils which can put addltu?nal Travel lanes reflect current engineering standards. 30-50 1 1 1 1 o 1 o
(concrete pressure on roadways. The pressure can affect roadways TXDOT's Pavement Management Information System and
pavement) structural integrity, decreasing the asset life. In addition, high Texas Maintenance Assessment Program include
temperatures can cause the expansion and cracking of roadway monitoring. reporting. and imolementing approoriate
Frontage Roads | aterials and potential maintenance costs. Therefore, monitoring . § reporting, implen g approp
and Cross L . maintenance action plans if required. No further controls
the roadway condition is important to ensure increased are needed 30-50 2 1 1 1 1 1 0
Streets (asphalt | omperatures do not affect the infrastructure. :
pavement)
A drier climate can cause drier soils which can put additional Bridge and overpass structures reflect current engineering
Drier soils, expansion, pressure on the bridges and overpasses. The pressure can affect ; S
Increased . . . , . . . . standards. Construction will utilize concrete for shorter
and cracking of Direct . the bridges' structural integrity, decreasing the asset life. In - .
Temperature . Bridges and o . - bridge spans and coated steel for longer bridge spans.
materials addition, high temperatures can cause the expansion of decks . . o ) i
2 Overpasses ; . : . : Biennial monitoring of the performance of bridge and 50-100 | 1 1 1 1 0 1 0
and spans, potentially causing cracking of the bridge materials
Structures . . o overpass structures along all lanes allows the
and potential maintenance costs. Therefore, monitoring the implementation of appropriate maintenance action plans
bridge and overpass condition is important to ensure increased if required. No further controls are needed
temperatures do not affect the structures. q ) ’
A drier climate can cause drier soils which can put additional Construction will utilize concrete for the SUPs, which is
Pedestrian and | Pressure on the SUPs. The pressure can affect the SUPs' more resilient than asphalt pavement. Monitoring the
3 Bicvcle Shared structural integrity, decreasing the asset life. In addition, high performance of SUPs are conducted in conjunction with 15-20 1 1 1 1 0 1 0
Jse Paths temperatures can cause the expansion and cracking of SUPs. | COA and facility users. Appropriate maintenance
Therefore, monitoring the SUPSs' condition is important to actions can be implemented if required.
ensure increased temperatures do not affect the infrastructure.
. . TxDOT's Highway Emergency Response Operator
Extreme heat can put car systems and engines atl risk of (HERO) pat?ol se):vice prgogra)rln ass[i)sts strarrl) ded
Managed Lanes, | damage. In addition, extreme heat can cause vehicles to motorists. Traffic management controls would be
4 Mainlanes, and | break down and possibly alter the car's battery, tire pressure, coordinatéd with local e? encies. and public information 30-50 2 1 0 2 0 1 0
Frontage Roads | or ability to start. Vehicle breakdowns can cause a safety risk sians would provide infogrmation, to mc?torists for
to vehicle occupants and other vehicles on the road. pr%longed ingidents Incident response
veiele Burabiiy et Extreme heat can put car systems and engines at risk of TxDOT's HERO patrol service program assists
_ . AN P y 9 . stranded motorists. Traffic management controls would
High Bridges and damage. In addition, extreme heat can cause vehicles to be coordinated with local agencies. and public
5 Temperature Overpasses break down and possibly alter the car's battery, tire pressure, information signs would progvide inf,ormat?on to motorists 50-100 | 2 1 0 2 0 1 0
Extremes Structures or ability to start. Vehicle breakdowns can cause a safety risk for prolonged incidents. Emergency management
to vehicle occupants and other vehicles on the road. ope?ationg would also Be utilizged a>s/, needegd
Extreme heat can cause heat shimmer and photochemical smog,
Managed Lanes reducing visibility and affecting the safety of road users. Smog is
Photochemical Smog, . . g " | avisible form of air pollution that can arise due to various Low due to existing EPA regulatory requirements. No
(] . Direct Mainlanes, and o . . 30-50 1 1 0 1 0 0 0
decreased visibility emissions including those from car exhaust. Smog and heat further controls needed.
Frontage Roads . S o -
shimmer reduce road visibility, resulting in potential road
incidents.
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Extreme heat can cause heat shimmer and photochemical smog,
. reducing visibility and affecting the safety of road users. Smog is
. Bridges and L . ; . : . .
Photochemical Smog, . a visible form of air pollution that can arise due to various Low due to existing EPA regulatory requirements. No
7 R Direct Overpasses o . - 50-100 | 1 1 0 1 0 0 0
decreased visibility emissions including those from car exhaust. Smog and heat further controls needed.
Structures . - o -
shimmer reduce road visibility, resulting in potential road
incidents.
Higher temperatures can cause local power networks to fail due
Managed Lanes, to mpreased demanq. As a result, temporar.y outgges can cause Traffic management controls would be coordinated with
. traffic controls and signals to lose power, disrupting traffic and ) .
8 Mainlanes, and - local agencies. Emergency management operations would 30-50 2 1 1 2 2 1 0
decreasing roadway safety. Temporary outrages can also cause e
Frontage Roads ) o : also be utilized as needed.
temporary traffic closures, traffic diversion, and the use of
manual traffic controls to facilitate vehicle movements.
Higher temperatures can cause local power networks to fail due
High Network power failure Bridges and to |npreased demanq. As a result, temporaljy outqges can cause Traffic management controls would be coordinated with
Temperature . traffic controls and signals to lose power, disrupting traffic and ) .
) due to excess Direct Overpasses - local agencies. Emergency management operations would | 50-100 | 2 1 1 2 2 1 0
Extremes decreasing roadway safety. Temporary outrages can also cause o
demands Structures ) o . also be utilized as needed.
temporary traffic closures, traffic diversion, and the use of
manual traffic controls to facilitate vehicle movements.
. . SUPs in the build alternatives are separate from the
Higher temperatures can cause local power networks to fail due . .
. > roadways wherever possible throughout the corridor to
Pedestrian and | to increased demand. As a result, temporary outages can cause - -, - . -
. ) . ; . ) provide additional safety to facility users. At intersections
10 Bicycle Shared | traffic controls and signals to lose power, disrupting traffic and - ) . 15-20 2 1 1 2 0 0 0
- . . . or other points of conflict, traffic management controls
Use Paths decreasing roadway safety at intersections for pedestrians and ) . ; .
C would be coordinated with local agencies during a network
bicyclists. .
power failure.
Public information campaigns may be utilized with
Pedestrian and | Extreme heat can affect users on the SUP, causing discomfort or potential risks to users. TxDOT and COA are taking public
11 Health effects Direct Bicycle Shared health effects. Extreme heat can cause dehydration, heat input on various aesthetics proposed for the project. 15-20 2 1 0 2 0 0 0
Use Paths exhaustion, and in severe cases, heat stroke. Aesthetics may include shade structures and vegetation
along with the SUPs.
Travel lanes reflect current engineering standards. Snow
and Ice Control Operations will facilitate treatments of
Low . . Managed Lanes, | Low-temperature events can decrease roadway safety by roadwz'ay surfaces and coordinate with IOC?' agencies.
Accumulation of winter . . ; L . - TxDOT's Pavement Management Information System and
B Temperature e Direct Mainlanes, and | reducing the pavement friction with a vehicle and can reduce the . . 30-50 1 2 1 2 2 1 1
precipitation . Texas Maintenance Assessment Program include
Extremes Frontage Roads | asset life. o : . ) .
monitoring, reporting, and implementing appropriate
maintenance actions if required. No further controls are
needed.




13

14

15

16

17

Climate
Parameters

Low
Temperature
Extremes

Risk/Hazard
Description

Accumulation of winter
precipitation

Direct

Project
Component

Bridges and
Overpasses
Structures

Consequence/Impact

Low-temperature events can decrease bridge and overpass safety
by reducing the pavement friction with a vehicle and can reduce
the asset life.

Programmatic and Enhanced Risk Controls

Bridge and overpass structures reflect current engineering

standards. Construction will utilize concrete for shorter
bridge spans and coated steel for longer bridge spans.
Snow and Ice Control Operations will facilitate treatments
of roadway surfaces and coordinate with local agencies.
Biennial monitoring of the performance of bridge and
overpass structures along all lanes allows the
implementation of appropriate maintenance actions if
required. No further controls are needed.
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50-100

Likelihood

Consequence

Financial
Infrastructure

Safety and Health

Business
Interruption

Reputation

Environment

Pedestrian and
Bicycle Shared
Use Paths

Low-temperature events can decrease SUP safety by reducing the
pavement friction with pedestrians or bicycles and can reduce the
asset life.

Construction will utilize concrete for the SUPs, which is
more resilient than asphalt pavement. Monitoring the
performance of SUPs are conducted in conjunction with
COA and facility users. Appropriate maintenance actions
can be implemented if required.

15-20

Extreme
Precipitation
Events

Flooding

Direct

Managed Lanes,
Mainlanes, and
Frontage Roads

Flooding can exceed the roadway's drainage capacity, causing
lanes to be shut down or road closures and the use of alternative
routes. Decreased lanes or closures can increase traffic and
increase the possibility of reduced roadway safety.

Traffic management controls and public information
campaign could be utilized. The project will utilize updated
NOAA Atlas 14 criteria for storm events. Travel lanes
reflect current engineering standards, including using a
50-yr design event for depressed roadways. In addition, a
pump station is proposed for the build alternatives for
extreme storm events. Providing relief to the Boggy Creek
watershed and not increasing flow into the Waller Creek
waterway are proposed for the build alternatives. Have
known detour routes and coordination with local agencies.
Emergency management operations would also be utilized
as needed.

30-50

Bridges and
Overpasses
Structures

Flooding can exceed the roadway's bridges, causing roadway
closure and the use of alternative routes. In addition, bridge
closure would increase traffic can increase reduce roadway
safety.

Traffic management controls and public information
campaigns could be utilized. The project will use updated
NOAA Atlas 14 criteria for storm events. Bridges over
waterways will be designed to allow the 50-yr design event
volume to pass under the structure with an added
freeboard height (safety factor). Overpasses and bridges
are designed to reflect current engineering standards.
Emergency management operations would also be utilized
as needed, have known detour routes, and coordinate with
local agencies.

50-100

Pedestrian and
Bicycle Shared
Use Paths

Flooding can exceed the drainage capacity of the SUP, causing
the SUP to be shut down. Other facilities, sidewalks, roadways,
and SUP should be used when this occurs.

Construction will utilize concrete for the SUPs, which is
more resilient to flooding than asphalt pavement.
Coordinate with local agencies and known detour routes
would be used during occurrences of flooding.

15-20




Consequence

=
* () S
Climat Risk/Hazard Project 8 3 5 3 & 4255 5
im i zar ( . . Qo = =
ate s¥/naza ojec Consequence/Impact Programmatic and Enhanced Risk Controls ﬁ 2 © S = 0B 5 S
Parameters Description Component e = § B 5 52 5 §
o c (2} = @=L =
g I & & g agge 2
| [ Y— — Ll
= ©
(72]
Engineering standards include increasing cross slope at
various intervals to manage sheet flow depth. In addition,
Extreme precipitation events can decrease roadway safety by the storm drainage system is designed to limit ponding
Managed Lanes, . o - o o ; )
. reducing visibility and durability of the roadways. In addition, and maintain operations. TxDOT's Pavement Management
18 Mainlanes, and ) . . . . 30-50 2 1 1 1 0 0 0
Frontage Roads water sheeting on the roadways can cause expansion or cracking | Information System and Texas Maintenance Assessment
of the roadway structure, reducing the asset life. Program include monitoring, reporting, and implementing
appropriate maintenance action plans if required. No
further controls are needed.
Engineering standards include increasing cross slope at
Expansion and various intervals to manage sheet flow depth. In addition,
.p . . Extreme precipitation events can decrease roadway safety by the storm drainage system is designed to limit ponding
Extreme cracking of materials, Bridges and . L . o oo ; S -
. ) . reducing visibility and durability of the roadways. In addition, and maintain operations. Biennial monitoring of the
Wl Precipitation water sheeting on Direct Overpasses . . . . 50-100 | 2 1 1 1 0 0 0
. water sheeting on the roadways can cause expansion or cracking | performance of bridge and overpass structures along all
Events project component Structures . ; . . )
of the roadway structure, reducing the asset life. lanes allows the implementation of appropriate
surface . ) : .
maintenance actions if required. No further controls are
needed.
Construction will utilize concrete for the SUPs, which is
more resilient than asphalt pavement. SUPs in the build
. Decreased SUP safety, reduced durability. Extreme precipitation alternatives are separate from the roadways wherever
Pedestrian and ; . : . . N
- events can decrease SUP safety by reducing the durability of the possible throughout the corridor to provide additional
20 Bicycle Shared I : - oo 15-20 2 1 2 1 0 0 1
Use Paths SUP. Extreme precipitation events can cause the expansion or safety to facility users. Monitoring the performance of
cracking of the SUP structure, reducing the asset life. SUPs are conducted in conjunction with COA and facility
users. Appropriate maintenance actions can be
implemented if required.
Travel lanes reflect current engineering standards.
Construction will utilize concrete for the managed and
Manasged Lanes mainlanes, which is more resilient than asphalt
. g " | Increased CO2 can reduce the durability of concrete pavement, pavement. TxDOT's Pavement Management
21 Mainlanes, and : . . . 30-50 1 1 1 0 0 0 0
reducing asset life. Information System and Texas Maintenance
Frontage Roads . o .
Assessment Program include monitoring, reporting, and
implementing appropriate maintenance actions if
required. No further controls are needed.
Increased CO2 | Durability of Structures Direct q
Bridge and overpass structures reflect current
engineering standards. Construction will utilize concrete
. for shorter bridge spans and coated steel for longer
Bridges and o . brid Bi ial itori fth f f
29 Overpasses Increased CO2 can reduce the durability of concrete bridge and ridge spans. Biennial monitoring of the performance o 50-100 | 1 1 1 0 0 0 0
Structures overpass structures, reducing asset life. bridge and overpass structures along all lanes allows
the implementation of appropriate maintenance actions
if required. No further controls are needed.
Construction will utilize concrete for the SUPs, which is
Pedestrian and - more resilient than asphalt pavement. Monitoring the
pX Wl Increased CO2 | Durability of Structures Direct Bicycle Shared Increqsed 02 can reduce the durability of concrete SUPs, performance of SUPs are conducted in conjunction with 15-20 1 1 1 0 0 0 0
reducing asset life. - ) . :
Use Paths COA and facility users. Appropriate maintenance actions
can be implemented if required.




Climate
Parameters

P

o5 Wildfire

26

Risk/Hazard
Description

Project
Component

Managed Lanes,
Mainlanes, and
Frontage Roads

Consequence/Impact

Wildfires on or near roadways can decrease roadway safety if
users cannot escape wildfires blazes, or proximity to wildfires can
cause respiratory issues. Wildfires can also cause temporary
traffic closures and diversion, reducing roadway safety.

Programmatic and Enhanced Risk Controls

Travel lanes reflect current engineering standards.
Construction will utilize concrete for the managed and
mainlanes of the roadway, which is more resilient to fire
than asphalt pavement. Emergency management
operations would be utilized as needed and coordinated
with local agencies. Traffic management controls and
public information signs would inform motorists of
prolonged incidents and have detour routes. Wildfire risk
is unlikely due to the urban built environment of the
project area.

Consequence

Financial

©

o)
P o
§ o

<
S ©

=
QL 5
-

Infrastructure
Safety and Health

30-50 1 2 2 1

Business
Interruption

Reputation

Environment

Bridges and
Overpasses
Structures

Fire and Heat Damage Direct

Wildfires on or near roadways can decrease roadway safety if
users cannot escape wildfires blazes, or proximity to wildfires can
cause respiratory issues. Wildfires can also cause temporary
traffic closures and diversion, reducing roadway safety.

Bridges and overpasses reflect current engineering
standards. Construction will utilize concrete for shorter
bridge spans and coated steel for longer bridge spans,
which is resilient to fire. Emergency management
operations would be utilized as needed and coordinated
with local agencies. Traffic management controls and
public information signs would inform motorists of
prolonged incidents and have detour routes. Wildfire risk
is unlikely due to the urban built environment of the
project area.

50-100 | 1 2 2 1

Pedestrian and
Bicycle Shared
Use Paths

Wildfire could decrease SUP safety and reduce the durability of
the path. Wildfires along with the SUPs or in the area can cause
respiratory issues for users. In addition, a wildfire in the project
can cause extreme heat along with the SUP, reducing the asset
life.

Construction will utilize concrete for the SUPs, which is
more resilient to fire than asphalt pavement. Emergency
management operations would also be utilized as needed
and have known detour routes and coordination with local
agencies. Monitoring the performance of SUPs are
conducted in conjunction with COA and facility users.
Appropriate maintenance actions can be implemented if
required. Wildfire risk is unlikely due to the urban built
environment of the project area.

15-20 1 1 2 1

* Life of Asset can be extended (50-100+) with future capital improvements projects which would require a new NEPA document(s)

Consequence Description Consequence
Life of Asset Estimate of how long the component will remain in a useable condition. Value Impact Description
Likelihood Probability of the climate parameter or hazard occurring 1 Low Impacts do not directly or indirectly alter the infrastructure, SUP, or system function.
. . B - - - - Impacts cause localized direct or indirect impact to the infrastructure, SPU, or system function with
Financial Projected financial or economic costs to the component. 2 Moderate | .
- - - little to no permanent damage.
Infrastructure Evaluation of the impact to the infrastructure of the component. 3 Hish Impacts cause large, direct or indirect impacts to the infrastructure, SUP, or system function and may
Safety and Health Evaluation of the safety and health of the users of the component. g include permanent or substantial damage.
Business InterruptionEstimate of how businesses could be impacted/disrupted. 4 Impacts cause extensive, direct or indirect impacts to the infrastructure, SUP, or system function may
Reputation Evaluation of the operator/constructor’s reputation or reputation of the asset. -inCIUde substantial damage.

Environment Estimate of the effect the climate parameter and hazard will have on the environment.




4.2. Predicted Climate Change Impacts on the Proposed Project

From the risk analysis, no high or extreme risks were identified for the proposed project. All risks are predicted
to be low to medium with programmatic and enhanced risk controls strategies in place. The use of concrete
for the roadways, bridges and SUP allows the components to be more resilient to potential changes and
requires less maintenance therefore less impact to the facility users.

CAMPO Vulnerability and Risk Assessment — Onion Creek Parkway

In addition, a CAMPO study is consistent with the |-35 Capital Express Central Project Team analysis a change
in climate is not projected to have major impacts on transportation infrastructure.

CAMPO utilized the U.S. DOT Vulnerability Assessment Scoring Tool (VAST) to facilitate vulnerability
assessments for assets in the region (CAMPO, 2015a). The results of VAST is shown in the Figure 3-1.

Figure 3-1: Results from the VAST for CAMPO Vulnerability Study at Onion Creek Parkway
Risk Rating Matrix: I-35 at Onion Creek Parkway
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From the VAST risk assessment along the I-35 at Onion Creek Parkway, wildfire and icing are projected to have
the greatest risk along the 1-35. Drought, flooding, and extreme heat are expected to have minimal to no
impact along the 1-35. Although most stressors are not likely to cause significant impacts along the roadway,
road closures due to effects from the climate variables may disrupt traffic.




Table 4-3: Summary Table Results from the VAST Vulnerability Study occurring at Onion Creek

Parkway

Flooding Low
Drought N/A
Extreme Heat N/A

Wildfir
natire Moderate-High

Extreme Cold and Ice

Low-Moderate
CAMPO, 2015

4.3. Climate Resiliency Strategies

Flexibility is needed when developing strategies and programs to respond to a changing climate given the
uncertainty and variability in the range of climate projections. Resiliency is the ability to anticipate, prepare for,
and adapt to changing conditions and withstand, respond to, and recover rapidly from disruptions. Based on
the climate variables for a given project, adaptation and resiliency strategies may be considered during
planning, project development, final design, construction, emergency response, asset management, traffic
management, and/or operational and maintenance activities.

This section discusses TxDOT project and programmatic strategies to address resiliency to a changing climate
for the proposed project area. In Austin and Travis County those changes are generally, warmer temperatures,
greater drought conditions or greater number of dry days, and periodic extreme weather events.

Maintenance

Extreme heat, drought, or precipitation events may result in premature pavement failure. Pavement failure is
addressed in the TxXDOT Pavement Manual including both a routine monitoring system and a follow up
investigation by the TxDOT Premature Distress Investigation Team. TxDOT improves and refines pavement
designs to adapt to changing conditions. As needed, adjustments would be made to pavement binders and/or
base design and materials.

Emergency Management and Response

Traffic Management: when roads are impassable due to flooding and wildfires. Traffic management is used for
road closures and detours to maintain the safest movement possible through the transportation system
before, during, and post event. The road closures and detours are relayed via notification systems.

TxDOT statewide inclement weather and road condition notification system: is available at DriveTexas™ or by
phone at (800) 452-9292 and at: https://www.txdot.gov/driver/weather.html. Flash flooding is the leading
cause of weather-related deaths in Texas. If you encounter a flooded road, "Turn Around, Don't Drown." More
information on flooding is available at: https://www.txdot.gov/driver/weather/flash-floods.html. In addition,

roadway signs and a variety of social media notifications provide the latest information on closures and
detours.



file:///C:/Projects/GHG/Report/DriveTexas
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Communication strategies: before, during, and after the event are critical to carrying out large response efforts.
For example, the TxDOT DriveTexas.org website received more than 5,000,000 visits during and immediately
after Hurricane Harvey. The site includes real-time updates made by TxDOT staff in the field and provided the
most accurate information possible to emergency crews and the public regarding flooding, pavement damage,
and road closures. Advanced planning includes having teams to ensure that TxDOT's emergency radio
communications towers continue to function throughout emergencies.

Advance Preparation: Extreme weather may down traffic lights, cause flooding, damage roadway signs, or
cause asphalt to buckle, but most extreme weather impacts lead to disruptions in travel rather than chronic
damage to the pavement and other transportation structures. Advance preparation and practice along with
pre-deploying crews and equipment remain critical for TXDOT to quickly respond to and then recover from
extreme weather events.

Infrastructure Assessments are conducted after an event to determine needed clean up and repairs.

Design

The final project design process occurs after completion of the environmental process in accordance with
applicable design requirements. New infrastructure is designed to current industry standards.

TxDOT Stormwater Management: helps reduce the frequency and extent of downstream flooding, soil erosion,
sedimentation, and water pollution. Consistent with FHWA guidance, designs for stormwater management
seek to mitigate the potential effects of runoff rates and stormwater volumes using the latest available
information.

Hydraulics Transportation and Infrastructure: related designs typically consider 2-to 100-year event, the
overtopping event, and/or the 500-year event (FHWA 2016). Design manuals used by TxDOT include the TxDOT
2019 Hydraulic Design Manual; FHWA 2016 Hydraulic Engineering Circular 17: Highways in the River
Environment Floodplains, Extreme events, Risk, and Resilience; and FHWA 2013 Hydraulic Engineering
Circular 22: Urban Drainage Design Manual. Additional design information is available on the TxDOT Design
Division Hydrology/Hydraulics website. Additional design strategies that will be included:

Use of Best Available Data: TxDOT uses the National Oceanic and Atmospheric Administration (NOAA) National
Water Model that simulates observed and forecasted streamflow over the U.S. In Texas. The National Water
Model can be applied to forecast flow modeling at 27,000 bridges and 15,700 stream reaches and provide
rapid flood inundation mapping. Improved modeling and forecasting help roadway crews prioritize responses to
roadway sheeting, especially during extreme precipitation events as well as improve emergency responders’
ability to navigate safely into a flooded area to provide help where it is needed the most.

Precipitation frequency estimates published in NOAA Atlas 14 and the best available data from Federal
Emergency Management Agency allows TxDOT to evaluate changing storm frequency and flood event
designations with their associated probabilities of occurrence. The updated information and best available
data utilized by TxDOT to consider additional hazard and climate change considerations post-NEPA in the final
designs for transportation projects.

e Aesthetics may include shade structures and vegetation design (TxDOT and COA engaging the public
for aesthetic inputs)

e pump station is proposed for extreme storm events

e Plan transportation infrastructure to avoid potential climate-sensitive locations.
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e  Work in coordination with the city to improve resiliency and alleviate potential climate impacts on
storm water and transportation infrastructure by providing relief to the Boggy Creek watershed, and no
additional flow into the Waller Creek waterway

e Utilize transportation asset management and maintenance programs to ensure I-35 infrastructure
elements are monitored, remain in good condition, and repair and reconstruction needs are planned
as future investments.

o Evaluate the resiliency of I-35 detour routes to minimize distance traveled during potential road
closure events.

e Large stormwater tunnel is proposed beginning at the Colorado River, downstream from Longhorn
Dam

In summary, the flexibility and elasticity in TXDOT'’s transportation planning, design, emergency response,
maintenance, asset management, and O&M of the transportation system are intended to consider any number
of changing scenarios over time. TxDOT continues to monitor and update their programs and policies as
necessary.

5. Uncertainties and Limitations of GHG and Climate Change Studies

While this analysis has endeavored to use the best available data, the outcomes are inevitably affected by
limitations of that data and uncertainties that limit the accuracy of the tools used. This section describes key
limitations to this analysis based on information extracted from Transportation Research Board studies for
demographics and traffic and from the referenced climate change studies. Also discussed are overall
limitations in emissions modeling and climate forecasting tools to address policy changes that might occur
above and beyond current U.S. federal and state policy and regulations.

5.1. GHG Analysis Limitations

A level of uncertainty exists in the estimation of a transportation project’s impact on GHG emissions. This
uncertainty results from limitations in travel demand forecasting and emissions modeling tools. Travel demand
modeling is used to forecast traffic operations and diversions related to transportation projects based on fuel
use, traffic count data, local land use and plans, population and demographic forecasts and sources of traffic
generation (e.g., employment centers). Emissions modeling reflects the existing standards and regulations but
does not forecast for potential future changes to policy and regulations.

Uncertainty surrounds the travel choices, population and demographic futures, and other parameters that
serve as the foundation for travel demand forecasting. The estimation of travel speeds remains an important
step in the process, as emissions vary significantly by vehicle operation. Travel speeds are typically estimated
using statistical relationships accounting for traffic volume, roadway capacity, and free-flow speeds. In
addition, average, design, or posted speed is what is typically available for most projects, with only a few of the
largest projects having detailed speed data for a reasonably accurate congested and free-flow speed analysis.
These relationships may not fully represent the actual traffic conditions at specific locations in present or in
future projections. ICE 2.1.3 tool utilizes lifecycle vehicle emission and energy factors were derived from EPA’s
MOtor Vehicle Emission Simulator (MOVES2014b) model along with the Greenhouse gases, Regulated
Emissions, and Energy use in Transportation (GREET) model (DOE 2016). Although EPA’s MOVES emission




factor model provides the best available tool for conducting different types of transportation GHG analyses,
there is some uncertainty when federal or state defaults are used due to the lack of project-specific data.

Application of these rates does not fully consider detailed location-specific vehicle operations including
accelerations and decelerations, the variances by specific vehicle types by model year, and the variances by
different road conditions and function. Changes in the future fuel supplies, fuel costs and fuel characteristics,
and future regulations may dramatically change emissions in ways not accounted for by existing models and
tools. More specifically, current EPA and FHWA guidance for regulatory decision analysis do not account for
more recent market changes. An example of this would be the recent projections that new electric vehicle
sales may exceed 50% by 2040. (Bloomberg L.P. 2021).

Technological advances may transform societies in ways that cannot be accurately predicted today, just as cell
phones changed communication over the past 40 years and internal combustion engines changed horse,
buggy, bike, and rail travel in the early 1900s. Other factors can also influence communities and
transportation, a recent example of this is the COVID-19 pandemic and the corresponding change in travel
patterns from remote work options and people moving to different regions for affordability/quality of life
issues. It is not yet possible to accurately forecast how the pandemic might affect long-term transportation
trends.

The ICE tool includes many factors and assumptions, which are summarized in Section 4 of the FHWA
Infrastructure Carbon Estimator Version 2.1 Final Report and User’s Guide (FHWA 2020). The tool incorporates
estimates of the typical volumes of materials and amount of on-site construction activity associated with
building various types of facilities, such as an urban freeway, an at-grade rail line, or an off-street bike path.
The assumptions are based on data from a broad sample of activities. With a few exceptions related to
mitigation strategies, the tool does not analyze the impacts of any project elements that would be specified
post-NEPA during development of detailed design, engineering, and construction plans.

5.2. Climate Change Analysis Limitations

Climate change analysis and forecasting models are complex and incorporate many different assumptions.
Many models use past patterns to estimate future scenarios. However, projections for the future are not
always expected to follow the patterns of the past (IPCC 2021). Climate projections can be affected by the
limitations in the data and uncertainties can limit the accuracy of the projections. General limitations for
climate studies include natural variability and climate model uncertainty, human and scientific uncertainty, and
uncertainties associated with the climate tools used. Each of these limited is further explained below.

5.2.1. Natural Variability and Climate Model Uncertainty

Natural variability refers to the changes in climate parameters caused by the natural environment without any
changes caused by anthropogenic (human) influences. Natural variability can introduce uncertainties by
affecting the initial conditions used as baseline in the climate change models. For example, projections for
both temperature and precipitation variables may be subject to greater uncertainty because they can
significantly vary from year to year and may undergo significant changes within any given decade. Scientific
uncertainty refers to uncertainties in climate models associated with the parameters used and the state of
science at the time the model was used. For example, the model structure and parameters may change over
time, leading to uncertainties in future temperature and precipitation results or inconsistency with results from
future modeling.




5.2.2. Human and Scientific Uncertainty

Human uncertainty refers to uncertainties in projections for human-caused GHG emissions. Human decision
making is highly variable and can directly influence the quantity of GHG emissions emitted into the
atmosphere. To address this uncertainty, two scenarios were used in this report: RCP4.5 and RCP8.5.

RCP4.5 (low emissions scenario estimated to be approximately 650 ppm CO2E in 2100) refers to a
high level of GHG controls recommended to keep temperature rise below 2 °C in 2100. This scenario
assumes global carbon emissions peak and decline by the end of the century.

RCP8.5 (high emissions scenario estimated to be approximately 1,370 ppm CO2E in 2100) is a
business-as-usual case with little to no additional worldwide GHG control measures. This scenario
assumes that humans continue to have dependence on fossil fuels and increase carbon emissions
through the scenario.

Some limitations of the RCP4.5 and RCP8.5 models are that the scenarios reflect the societal choices over the
next century. Future RCP scenarios could change based on different economic, technologic, demographic, and
policies in the future. Although GHG emissions from human sources can vary greatly, assuming both the lower
and higher emissions scenarios can provide a reasonable range of results for climate change projections.

5.2.3. Climate Change Explorer Tool Uncertainty

The primary climate model used in this report is the NCCV. NCCV uses results that are generated by the
Coupled Model Intercomparison Project Phase 5 (CMIP5). Some general uncertainties and limitations of global
climate models include the following (Stouffer et. al. 2017):

the models use different equations to represent the Earth’s physical processes.
poor quantification of radiative forcing in climate models.

climate model simulations, when compared to observations, reveal a wide variety of errors on various
time and space scale.

On time scales of a decade or shorter, the influence of natural variability on the model climate tends
to be larger than the response to changes in radiative forcing (Hawkins and Sutton 2009), especially
at space scales smaller than hemispheric.

the RCPs are generalized emissions scenarios and not year-by-year forecasts of emissions, and
statistical downscaling method assumes that the future climate will behave similarly to the historical
climate in terms of atmospheric and oceanic circulation patterns, which may not be true at every
location.

calculating a single average value for climate variables for each county inevitably also introduces
error, in that the average cannot accurately represent every location in the county. The error for any
location depends on differences in the environment such as elevation and proximity to lakes, a coast,
or mountains.

Another source of uncertainty in the models is the lack of site-specific information. For example, the NCCV uses
data near the project site in Travis County instead data from the specific project location in Austin.




6. Climate Change Plans, Reports, Funds, and Policies

6.1. NOAA Assessment- Texas State Climate Summary

These NOAA State Climate Summaries were originally produced in response to a growing demand for state-
level information in the context of the Third National Climate Assessment (NCA) and subsequent sustained
activities. Each summary consists of a description of the historical climate conditions in the state, as well as
that of the climate conditions associated with future pathways of greenhouse gas emissions. (Runkle et al.
2022).

6.2. 2050 Statewide Transportation Report

The 2050 Statewide Transportation Report provides an evaluation of TXDOT transportation plan which
develops a 24-year, long range plan containing transportation goals and targets. The primary statewide goals
are to promote safety, preserve assets, optimize system performance, deliver the right projects, foster
stewardship, and focus on the customer (TxDOT 2022).

6.3. Texas Flood Infrastructure Fund

The Texas Flood Infrastructure Fund provides loans and grants for flood control, flood mitigation, and drainage
projects for Texas residents under Article Ill, Section 52 or Article XVI, Section 59 of the Texas Constitution. In
2019, Texas voters approved Proposition 8 which allowed for the Texas Flood Infrastructure Fund to also assist
in the flood planning design activities, obtaining necessary regulatory approvals, and construction of flood
projects (Texas Water Development Board 2020).

6.4. Texas Infrastructure Resiliency Fund

In 2019, Texas established the Texas Infrastructure Resiliency Fund which creates a fund for the purpose of
financing flood mitigation and protection projects (Office of the Comptroller - Texas 2022). The fund consists
of four separate accounts: (1) the federal matching account, (2) the floodplain management account, (3) the
floodplain implementation account, and (4) the Hurricane Harvey Account. The federal matching account
provides funding to at-risk communities to implement flood protection projects that can be eligible for partial
federal funding. The floodplain management account consists of $3 million insurance maintenance taxes that
can be used for flood planning, protection, mitigation, or adaptation projects (Office of the Comptroller - Texas
2022). The floodplain implementation account provides financing for projects in the state flood plan, while the
Hurricane Harvey Account provides money to the Department of Emergency Management to help with
Hurricane Harvey Projects.

6.5. TxDOT Statewide On-Road Greenhouse Gas Emissions Analysis and Climate Change
Assessment Technical Report

This report provides an analysis of: 1) available data regarding statewide greenhouse gas (GHG) emissions and
on-road and fuel cycle GHG emissions, 1 2) projected climate change for the state of Texas and 3) TxDOT'’s
current strategies and plans for addressing the changing climate. TxDOT’s goal is to provide reasonably
available information regarding climate change to the public and to provide information for consideration
during the environmental analysis of a project.




6.6. TXDOT Statewide Resilience Plan

TxDOT is developing the Statewide Resilience Plan. The plan will be focused on the vulnerability of
transportation infrastructure to possible disruptions (e.g climate, cyber, etc.) and incorporate adaptation and
resilience solutions.

6.7. FHWA Carbon Reduction Program

TxDOT is evaluating what is needed for the Infrastructure Investment and Jobs Act (IIJR) Carbon Reduction
Program, which provides funds for projects designed to reduce transportation emissions, defined as CO2
emissions from on-road highway sources.

6.8. National Electric Vehicle Infrastructure Program

TxDOT has developed a draft Texas Electric Vehicle Infrastructure Plan to distribute electric vehicle (EV)
charging station equitably throughout Texas. The Statewide EV plan for Texas is a multi-year plan to enable
current and future drivers of electric vehicles to confidently travel across the state for work, recreation, and
exploration. Plan includes distribution of funds to local MPOs which would support the Austin Climate Equity
Plan for electric vehicles.

6.9. Local Climate Assessments and Policy

6.9.1. Central Texas Extreme Weather and Climate Vulnerability Assessment of
Regional Transportation Infrastructure

The Central Texas Extreme Weather and Climate Vulnerability Assessment (CAMPO 2015a) provides
recommendations for the Central Texas region for climate risks such as flooding and drought. Some of the key
findings of the assessment are to incorporate extreme weather conditions into the 2040 Long Range
Transportation Plan (CAMPO 2015b), expand the vulnerability assessment to cities and roads, and to
implement adaptation options such as elevating flood prone areas and increasing drainage capacities
(Cambridge Systematics 2015).

6.9.2. Travis County Environmental Quality Program

The Travis County Environmental Quality Program goals are to maintain and enhance water quality, reduce
water pollution, eliminate industrial waste, and conserve water resources. The mission of program is to
address environmental pollution that can enter and affect Travis County's water resources and air quality
(Travis County 2022)

6.9.3. Austin/Travis County Community Wildfire Protection Plan

The Austin/Travis County Community Wildfire Protection Program helps regions collaborate to reduce the
quantity of vegetation that could provide fire risks in communities. The goal of the program is to develop a
multijurisdictional collaborative process that can provide for the safety of residents, protect homes, and protect
ecosystems (Bowman Consulting 2014). The program develops a regional strategy to increase wildfire
preparedness in the future. Examples of current strategies are to restore natural landscapes, create fire
adapted communities, and implement risk management responses to wildfires (Travis County 2020).




6.9.4. Land Water and Transportation Plan

In 2014, Travis County adopted the Land Water and Transportation Plan which provides a framework for
protecting Travis County’s land and water resources (Travis County 2020). The overall objective of the plan is
to regulate construction and development on floodplains, mitigate the impacts of wildfires and floods, and
protect the county’s natural resources (Travis County 2014).

6.9.5. Resolution No. 20140828-157- Austin's New Energy Plan

Adopted by the City of Austin in 2014, the purpose of the New Energy Plan is to establish zero CO2 emissions
from city-controlled generation resources by 2030 (City of Austin 2014). The resolution also aims to increase
the number of renewable generation resources such as through the advancement of solar technologies.

6.9.6. Resolution No. 20140410-024- Austin’s Community Climate Plan

Adopted by the City of Austin in 2015, the Community Climate Plan establishes the goal of net-zero GHG
emissions by 2050. The Community Climate Plan Steering Group and Technical Advisory Groups will create
strategic plans for each major GHG emission sector (City of Austin 2015).

6.9.7. Resolution No. 20190808-078- Climate Emergency

Adopted by the City of Austin in 2019, the climate emergency resolution establishes regional collaboration with
the city council to address overarching climate change goals. The plan provides clarity on leadership
responsibilities and identifies budget items that can have a significant contribution to GHG emissions (City of
Austin 2019).

7. Conclusions

The GHG modeled emissions, compared to the No Build, are estimated to be approximately 10.5 percent to
12.9 percent higher due mostly to build alternatives emissions for materials, transportation of the materials,
and construction. Modified Alternative 3 emissions are 2.4 percent more than Alternative 2 due mainly to
additional bridge structures required for Modified Alternative 3. Both build alternatives have more significant
potential for mode shift that may further reduce GHG emissions than the No Build Alternative. Alternative 2
provides 40.3 miles of BRT and 17.7 miles of additional SUPs, while Modified Alternative 3 provides 36.7 miles
of BRT and 19.3 miles of additional SUPs.

Future on-road GHG emissions may be affected by changes that may alter the transportation system and
associated emissions, such as: 1) the results of federal policy including tailpipe and fuel controls, 2) market
forces that may alter vehicle technology and purchase (such as electric vehicle manufacturing and sales), 3)
individual choice decisions regarding commute options including mode shift, 4) reductions that can be
achieved through traffic system management operation and/or demand management, and 5) technological
advancements, and 6) societal changes.

TxDOT has implemented programmatic strategies to reduce GHG emissions including: 1) travel demand
management projects and funding to reduce VMT, such as bicycle and pedestrian facilities, 2) traffic system
management projects and funding to improve the operation of the transportation system, 3) participation in
the national alternative fuels corridor program, 4) clean construction activities, 5) clean fleet activities, 6)
CMAQ funding, 7) transit funding, 8) two statewide campaigns to reduce tailpipe emissions, 9) projects and




operational improvements to reduce and manage congestion, and 10) electric vehicle charging plan and
funding.

TxDOT also has strategies and funding to address a changing climate in accordance with TxDOT and FHWA
design, maintenance, emergency response, and operational policies and guidance. The flexibility and elasticity
in TxDOT transportation planning, design, emergency response, maintenance, asset management, and
operation and maintenance of the transportation system are intended to consider any number of changing
climate scenarios over time.
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Appendix A: Supplemental Greenhouse Gas Analysis Information

Introduction
Consideration of greenhouse gases (GHGs) and climate change in NEPA analysis presents a unique challenge.
After recognizing that Federal agencies needed assistance in determining the appropriate level of analysis for
greenhouse gases and climate change in the NEPA context, the Council on Environmental Quality (CEQ) issued
draft guidance in 2010, updated the draft guidance in 2014 and then issued final guidance titled, Final
Guidance for Federal Departments and Agencies on Consideration of Greenhouse Gas Emissions and the
Effects of Climate Change in National Environmental Policy Act Reviews in August of 2016 (CEQ 2016
Guidance). The stated goal of the guidance was to provide consistency for federal agencies’ consideration of
climate change impacts in NEPA documents. In March 2017, the Trump Administration rescinded the August
2016 Guidance through an Executive Order, Promoting Energy Independence, and Economic Growth (E.O.
13783). CEQ then proposed for public comment, but never finalized, “Draft National Environmental Policy Act
Guidance on Consideration of Greenhouse Gas Emissions” (2019 Draft Guidance, 84 FR 30097).

Upon taking office on January 20, 2021, President Biden rescinded President Trump’s Executive Order
(E0)13783 and issued his “Executive Order on Protecting Public Health and the Environment and Restoring
Science to Tackle the Climate Crisis” (EO 13990). EO 13990 calls for all federal agencies to review climate-
related regulations and actions taken in the past 4 years, and tasks the CEQ with updating its August 2016
final guidance (81 FR 51866). Pursuant to EO 13990, CEQ rescinded the draft GHG-related NEPA guidance
issued in 2019 and is currently reviewing the 2016 final guidance for revision and update (CEQ 2021). In the
interim, CEQ instructs agencies to consider all available tools and resources in assessing GHG emissions and
climate change effects, including the 2016 GHG Guidance.

With the current lack of a clear standard or revised CEQ guidance, NEPA decision-maker is challenged to
determine what constitutes a hard look at the climate change implications of a project decision. The 2016 CEQ
guidance recognized that inherent in NEPA and the CEQ regulations is a rule of reason which ensures that
agencies are afforded the discretion, based on their expertise and experience, to determine whether and to

what extent to prepare an analysis based on the availability of information, the usefulness of that information

to the decision-making process and the public, and the extent of the anticipated environmental consequences.




A.1 Greenhouse Gas Analysis Methodology

As part of the evaluation undertaken for this proposed project, a quantitative assessment was completed to
compare the GHG emissions of the No-Build and build alternatives. This GHG emission analyses considered
both the direct and indirect GHG emissions associated with the project as a proxy for climate change impacts.

A.1.1 GHG Analysis Using FHWA ICE 2.1.3.
GHG emissions from the project were estimated using FHWA Infrastructure Carbon Estimator (ICE), Version
2.1.3. The ICE tool was developed by FHWA to estimate the lifecycle energy and GHG emission from
construction, operation, and maintenance of transportation facilities. It estimates emissions from construction
equipment and upstream emissions from materials, as well as vehicle emissions from using the facilities. The
tool requires limited basic project data inputs and is designed to inform planning and pre-engineering analysis.

The FHWA ICE 2.1.3 considers the following direct and upstream emissions to estimate construction,
operation, and maintenance related emissions.

UPSTREAM ENERGY AND EMISSIONS

MATERIALS: ENERGY AND FUEL USED

Raw Materials Raw Materials Materials Production Material Chemical
Extraction Transportation and Processing™® Reactions**

CALCINATION OF
LIMESTONE

CaCO4
= a0 + €0,

Fuel used in Materials
Transportation

* e.g., crushing of aggregate,

** e.g., CO2 emitted from calcination of limestone

**% activities include sweeping, striping, bridge deck repair, litter pickup, and maintenance of appurtenances




DIRECT ENERGY AND EMISSIONS

Fuel used in construction Fuel used in vehicle

equipment operations on roadways

OPERATIONS & MAINTENANCE

Fuel used in routine Fuel used in roadway Fuel used in pavement
maintenance*** rehabilitation preservation

The GHG emissions analysis of the project included both direct emissions (tailpipe emissions from vehicles and

equipment) and indirect emissions (fuel cycle emissions and upstream construction material emissions) from

the project. ICE 2.1.3 breaks GHG emissions into five categories in the emission modeling;:

e Material: Includes the upstream emissions associated with project materials extraction, production,

chemical reaction, and raw material transportation.

e Transportation: Includes upstream emissions associated with fuel used in transportation of materials
to site.

e Construction: Includes the emissions from energy and fuel used in construction equipment

e  QOperation and Maintenance (O&M): Includes the emissions from routine maintenance such as snow
removal and vegetation management, roadway repair and rehabilitation, and other routine

maintenance.
e Usage: Includes emissions from vehicle operation on roadways, including delay during construction.

GHG emissions from the project were modeled based on the construction and operation information of the
proposed project facilities, including:

Bridges and Overpasses: new and reconstructed bridges and overpasses.

e Bus Rapid Transit (BRT)



e Culverts

e Lighting

e Pathways
e Roadways
e Signage

ICE 2.1.3 inputs of each the facility type were provided by I-35 Capital Express Central Team based on
anticipated project construction activities. ICE 2.1.3 input information for each facility type under each

alternative are in Appendices A.3, A-4, and A-5.

Vehicle operation emissions in future years were modeled based on the vehicle miles traveled (VMT), as shown
in Table A.1-1. There are no significant differences in VMT between the No Build and Build Alternatives. VMTs
of Alternatives 2 and Modified 3 are similar in the future analysis years, with Modified Alternative 3 has slightly
higher (approximately 0.3%) than Alternative 2. VMT of Alternatives 2 and Modified 3 are approximately 1.4%
to 1.7% higher than No Build in 2050, respectfully.

Table A.1-1 Project VMT Information

Scenarios No Build Alternative 2 Modified Alternative 3
0

2018 1,700,100 0

2030 2,011,900 2,034,600 2,035,600
2040 2,259,500 2,288,700 2,292,300

2050 2,507,000 2,542,700 2,551,000

NOTE: VMT in the table are during normal operation. VMT affected by project construction are in Appendix Al.

The time frame of the GHG analysis for the project is 20 years to be consistent with the project operation
between the 2030 opening year and 2050 design year. The modeled GHG emissions are presented in the unit
of MT CO2zE, which are calculated as the product of the mass emitted of a given GHG and its specific GWP. The
ICE 2.1.3 uses the 100-year GWP values from Intergovernmental Panel on Climate Change (IPCC) Fourth
Assessment Report (AR4, IPCC 2007), as shown the following:

e (CO21
e CHa: 25
e N20:298

A.1.2 GHG Analysis for Long-Span Bridges and Depressed Lane Structures
The ICE 2.1.3 was used to estimate the construction emissions of roadways, bridges/overpasses, and other
infrastructures of the project. However, emissions from portions of the project, such as bridges/overpasses



with spans greater than 1,000 feet and the depressed lanes structures, may not be properly estimated by ICE
2.1.3.

The bridge and overpass module in ICE 2.1.3 applies to structures shorter than 1000 feet because longer
bridges may be characterized by different material and energy intensities than those used to develop the
prototypes in the ICE 2.1.3 (ICF, 2020). Several of the bridges of the project build alternatives would have
lengths greater than 1000 feet. The number of bridges were adjusted for those greater than 1000 feet, based
on the ratio of their bridge length to 1,000 feet. For example, a 2,000 feet bridge were modeled as 2 bridges in
the ICE 2.1.3 to count for the additional GHG emissions due to the extra lengths. However, this approach does
not take into account the differences of materials and energy intensities from the ICE 2.1.3 prototypes and can
be further refined in the future when additional bridge construction information becomes available. The length
of bridges over 1,000 feet by alternative are in Table A.1-2.

Table A.1-2 Bridges Over 1,000 feet by Alternative

Modified
No Build | Alternative 2 Alternative 3

Bridges over 1,000 Feet (feet) (feet) (feet)

New Bridges
[-35 NB Managed Lanes Direct Connector - 3,680 3,580
I-35 SB Managed Lanes Direct Connector - 3,580 3,580

NB Frontage Rd. MLK - 32nd St - 2,998 -
NB Frontage Rd. Holly Street - 32nd St - - 12,804
SB Frontage Rd. 15th. St - 38th 1/2 St. - 6,289 6,289

NB 7th St. - Dean Keeton Bypass over Mainlanes at
MLK Blvd

- - 1,294

SB Mainlane Entrance Ramp East Riverside -
Woodland Ave.

- 1,111 1,111



ICE 2.1.3 does not provide specific instructions or differentiate at-grade and depressed roadways in the input.

No adjustment was made to the construction of depressed lanes.

A.2 Lifecycle GHG Emission Results

Results of the lifecycle total GHG emissions and the annualized GHG emissions from the project by each of the
five emission categories are summarized in Tables A.2-1 through A.2-3. For information and comparison
purposes, the existing condition’s GHG emissions from vehicle operation were also estimated. The 2018 GHG
emissions were 373,344 MT CO:zE, estimated by multiplying the vehicle miles traveled (VMT) in 2018 in the
project area by the vehicle emission factors from ICE 2.1.3 for 2018.

Table A.2-1: Lifecycle GHG Emissions by Emission Category by Alternative

No Build Alternative Alternative 2 Modified Alternative 3

. Annualized - Annualized - Annualized
Emission Total MT Total MT Total MT

Category MT CO2E CO2E/year MT CO2E CO2E/year MT CO2E CO2E/year
0 227,668 383,895
0] 0 10,135 507 13,576 679

0 0 76,456 3,823 108,066 5,403
18,606 930 56,358 2,818 54,008 2,700
7,374,840 368,742 7,838,340 391,917 7,851,675 392,584
7,393,446 369,672

NOTE: Annualized GHG emissions were calculated by dividing the total lifecycle GHG emissions by 20 years.

8,208,956 410,448 8,411,220 420,561




Table A.2-2: Lifecycle GHG Emissions by Infrastructure Type by Alternative

No Build Alternative Alternative 2 Alternative 3 Modified

- Annualized - Annualized - Annualized
Total MT Total MT Total MT
Infrastructure Type MT CO2E CO2E/year MT CO2E | CO2E/year MT CO2E CO2E/year
0 201,914 10,096 399,984
0 0 19,336 967 17,616 881
0 0 12,731 637 12,731 637
0 0 11,689 584 11,689 584
18,606 930 111,448 5,572 105,173 5,259
0 0 12,628 631 11,403 570
7,374,840 368,742 7,838,340 391,917 7,851,675 392,584
7,393,446 369,672 8,208,956 410,448 8,411,220 420,561

NOTE: Annualized GHG emissions were calculated by dividing the total lifecycle GHG emissions by 20 years.




Table A.2-3: Lifecycle GHG Emissions by Material Type by Alternative

No Build Alternative Alternative 2 Alternative 3 Modified

Annualized Annualized
Total MT Total MT
Material Type MT CO2E CO2E/year MT CO2E | CO2E/year

Aggregate 0 8,751

Bitumen (Asphalt

] 0 0 8,333 417
Binder

)
Cement 0] 0] 141,556 7,078

0 0 10,135 507
0 0 76,456 3,823

0O&M Roadway
. 16,191 810 39,154 1,958
Rehabilitation

Vehicle Fuel Usage
(Operation VMT)

8,208,956

7,374,840 368,742 7,838,340 391,917

410,448

Total
MT CO2E

11,814

1,327

7,811

253,766

108,937

241

13,576

108,066

10,886

6,019

37,103

7,851,675

NOTE: Annualized GHG emissions were calculated by dividing the total lifecycle GHG emissions by 20 years.

8,411,220

Annualized

MT
CO2E/year

66

391

12,688

5,447

12

679

5,403

544

301

1,855

392,584

420,561




A.3 ICE 2.1.3 Inputs and Outputs: ICE Model - No Build

Introduction to the Infrastructure Carbon Estimator (ICE), version

Note: This tool is designed to allow users to create screening-level estimates of energy and GHG emissions using limited data inputs. It asks for limited data

3 > & G g i S A 5 ; 3 3 Project Inputs Summary
to estimate lifecycle energy use emissions from a single or group of projects. The tool is not appropriate to inform engineering analysis and pavement Page Results Page
selection. Other tools should be consulted for those purposes. More details about suggested uses for the tool are provided in the panying ICE User's
Guide .

Infrastructure Carbon Estimator (ICE) 2.1.3. Final Tool. Released 03/24/2021.

-

P
X

ROADWAY
REHABILITATION

Heav¥ RaiL

OVERVIEW

The Infrastructure Carbon Estimator (ICE) estimates the lifecycle energy and greenhouse gas (GHG) emissions from the construction and maintenance of transportation facilities. The ICE tool
was created to solve the problem of “planning level” estimation of embodied carbon emissions in transportation infrastructure. Without the need for any engineering studies, ICE helps answer
this question: How much carbon will be embodied in the building, modification, maintenance, and/or use of this transportation project (or group of projects)?

ICE evaluates energy use and greenhouse gas emissions at the project- or planning-level. The tool uses the term “project” to generally refer to a single project type, with access to some
additional details and project customization. “Planning” is designed to accept inputs from long-range transportation plans or other plans that consist of a suite of projects but limited
customization.

The tool estimates emissions for the following types of facilities and projects:
1. Bridges and Overpasses
Bus Rapid Transit (BRT)
Culverts
Light Rail
Lighting
Heavy Rail
Parking
Pathways
Roadways
. Signage
. Vehicle Operations
. Standalone Maintenance Projects on Existing Roadways
. Custom Pavement Projects with Data Imported from External Tools

©Ee N Ve BN

o e
W N e o

(Please note Types 12 and 13 address specific and limited applications. These are discussed in the individal tabs and the User's Guide.)

For each type of facility, the tool calculates both mitigated results that take into account the effect of various energy/GHG reduction strategies and unmitigated results.




ICE Model - No Build

USING THE TOOL

Details on use of ICE is available in the User's Guide.

Color Scheme
ICE uses the following color scheme to describe the function of each cell:

Description Cells

Compuied Value Cells

ek aiop ek ra:
Data Entry Cells
Action Cell

Command button - on

Command button - off

The tool provides users the ability to display results in 508 compliant format, which among other features, will add data labels to all results charts. The celor scheme when 508 compliant is activated
deviates slightly from when the format is turned off.

Analysis Mode
The tool can be used in either Planning or Project mode. This is set at the top of the Project inputs page

Planning mode reveals all facility types on one page. Using the buttons at the top of the screen allows you to add or remove facilities from your analysis. Individual facility details can be
viewed via the links below the input table or by navigating the separate tabs for each infrastructure type. Clicking the hyperlinks above and below each infrastructure type's inputs in the
Project Inputs page navigates to the various sections in each aonalysis page for that infrastructure type. The relevant analysis pagef s), Mitigation Strategies page, and the Summary Results
page will be shown when an infrastructure type is selected. Buttons on the analysis pages carry the user to specify mitigation measures and back to the analysis pages.

The Project mode operates similarly. In the Project mode, the user has the option to view all inputs or have ICE walk the user through each step. In walkthrough mode, green action cells
direct the user through each step. Only a single infrastructure type can be modeled in Project mode .

Tabs and Navigation

The tool can be navigated in multiple ways. Users will start by describing their project on the Project inputs page. This includes the infrastructure type(s), analysis lifetime, location, and
analysis mode. Hyperlinks carry users through the various tabs. Three comment boxes allow the user to input descriptive text that will be carried through to the output pages. This could
include analysis date, analyst, project descriptions, or other information the analyst may want to include in their report.

First, select your lavel of analysis (Project or Planning) and input the requested information for your project on the Project Inputs page. Input the US state for your analysis, the project
analysis lifetime (in years), and whether the impacts of a custom electricity emission program, such as a Renewable Portfolio Standard (RPS), are to be included. Answering "yes" on the
latter will open the Annual Electricity Emissions tab for populating.

If using the Planning level of analysis, “turn on” all infrastructure types to be analyzed on the Project Inputs page. If using the Project level of analysis, then select the single infrastructure
type to analyze.

Hyperlinks from the Project Inputs page will take you to the onalysis page for your project type(s). (The project analysis pages are titled according to the infrastructure type. ) Here some
additional inputs for your project may be requested. At the top of each analysis page is a hyperlink that carries you to the Mitigation Strategies page.

Each analysis page includes the following sections:
e Specifications — Fixed and input values describing the project
s Baseline Energy Use and GHG Emissions — Total energy use and GHG emissions over the project’s lifetime
» Mitigated Results — Annualized energy use and GHG emissions for the project without (baseline) and with (both business as usual and control scenario) mitigations applied.
® Results - Charts — Summary charts and tables of the mitigated and unmitigated energy use and emissions by emission category, material, and individualized mitigation
effects. Results can be viewed as annualized or cumulative GHG emissions or energy.

On the Mitigation Strategies page, you have the option to input certain strategies that reduce energy and GHG emissions for your project. Only relevant strategies are shown. Hyperlinks at
the top return you to the analysis page for your project type.




ICE Model - No Build

Below the project specifications in each analysis poge, the calculated, annualized baseline, business-as-usual (BAU), and mitigated levels of energy or GHG emissions for your project type(s)

are displayed. This shows results by the five emission categories and by material for both mitigated and unmitigated cases. It also shows emission or energy reductions by mitigation
measure.

The Summary Results page displays a summary of results for all infrastructure types analyzed. If the analysis is at the Project level, this display is nearly identical to that on the analysis
page. For Planning level, buttons appear allowing the user to turn on or off the different project types included in the combined results. The “Show" dropdown menu selects the results
displayed: Annualized Greenhouse Gas Emissions, Annualized Energy Use, Cumulative Greenhouse Gas Emissions, and Cumulative Energy Use. An additional chart in the Summary Results
page, not available in the individual analysis pages , displays values by infrastructure type.

If the use phase of automobiles is to be considered in your project, you must include the Vehicle Operations project type. Resulting energy and emissions from project use will be added to
the summary charts on the Summary Results page.

At any time, the user can view overall results in the Summary Results page or enter a custom mitigation approach for energy and GHG emissions on the Mitigation Strategies page. The user
can switch directly between various pages indicated in Excel tabs at any time. The Print Results tab collects outputs and formats them for standard printing, either to an electronic or paper
copy for archiving the outputs of your simulation. This can be used to compare multiple simulations, such as for a Build vs. No-Build analysis.

Units and Time Periods

ICE requests the analysis timeframe (in years) from the user. It produces lifecycle (to end-of-life) estimates of energy use and/or GHG emissions. Both values can be reported on an
annualized or total lifespan basis. The standard reporting unit for energy is "mmBTU", or millions of British Thermal Units. The standard reporting unit for greenhouse gas emissions is "MT
CO2e", or metric tons of CO2-equivalent gases. 1 metric tons = 1,000 kg. CO2 equivalency is defined by a global-warming potential basis.

UPSTREAM ENERGY AND EMISSIONS
EMISSIONS SOURCES ESTIMATED i TGl Ui
Raw Materlals Materials Production and
Transportation Processing*
TRANSPORTATION: ENERGY AND FUgL UséD

3. Chemical reactions in material production**

4. Energy and fuel used in raw material transportation m
Transportation 3 *
Upstream Energy and Emissions associated with:

1. Fuelused in transportation of materials to site

eoeutvadion
1. Energy and fuel used in construction equipment

Fuel used in construction Fuel used in vehicle
equipment operations on roadways

Construction and maintenance activities covered by the tool are broken into five categories:

Materials

Upstream Energy and Emissions associated with project materials:
1. Energy and fuel used in raw material extraction
2. Energy and fuel used in material production*

Fuel used in materials
transportation

Operations and Maintenance (O&M)
Routine Maintenance, including:
1. Fuel used in snow removal equipment
2. Fuel used in vegetation management equipment
3. Fuel used in other routine maintenance***
4. Energy and emissions from roadway repair and rehabilitation OPERATIONS B MAINTEMANCE
5. Net energy and emissions from pavement preservation activities (optional)

Fuel used in routine Fuel used in roadway
maintenance*** rehabilitation
Usage

Fuel used in pavement
preservation

Energy and Emissions associated with:
1. Vehicle operations on roadways, including delay during construction

*e.g. crushing of aggregate, asphalt batch plants

**e.g CO2 emitted from calcination of limestone
***activities include sweeping, stripping, bridge deck repair, litter pickup, and maintenance of appurtenances

ICE does not include energy or emissions associated with land use change from the project.




ICE Model - No Build

Project Inputs

Display result in 508 compliant format: Hide Instructions

INSTRUCTIONS
1. Populate location (state) and lifetime (years) for your analysis.

2. Select operating mode (Project or Planning) for your analysis. (The tool can analyze different individual projects (Project

mode) or a suite of projects in a comprehensive plan (Planning mode).
Clear All User

Data

3. Select the infrastructure type(s) to analyze. Input all requested data using information from the project or plan you want to
analyze. Then navigate to the relevant analysis page(s) for your project or the individual project(s) in your plan and
complete the analysis for each infrastructure type by entering information in all cells that are shaded yellow. Blue and gray
cells display fixed values and results; do not change the information in these cells.

4. Apply any selected mitigation measures on the Mitigation Strategies tab.
5. Review outputs on the Summary Results tab.

6. For further instructions, refer to the accompanying User Guide for detailed descriptions of factors and assumptions used in
this tool.

Infrastructure location (state) X
The lifetime of your plan or project (years) 20
Planning Use custom electric emission profile (RPS)? Mo

Bridges &
Overpasses

ul ighti d Vehicle Roadway
Culverts Lighting Roadways Operations Rehabilitation
BRT Light Rail Heavy Rail Pathways Signage EIEE
- o b enag Pavement

Enter comments and comment titles.
These will be displayed on the
Summary Results worksheet.




ICE Model - No Build

Planning Summary of Inputs - See Individual Tabs for Details

Roadways

Roadway System
Total existing centerline miles
Total newly constructed centerline miles

Roadway .
e Roadway Construction
Existing Construct Shoulder
Facility type Roadway (lane | Ne% R034WY | 4\ itional Lane | Reaiignment | Lane Widening | improvement
. (lane miles) ; (lane miles) (lane miles) (centerline
miles) ' (lane miles) ——

Rural Interstates
Rural Principal Arterials
Rural Minor Arterials

Rural Collectors

68.17

Urban Principal Arterials 6.21

Urban Minor Arterials | Collectors 44.87

Include roadway rehabilitation activities (reconstruct and resurface) Yes

% roadway construction on rocky / mountainous terrain

Specification
Baseline Energy Use and GHG Emissions

Mitigated Results
Results - Charts

Vehicle Ops

Vehicle Operating Emissions

Year Avg Daily VMT on |  Average Daily (Congested)
Default Custom project Speed (mph) (or NA)

Project Opening Year 2022 2030 2011900
Project Interim Year 2027 2040 2259500 MNA

Project Design/Horizon Year 2050 2050 2507000 MNA

Construction Delay, Additional Emissions

Avg Daily VMT
impacted by Average Daily (Congested)

Default project Speed (mph) (or NA)

Construction start year
Pre-construction (baseline) year
Project Opening Year
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Summary Results

Vehicle
Operations

Bridges &

Dieerpacses

Rondways

MT COZe

“Total Greenhouse Gas Emissions
Charts

ummary Resul

Total Greenhouse Gas Emissions

Baseline refers to values withaut any
mitigetions applied.
Business-as-Usual [BAU) deployment
refers ta any "default” mitigations
that are deployed through standard
agency practices.
Planned deplayment reflects the
lewel of mitigations planned far the
analyzed caze.

P

Basebne Mitigated
m Materials Transportation ‘Construction oM
Total Greenhouse Gas Emissions (MT CO2e) by Infastructure Type Total Greenhouse Gas Emissions Per Material Type
5,000,000
E,000,000 D
4,000,000 8 .
5
3,000,000 D
2,000,000 D
oo
Basefine aal Mitigated O&M Ro;

W Easline W BAU

W Roadways che_0s
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Summary R

18,606 18,606 18,606
7,374,340 7,374,840 7,374,840
7,393,446 7,393,846 7,393,446

| Greanhouss Gzs Emizsions Per Material Type

2,415 2,415 2,415

16,101 16,191 16,191
7,374,340 7,374,840 7,374,840
7,393,446 7,303,446 7,393,446

Total Greanhousa Gas Emizsions Reductions Reiafive fo BAU

[ nrcos |
Roadways 18,606
7,374,340
7,393,446
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Summary Results

Vehicle
Operatians

Rosdways

“ Annualized Greenhouse Gas Emissions
Charts

MT COZe

Annualized Greenhouse Gas Emissions

Baseline refers to values without any
mitigations spplied.
Businazs-as-Uzual [BAU) deploymant
refers to any "default” mitigations
that are deployed through standard
ag=ncy practices.
Planned deployment reflects the
level of mitigations planned far the
analyzed case.

Baseine BaU Nrigated

mMaterials
Annualized Greenhouse Gas Emissions (MT CO2e) by Infastructure Type Annualized Greenhouse Gas Emissions Per Material Type

i
300,000
i

A

200,000 {:

5
il
100,000
il

aa
Basebne aau Mitigated &M fuel

WRoadway: WVehice O wline W BAU





















































































































































































































































































































































































SUMMARY OF TRAVIS COUNTY, TEXAS 9 EVAPORATIVE DEFICIT

Figure 36: Seasonal maps of evaporative deficit for RCP8.5 2050-2074 minus 1981-2010 for the ensemble mean model.

36 -Alder and Hostetler, USGS



SUMMARY OF TRAVIS COUNTY, TEXAS

10 Data

The temperature, precipitation, and vapor pressure deficit summaries are created by spatially averaging the MACAv2-METDATA
data set (Abatzoglou and Brown, 2012). The water-balance variables snow water equivalent, runoff, soil water storage and
evaporative deficit are simulated by using the MACAv2-METDATA temperature and precipitation as input to a simple model
(McCabe and Wolock, 2007). The water-balance model accounts for the partitioning of water through the various components of
the hydrologic system, but does not account for groundwater, diversions or regulation by impoundments.

11 Models
MeanModel bcc-csm1-1-m bcc-csml-1 BNU-ESM CanESM2
CCSM4 CNRM-CM5 CSIRO-Mk3-6-0 GFDL-ESM2G GFDL-ESM2M
HadGEM2-CC365 HadGEM?2-ES365 inmcm4 IPSL-CM5A-LR IPSL-CM5A-MR
IPSL-CM5B-LR MIROC5 MIROC-ESM MIROC-ESM-CHEM  MRI-CGCM3

12 Citation Information

Abatzoglou, J.T., 2011. Development of gridded surface meteorological data for ecological applications and modelling.
International Journal of Climatology, doi: 10.1002/joc.3413.

Abatzoglou, J.T., and Brown T.J., 2012. A comparison of statistical downscaling methods suited for wildfire applications.
International Journal of Climatology, doi: 10.1002/joc.2312.

Alder, J. R. and S. W. Hostetler, 2013. USGS National Climate Change Viewer. US Geological Survey
https://doi.org/10.5066 /F7TW9575T.
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Introduction

Worldwide climate modeling centers participating in the 51" Climate Model
Intercomparison Program (CMIP5) provided climate information for the Fifth Assessment
Report (ARbS) of the Intergovernmental Panel on Climate Change (IPCC). The output from the
CMIP5 models is typically provided on grids of ~1 to 3 degrees in latitude and longitude
(roughly 80 to 230 km at 45° latitude). To derive higher resolution data for regional climate
change assessments, the Multivariate Adaptive Constructed Analogs (MACA) method was
applied to statistically downscaled maximum and minimum air temperature and precipitation
from 20 of the CMIP5 models to produce the MACAV2-METDATA data set on a 4 km grid
(Figure 1) over the continental United States (Abatzoglou J.T. and Brown T.J., International
Journal of Climatology, 2012, doi:10.1002/joc.2312). The data set was bias corrected using the
METDATA observational data set (Abatzoglou J. T., International Journal of Climatology,

2011, doi:10.1002/joc.3413).

Precipitation (mm/day)

0 2 s 6 8 10 12

Figure 1.

The MACAV2-METDATA data set includes 20 climate models for historical and 21
century simulations for two Representative Concentration Pathways (RCP) greenhouse gas

(GHG) emission scenarios developed for ARS. (Further details regarding the science behind

2



developing and applying the RCPs are given by Moss et al., Nature, Volume 463, 2010,
doi:10.1038/nature08823). The USGS National Climate Change Viewer (NCCV) includes the
historical and future climate projections from 20 of the downscaled models for two of the RCP
emission scenarios, RCP4.5 and RCP8.5. RCP4.5 is one of the possible emissions scenarios in
which atmospheric GHG concentrations are stabilized so as not to exceed a radiative equivalent
of 4.5 Wm-2 after 2100, about 650 ppm CO: equivalent. RCP8.5 is the most aggressive emissions
scenario in which GHGs continue to rise unchecked through the end of the century leading to an
equivalent radiative forcing of 8.5 Wm-2, about 1370 ppm CO: equivalent. For perspective, the
current atmospheric COz2 level is about 416 ppm. Additionally, we have used the climate data
(temperature and precipitation) to simulate changes in the contiguous United States (CONUS)
water balance over the historical and future time periods (Hostetler, S.W. and Alder, J.R., Water

Resources Research, 52, 2016, doi:10.1002/2016WR018665).

The NCCV allows the user to visualize projected changes in climate (mean, minimum,
and maximum air temperature and precipitation) and the simulated water balance (snow water
equivalent, runoff, soil water storage, and evaporative deficit) for a state or county and for USGS
Hydrologic Units (HUC) HUC4 and HUC8. USGS HUC:s are hierarchical units of watershed
area. For example, the California-Northern Klamath-Costal HUC4, spans an area of 4.3x10* km?
whereas the Upper Klamath Lake, Oregon. HUC8 subbasin within that HUC4 spans an area of
1.8x10% km2. To create a manageable number of permutations in the viewer, we averaged the
climate and water balance data into four climatology periods: 1981-2010, 2025-2049, 2050-
2074, and 2075-2099. The 1981-2010 range represents the current climate normal period;
although, the MACAV2-METDATA data set is bias corrected over the 1979-2012 period (see

details here). The viewer provides many useful tools for exploring climate change such as maps,



climographs (plots of monthly averages), histograms that show the distribution or spread of the
model simulations, monthly time series spanning 1950-2099, the ability to view individual model
spread by combinations of variables (e.g., temperature and snow water equivalent), and tables
that summarize projections for each variable. The application also provides access to summary
reports of climate and water balance variables in PDF format and CSV files of monthly time
series. Users can also download the chart data used within the application as compressed JSON
files. The gridded MACAvV2-METDATA data are available in NetCDF format from the MACA
web site (https://climate.northwestknowledge.net/ MACA/index.php), and the water balance data

are available from USGS ScienceBase (https://doi.org/10.5066/P9B2022V).

Overview of the USGS National Climate Change Viewer

Interpreting output from many climate models in time and space is challenging. To aid in
addressing that challenge, we have designed a viewer that strikes a balance between visualizing
and summarizing climate information and the complexity of navigating the site. The features of
the viewer are readily discovered and learned by experimenting and interacting; however, for

reference we provide the following tutorial to explain most of the details of the viewer.



Controls, map navigation, and charts
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The main window of the NCCV (Figure 2) displays maps of future change (the

difference between the historical period and the selected period) in a selected climate or

water-balance variable and related selectable charts and tables. The maps provide the spatial

variability of change across the contiguous United States, states, and counties. The dropdowns on

the left-hand side of the application indicate the current selection of place, month or season,

variable, climate model, emission scenario, and climatology period, which determine what is

displayed in the maps and accompanying charts and tables. The application supports English or

metric units throughout. Changing any of the settings updates all components of the viewer. The

right-hand menu lists a series of charts in the application for visualizing climate projections for

the selected place. We detail each of these charts and views in individual sections below.



The county, state, or watershed of interested can be selected either by the dropdown
menus in the left control panel or by clicking on the map, which highlights the area of interest in
cyan color. The map can be panned and zoomed using the mouse, scroll wheel, + and — buttons
in top left of map (Figure 3) or by using the keyboard (up, down, left, right keys to pan and +
and — keys to zoom). The map needs to be selected for keyboard navigation (often the tab key or
shift+tab keys are used to navigate web pages without the use of a mouse). The home icon in top

left of map returns the map to view full CONUS.

Change in Mean temperature (°F)

State of Oregon GEQ, Esri, HERE, Garmin, FAQ, NOAANISGS, EPA | none | USGS NCCV Powered by Esri

Figure 3

Climate projections can be viewed for each of the twelve months, seasonal averages (i.e.,
Winter: December, January, February; Spring: March, April, May; Summer: June, July, August;
Fall: September, October, November), and annual average. The Climograph chart will only
display the twelve calendar months. The application currently displays nine variables: mean

temperature (the average of min and max temperature), maximum temperature, minimum




temperature, precipitation, vapor pressure deficit, surface runoff, snow water equivalent (SWE),
soil storage, and the evaporative deficit, which is the difference between potential
evapotranspiration and actual evapotranspiration and is a measure of aridity. Individual climate
models or the average of all the models (Mean Model) can be selected in the dropdown box. The
scenario and climatology period menus (Figure 2) allows the user to select either the RCP4.5 or
the RCP8.5 scenario and one of three time periods of interest: 2025-2049, 2050-2074, or 2075-
2099. Changes are all relative to the 1981-2010 historical period. The maps always display
anomalies (future minus historical differences), but the Climograph and Ensemble time series

charts can display either raw values or anomalies.
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The Climograph chart displays the seasonal cycle for the selected location and climate
variable comparing the historical period (1981-2010) to a future period for the RCP4.5 and
RCP8.5 scenarios (Figure 4). The error bars represent + 1 standard deviation within the
climatology period (ie 2050-2074), a measure of temporal variability. The mouse can be used to

hover over the month circle symbols to display the numeric values. Clicking the circle symbols



changes the selected scenario, month, and updates the map display. Individual series can be

shown or hidden by clicking on the legend.
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The chart can also display changes in the seasonal cycle which highlights the magnitude

of monthly change projected at this location (Figure 5).
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All charts within the application can be exported for download in various image formats

by clicking the [...] menu in the top right of each graphic (Figure 6).
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The Model agreement chart displays a histogram of the future changes simulated by each
climate model (Figure 7). This graphic is a useful way to quickly determine if the climate
models are simulating changes of similar sign and magnitude and gives a summary of the model
spread. In the example above, 19 out of 20 climate models simulate increased winter
precipitation in Benton County, Oregon in 2050-2074 under the RCP8.5 scenario. However,
there is lack of agreement on the magnitude of the increase, with most models simulating a
modest 0.25 — 0.75 in/mo increase. Hovering the mouse over the histogram columns displays the
individual models in each bin. Clicking on the histogram column will cycle through the models

within each bin.

To the right of the histogram chart are two additional metrics for model agreement and
statistical significance of the simulated changes. The top number indicates the percent of the 20-
models that share the same sign as the ensemble median. The text is color coded into three
categories: low (red, <60% agreement), medium (orange: 60 < 80% agreement), high (green >

80% agreement). The lower number indicates the percent of the models that share the both sign



as the ensemble median and are statistically significant based on a Mann-Whitney rank test (p <
0.05). In the example above (Figure 7), a majority (95%, 19/20 models) of the models simulate
an increased winter precipitation in Benton County, Oregon, but only 10% (2/20 models) of the
model changes are positive and statistically significant. This can be corroborated in the Data

table view.

Ensemble timeseries
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Figure 8

The Ensemble timeseries chart displays the year-by-year climate projections for the
ensemble median and 10" to 90" percentile range from 1950-2099 (Figure 8). The percentile
range omits the highest and lowest models, but plots 80% of the ensemble (ie 16/20 models).
Unlike the previous charts, the model selection in left control panel does not apply here, as the
ensemble is displayed rather than an individual model. The map will still reflect the currently
selected climate model. Like the Climograph chart, the timeseries can be viewed as either raw
values or change (relative to the 1981-2010 base period) (Figure 9). The mouse can be used to
hover over the timeseries to display detailed information for an individual year. The chart cannot

be clicked on to update the map selection.
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CNRM-CM5 52.61 56.79 417 ‘F Yes
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Figure 10
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The Data table displays the full tabular information for the current selection of location,
variable, scenario and climatology period for all 20 climate models. The columns can be sorted
by value and the rows can be clicked on to select an individual climate model. Used in
combination, these features can be useful to sort the climate models by the magnitude of the
future change and click on individual rows to visualize how the spatial patterns of change vary

among high or low sorted models.
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Figure 11

The Scatter plot graph allows users to explore multivariate response of climate change for

a given location (Figure 11). The graph plots the future minus historical changes for two
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selected climate or water balance variables for a given month, scenario, and climatology period.
This chart is useful to users interested in climate model selection for additional analysis, where it
might be impractical to use the full model ensemble. Individual climate models can be turned on
and off by clicking on the symbol in the chart or on the legend. Below the chart the table displays
the full ensemble mean and range in addition to the current selection mean and range when a
group of models have been excluded. In the example of Figure 12, 14 out of 20 models have
been disabled. As indicated by the close agreement of the 6-model selection mean (black square)
and the full 20-model ensemble mean (black circle) the change in temperature and precipitation
means and ranges in the subset of 6 models is preserved, indicating that these models are
representative of the full ensemble for this location and selected variables. The Scatter plot can
also be useful to test the response of removing models that may be outliers relative to the larger

ensemble.
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Download data

Chart data, monthly time series and summary PDF reports for each county, state, and

watershed can be downloaded in either English or metric units (Figure 13). The PDF reports

(Figure 14) provide a comprehensive summary of the climate projections for a given location

through a suite of graphics similar to those found in the viewer. Graphics are provided for all the

variables used in the application. The PDF reports summarize the model ensemble rather than an

individual model.

The downloadable comma separated variable (CSV) files contain the 1950-2099 monthly

timeseries of all variables for both RCP4.5 and RCP8.5 (Figure 15). Time series files for each
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model are available for additional analysis outside the application. Metadata is included to
describe the file contents and the monthly values for the two scenarios are registered in time by
the model year and month. Note that the data are the raw averages and not the differences
between the scenarios and the historical period. The data files used to create the charts within the
application can also be downloaded as compressed JSON files. While not in the Download data
view, any chart displayed in the application can be downloaded by clicking the [...] menu in the

top right of each graphic (see Figure 6).

English Metric
* *
Location Benton, Oregon Summary Report T PODF X PDF
Variable Mean temperature
Timeseries & Csv + Csv
Model Mean Model
Chart Data + JSON.GZ + JSON.GZ
Figure 13
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Figure 3: Seasonal maps of mean temperature for RCP4.5 2050-2074 minus 1981-2010 for the ensemble mean model

Figure 14

These freely available, derived data sets were produced by ). Alder and 5. Hostetler,

US Geological Survey (Alder, J. R. and S. W. Hostetler, 2013, USGS National Climate Change Viewer.

US Geological Survey https://doi.org/10.5066/F 7TW9575T). Climate forcings in the MACAv2-METDATA were

drawn from a statistical downscaling of global climate model (GCM) data from the Coupled Model
Intercomparison Project 5 (CMIPS, Taylor et al. 2010} utilizing a modification of the Multivariate

Adaptive Constructed Analogs (MACA, Abatzoglou and Brown, 2012) method with the METDATA(Abatzoglou, 2011)
observational dataset as training data. No warranty expressed or implied is made by the

USGS regarding the display or utility of the derived data on any other system, or for

general or scientific purposes, nor shall the act of distribution constitute any such

warranty. The USGS shall not be held liable for impreper or incorrect use of the data

described andfor contained herein.

Data revised on : Wed Apr 28 10:25:03 2021

County : Benton, Oregon
Model : MeanModel (rlilpl)

Years from 1950-2005 are from the Historical experiment and the years from 2006-2099 are from
either the RCP4.5 or RCP8.5 experiments

RCP4.5 Mear RCP4.5 Max ® RCP4.5 Min t RCP4.5 Preci RCP4.5 Vapo RCPA.5 Runo RCP4.5 Snow RCP4.5 Soil s RCP4.5 Evap. RCPB.S Mear RCPB.5 Max ' RCPE.S Min t RCPB.S Preci RCPB.5 Vape RCPE.5 Runo RCP8.5 Snow RCPB.5 Seil s RCPB.S Evap.

Date
1/15/1950 40.039 46.202 33.876 8518 0.021 7.015 146 6415 [
2/15/1950 42547 50,116 34.979 8.169 0.032 7.346 1283 6415 o
3/15/1950 45.01 53.758 36.261 6.723 0.042 6.591 0.648 6.415 o
4/15/1950 49.801 60.166 39.437 4.498 0.062 4616 0.264 6.159 o
5/15/1950 54.511 65.59 43.432 3.038 0.083 2638 0.061 5.303 0.059
6/15/1950 60.099 72.082 48.116 1722 0.11 1.361 0.001 3.203 0.426
7/15/1950 66.167 80.38 51,955 0.469 0.163 0.661 [ 1038 2241
8/15/1950 65.692 80.075 51.309 0.751 0.155 0.356 0 0.482 2.949
9/15/1950 61.766 75.253 48.278 1.206 0.136 0.221 o 0.518 1.809
10/15/50 52.81 62.882 42.739 4.317 0.063 0.455 [ 2.886 0.234
11/15/50 44.468 51.256 37.681 5.269 0.026 3.152 0.014 5.823 0.007
12/15/50 39.921 45.638 34.204 11.373 0.019 6.369 1.002 6.411 [
1/15/1951 40.47 46.8 34.14 9.588 0.022 7.682 1254 6414 o
2/15/1951 4297 50.235 35.704 7.915 0.031 7571 0.95 6.415 o
3/15/1951 45.996 55.043 36.949 6.524 0.044 6.542 0.418 6.388 [
4/15/1951 48.833 58.807 38.859 4.79 0.058 4722 0.183 6127 0.001
5/15/1951 55.097 66.487 43.708 2772 0.089 2.609 0.044 5.052 0.097
6/15/1951 59.848 71646 48.049 1641 0.108 1345 L] 3072 0.602
7/15/1951 65.786 80.097 51.475 0.46 0.165 0.654 0 1019 2.319
8/15/1951 66.169 BO.579 51.758 0.453 0.161 0.338 o 0423 3.241
9/15/1951 61.065 74441 47,601 1724 0.128 0.246 [ 0.564 1.369
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65.59 43.432 3.038 0.083 2638 0.061 5.303 0.059
72,082 48.116 1722 0.11 1361 0.001 3.203 0.426
£0.38 51.955 0.469 0.163 0.661 o 1.038 2241
80.075 51.309 0.751 0.155 0.356 0 0.482 2949
75.253 48.278 1.206 0.136 0.221 o 0.518 1.809
62.882 42.739 4317 0.063 0.455 o 2.886 0.234
51256 37.681 9.269 0.026 3.152 0.014 5.823 0.007
45638 34.204 11.373 0.019 6.369 1.002 6411 1]
46.8 34.14 9.588 0.022 7682 1.254 6.414 o
50.235 35.704 7915 0.031 7571 095 6.415 [
55.043 36.949 6.524 0.044 6.542 0.418 6.388 1]
58.807 38.859 479 0.058 4722 0.183 6.127 0.001
66.487 43.708 2772 0.089 2609 0.044 5.052 0.097
71646 48.049 1641 0.108 1345 o 3.072 0.602
80.097 51.475 0.46 0.165 0.654 0 1.019 2319
80.579 51.758 0.453 0.161 0.338 o 0423 3241
74.441 47.691 1724 0.128 0.246 o 0.564 1369




Water Balance Variables

In addition to information about temperature and precipitation, related projections of
future change in the terrestrial hydrological cycle are of interest. We applied a simple water-
balance model driven by the 4-km MACAv2-METDATA temperature and precipitation from all
the included CMIP5 models to simulate changes in the monthly water balance through the 21

century.

Overview and limitations of the Water-Balance model

The water-balance model (WBM) was developed by USGS scientists G. McCabe and D.
Wolock (J. Am. Water Resour. Assoc., 35, 1999, doi:10.1111/j.1752-1688.1999.tb04231.x). It
has been applied to investigate the surface water-balance under climate change over the US and
globally (McCabe and Wolock, Climatic. Change, 2010, doi:10.1007/s10584-009-9675-2;
Pederson et al., Geophysical Research Letters, 2013, doi:10.1002/grl.50424, 2013). A detailed
evaluation of the water-balance model using our specific configuration is also available
(Hostetler, S.W. and Alder, J.R., Water Resources Research, 52, 2016,

doi:10.1002/2016 WR018665).

From inputs of temperature, precipitation, and potential solar radiation, the WBM
accounts for the partitioning of water through the various components of the hydrological system
(Figure 16). Air temperature determines the portion of precipitation that falls as rain and snow,
the accumulation and melting of the snowpack, and evapotranspiration (PET and AET). Rain and
melting snow are partitioned into direct surface runoff (DRO), soil moisture (ST), and surplus

runoff that occurs when soil moisture capacity is at 100% (RO). Potential evapotranspiration is
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determined from temperature and potential solar radiation by the Oudin method (Oudin et al.

2005).
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Figure 16 From McCabe and Markstrom, 2007, US Geological Survey Open-File Report 2007-1088.

We include four water balance variables in the viewer (Figure 16):

Snow water equivalent (SWE), the liquid water stored in the snowpack,
Soil water storage, the water stored in soil column,

Evaporative deficit, the difference between potential evapotranspiration (PET),
which is the amount of evapotranspiration that would occur if unlimited water
were available, and actual evapotranspiration (AET) which is what occurs but can

be water limited, and

Runoff, the sum of direct runoff (DRO) that occurs from precipitation and snow
melt and surplus runoff (RO) which occurs when soil moisture is at 100%

capacity
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The values for all variables are given in units of average depth (e.g., inches or

millimeters) over the area of the selected state, county or HUC.

The simplicity of the WBM facilitates the computational performance needed to run 40

implementations of the model for 150 years over the 4 km MACAvV2-METDATA grid cells. An

additional strength of the WBM is that it provides a common method for simulating change in

the water balance, as driven by temperature and precipitation from the CMIP5 models, thereby

producing outputs that are directly comparable across all models (Figure 17).

There are tradeoffs, however, in using the simple WBM instead of more complex,

calibrated watershed models that use more meteorological inputs (e.g., solar radiation, wind

speed) and are adjusted to account for groundwater and water management. These limitations

should be kept in mind when viewing the water balance components:

the model is run on a monthly time step, so it does not capture day-to-day

variability nor extreme events such as intense precipitation and floods;

while physically based, the model simplifies more complex energy balance detail

that determines evapotranspiration and snow dynamics;

the model simulates the runoff of a grid cell but does not route runoff among grid

cells or into stream networks or groundwater;
the parameters used in the model are independent of land use and vegetation;

surface elevation is implicit through the MACAV2-METDATA temperature and
precipitation data, but the model does not account for detail of slope or aspect

below the resolution of the 4-km by 4-km (2.5-mile by 2.5-mile) grid cells; and

there are no man-made diversions or reservoirs.
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Appendix

Methods

The MACAV2-METDATA data set statistically downscales general circulation models
with varying grid resolutions to 1/24-degree (~4 km). The 4 km gridded temperature and
precipitation data facilitated water-balance modeling over the US, and the consistent grid spacing
and fine resolution of the data sets simplified averaging the data over states, counties and
watersheds. Here is an example for creating county averages. Application to the watersheds is

identical.

Step 1 A GIS shapefile for all the counties in the United States is used to assign each 4
km grid cell a county ID for all the cells falling within the county’s boundary. The example
below shows counties within Oregon. Grid cells on the boundaries are spatially weighted by the

fraction of the grid cell area within the county boundary (not shown).

Step 2 Changes or anomalies in temperature, precipitation and the components of the
water-balance are calculated for the three 25-year averaging periods 2025-2049, 2050-2074 and
2075-2099 relative to the base period of 1981-2010. The 4 km anomalies are displayed as map

in the application.

Step 3 The county ID mask created in Step 1 is used to calculate area weighted spatial
averages of the anomalies for every county for each month between 1950-2099. The county

averages are used in the application climographs, histograms, timeseries and data tables.
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Figure 18

Models
bce-csmi-1 bce-csml-1-m BNU-ESM CanESM2 CCsSM4
CNRM-CM5 CSIRO-Mk3-6-0 GFDL-ESM2G GFDL-ESM2M HadGEM2-CC365
HadGEM2-ES365 inmcm4 IPSL-CM5A-LR IPSL-CM5A-MR  IPSL-CM5B-LR
MIROC5 MIROC-ESM MIROC-ESM-CHEM MRI-CGCM3 NorESM1-M

Citation Information

Abatzoglou, J.T., 2011. Development of gridded surface meteorological data for ecological applications
and modelling. International Journal of Climatology, doi: 10.1002/joc.3413.

Abatzoglou, J.T., and Brown T.J., 2012. A comparison of statistical downscaling methods suited for
wildfire applications. International Journal of Climatology, doi: 10.1002/joc.2312.

Alder, J. R. and S. W. Hostetler, 2013. USGS National Climate Change Viewer. US Geological Survey
https://doi.org/10.5066/F7W9575T.

Hostetler, S.W. and Alder, J.R., 2016. Implementation and evaluation of a monthly water balance model
over the U.S. on an 800 m grid. Water Resources Research, 52, doi:10.1002/2016WR018665.

Disclaimer

These freely available, derived data sets were produced by J. Alder and S. Hostetler, US
Geological Survey (Alder, J. R. and S. W. Hostetler, 2013. USGS National Climate Change
Viewer. US Geological Survey https://doi.org/10.5066/F7W9575T). Climate forcings in the

MACAV2-METDATA were drawn from a statistical downscaling of global climate model
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(GCM) data from the Coupled Model Intercomparison Project 5 (CMIP5, Taylor et al. 2010)
utilizing a modification of the Multivariate Adaptive Constructed Analogs (MACA, Abatzoglou
and Brown, 2012) method with the METDATA (Abatzoglou, 2011) observational dataset as
training data. No warranty expressed or implied is made by the USGS regarding the display or
utility of the derived data on any other system, or for general or scientific purposes, nor shall the
act of distribution constitute any such warranty. The USGS shall not be held liable for improper

or incorrect use of the data described and/or contained herein.
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